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Cleaning and user maintenance shall not be made
by children without supervision.

■

"CAUTION: Accessible parts may become hot when
used with cooking appliances".

■

■

:

Accessible parts may become hot when used with cooking
appliances.
The range hood is only intended to be installed over 
a hob with no more than four hob elements. 

Caution:
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Press the button      first time,the fan runs at the speed 
1, The button      indicator lighting and the button 1 
indicator is on.

■ Press the button      for 3 seconds to enter Delay Off
state for 10 minutes, the button      indicator will be
blink and fan will runs at the speed 1.
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Duct cover

Your New Appliance
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The cycle for self clean mode is 9 minutes. When cycle

After a period of use, the button      indicator will blink
to remind user that it's time to activate self clean mode.

If the button      indicator does not blink, the other U
functions of the hood are also closed (except for lamp), 
at this time,press the button      for 3 seconds, the button     

U indicator is on, and activate self clean mode.

■

Gesture control
If the control panel printed with        ,the machine has 
gesture control.
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Wave from left to right .Turn on the machine 

Wave from right to left             .

■ When      is blink(delay off mode),wave from right to left

, turn the fan and lamp off.

and change the fan speed from 1-2-3-boost.when enter  

@ to turn on/off the lamp.

Change the fan speed
 from boost-3-2-1.

3 seconds

3 seconds
clean

deactivated

 to cancel the reminder when the ■

 indicator is blinking.

 and continue wave from right to left 

 to enter delay off mode(Automatic shutdown after 

the boost,it will continue 10 minutes.After 10 minutes,
it will be go back speed 3. 

10 minutes).

visible sticky oil/grease from the hood. When the self

avoid accidents.
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Control panel
Outer shell
Lamp

5.
6. Oil Collector

When the fan is working, press the button 1, 2, 3 and
the fan work at speed 1, 2 and 3 respectively, and the
speed button indicator is on. 

Press the button    to enter the boost.Boost will continue 
10 minutes.After 10 minutes,it will be go back previous
speed. 

BOSCH

Filter panel
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Care and Cleaning

Clean surface

■

Put the filter panel and filter into the warm water 
with neutral detergent, and then use the soft 
 brush to clean it.  

■

Remove the filter panel■

1. Hold the filter panel with both hands,and press

 the button to open it.

2.After the filter panel is opened, hold the filter panel
 with both hands and remove it .

Remove the filter■

1. Hold the filter by hand, remove screws.  

2. After the filter is opened,  taken out of the filter.

Clean the surface of the cooker hood every week 
with a soft cloth.

:
 lower part of the oil collector which close to the hearth

Clean the filter panel and filter

■

the 

 the oil collector should be cleaned in time in case that 
 the oil spills over. Detach the oil collector according to 

BOSCH

BOSCH
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Lamp information

6

control,but there is a minimal probability below

Max Power Voltage  Picture

1.5Wx2
Square:33.5 x 120mm 

LED modules
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installation diameter not less than 180mm of the Anti-
smoke valve(customer service consulting,purchase) can

 cover.

≥300mm

Manhole
(400*400mm)

Cabinet

Anti-smoke valve Exhaust pipe

Most with hood
distance 1.2m

Wall

Exhaust pipe

Manhole

Ceiling

T
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ublic flue

Duct
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induction hob
 or gas hob

494mm

316mm
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407mm

896mm
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the machine from falling off accidentally.

Installing Mouting Plate

Installation center line 
of range hood

Hole size of 
exhaust pipe 

exhaust pipe and the pipe socket fixed tightly.  

Mouting Plate 

324

180

11
88
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ST4.2x16

Fix the pipe socket and sealing gasket onto the blower
system with 4 pieces of screw ST4.2x16.

According to the diagram, drill 4 holes with   8mm and
depth of 50-60mm in the corresponding position of the
wall, press the wall plug into the hole,and use 4 pieces
of screws ST5x50 randomly equipped to reliably fix the 

Mouting Plate.

Sealing gasket

Pipe socket

pipe

Fix the exhaust pipe to the pipe socket with 2 pieces of 
screw ST2.9x9.5 and aluminum foil tape to ensure the 

 Exhaust pipe

 190mm
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 Install the oil collector under the filter panel. 

 Hold the cooker hood against the limit plate,and fix the 
 limit plate with the wall plug and screw ST5x45 to prevent

 

 Pipe socket

Installing filter panel
Hold the filter panel, insert the rotating shaft in the hook slot,
push the filter panel upward to fix it.  
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ST2.9x9.5

Button

Filter panel buckle

Hook

Rotating shaft

Filter panel

 Aluminum foil tape

Limit Plate 
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Align the valve body with the smoke hole on the wall.

Drill holes in the wall according to the hole of valve seat.

Press the expansion plastic plug into the wall.

Fix the valve seat with screws.

Put the exhaust pipe in the valve seat.

Fix the pipe with aluminum foil tape.

Anti-somke valve Installation instructions
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Anti-smoke valve

Screw M5x16

Screw ST5x50

Screw ST4.2x16

Screw ST5x45
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Filter panel13
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Pipe socket

Sealing gasket

Mouting Plate

Exhaust pipe

16 Screw ST2.9x9.5 2

step 1 step 2 step 3

step 4 step 5 step 6

9

Instruction method:

step 1:

step 2:

step 3:

step 4:

step 5:

step 6:

Wall plug   10x43

Screw ST4.2x9.5

17 Limit plate 1
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