
Version:1.5

User Manual





02

02

03

04

05

09

14

17

20

05

07

09

12

Contents

 Packing List

 Brief Introduction

Specification

Wireless HD Transmitter:CC8980

Wireless HD Receiver:CC3865

Product Installation

Wireless HD Transmitter:CC8980

Wireless HD Receiver:CC3865

Antenna Installation Recommendations

Trouble Shooting

Structure & Interface

OLED Display Description

02Features

Support Full PSF Resolution 16

About the User Manual

About the User Manual

Compatible EDID 1.1, Support HDMI 1.3



2-pin Lemo to DTap

2-pin Lemo to DTap

-10 ~ 50

-10 ~ 50

ATC_VITC   ATC_LTC







Product Installation





OLED Display Description  

Sound Mode:mode 0,display nothing, mode 1 display melody logo.

产品安装说明

为了获得最佳的无线通讯质量,达到最好的传输效果,设备安装应符合以下要求:

1. 需要将发射机和接收机安装到地面以上至少1.5米处，接收机与发射机所处

    的高度一致。

2. 发射机和接收机之间最好没有阻挡物体。

3. 请将发射机与接收机的天线平面保持面对面,不要垂直或者形成过大的角度。

接收机竖直&天线呈扇形排列。  

发射机竖直&天线在同一平面呈90度角。 

推荐安装示意图

当发射机与接收机的天线平面无法满足面对面，可适当调整发射机

天线摆放方向,以获得最佳信号传输。例如图1，图2的调整方式，见

下图

图1

图2

由于系统工作在ISM频段，真正的传输距离会与具体应用场景周围的电磁场环境

有很大的关系。如果发现产品传输性能下降，可以通过同步切换发射机与接收机

的频点，从而实现提高通信质量的目的。



Support Full PSF Resolution

Support Full PSF Resolution

25PSF in = 25PSF out

Wireless

  

"L" is low-gain mode,application for short distance transmission, 

good ability to anti-jamming;  

“H" is high-gain mode,application for long distance transmission, 

  normal ability to anti-jamming;

Gain state:H/L:  

 Video Connect: When connection failed ,displays nothing;

   When connection  normally,displays"VIDEO" 

产品安装说明

为了获得最佳的无线通讯质量,达到最好的传输效果,设备安装应符合以下要求:

1. 需要将发射机和接收机安装到地面以上至少1.5米处，接收机与发射机所处

    的高度一致。

2. 发射机和接收机之间最好没有阻挡物体。

3. 请将发射机与接收机的天线平面保持面对面,不要垂直或者形成过大的角度。

接收机竖直&天线呈扇形排列。  

发射机竖直&天线在同一平面呈90度角。 

推荐安装示意图

当发射机与接收机的天线平面无法满足面对面，可适当调整发射机

天线摆放方向,以获得最佳信号传输。例如图1，图2的调整方式，见

下图

图1

图2

由于系统工作在ISM频段，真正的传输距离会与具体应用场景周围的电磁场环境

有很大的关系。如果发现产品传输性能下降，可以通过同步切换发射机与接收机

的频点，从而实现提高通信质量的目的。



Antenna Installation Recommendations

Recommended Installation Method under Ideal Position  

Make receiver to stand vertically; adjust antennas to a fan-shaped arrangement;  

Make transmitter to stand vertically; adjust antennas to 90°angle in the same plane 

The plane of transmitter antennas toward the plane of receiver antennas face-to-face

In order to get the best wireless communication quality and achieve 

the best transmission effec,  the installation of the device should 

meet the following requirements.  

a. It is necessary to install transmitter and receiver at least 1.5 meters above groud.

    the height of receiver and transmitter should be conistent.  

b. There is no barrier between transmitter and receiver 

c. The plane of transmitter antennas toward the plane of receiver antennas face-to-face,

    not vertical or oversized.

Recommended Installation Method under Non-ideal Position

When the front side of the transmitter is not able to face to the receiver, 

please try to adjust the direction of transmitter antennas to make sure that the 

formative fan-shaped arrangement can face to the receiver for best signal 

transmission. As shown in the diagram 1 and diagram 2 

Because TX and RX are working on ISM band,wireless transmission performance is relevant 

with level of interference intensity.If transmission performance declines,we recommend to 

switch the wireless channel of TX and RX simultaneously for improvement of transmission 

performance.

(diagram 1)

(diagram 2)
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