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Installer: Please leave this guide with this appliance.

Consumer: Please read and keep this guide for future
reference. Keep sales receipt and/or cancelled check
as proof of purchase.

Model Number ______________________________

Serial Number_______________________________

Date of Purchase ____________________________

If you have questions, call:
Jenn-Air Customer Assistance
1-800-JENNAIR (1-800-536-6247)
1-800-688-2080 ( U.S. TTY for hearing or speech
impaired) (Mon.-Fri., 8 am-8 pm Eastern Time)
Internet:  http://www.jennair.com

In our continuing effort to improve the quality and
performance of our cooking products, it may be
necessary to make changes to the appliance without
revising this guide.

For service information, see page 23.

If the information in this manual is not followed
exactly, a fire or explosion may result causing
property damage, personal injury or death.
– Do not store or use gasoline or other

flammable vapors and liquids in the vicinity of
this or any appliance.

– IF YOU SMELL GAS:
• Do not try to light any appliance.
• Do not touch any electrical switch.
• Do not use any phone in your building.
• Immediately call your gas supplier from a

neighbor’s phone. Follow the gas supplier’s
instructions.

• If you cannot reach your gas supplier, call
the fire department.

– Installation and service must be performed by
a qualified installer, service agency or the gas
supplier.

IMPORTANT SAFETY
INSTRUCTIONS

Warning and Important Safety Instructions appearing in
this guide are not meant to cover all possible conditions
and situations that may occur. Common sense, caution,
and care must be exercised when installing, maintaining,
or operating the appliance.

Always contact your dealer, distributor, service agent, or
manufacturer about problems or conditions you do not
understand.

Recognize Safety Symbols, Words, Labels

WARNING – Hazards or unsafe practices which
COULD result in severe personal injury or death.

CAUTION – Hazards or unsafe practices which
COULD result in minor personal injury.

WARNING

CAUTION

Read and follow all instructions before using this
appliance to prevent the potential risk of fire, electric
shock, personal injury or damage to the appliance as a
result of improper usage of the appliance. Use appliance
only for its intended purpose as described in this guide.

WARNING

Gas leaks may occur in your system and result in a
dangerous situation. Gas leaks may not be detected by
smell alone. Gas suppliers recommend you purchase
and install a UL approved gas detector. Install and use
in accordance with the manufacturer’s instructions.

WARNING

In Case of Fire
Turn off appliance and ventilating hood to avoid
spreading the flame. Extinguish flame, then turn on hood
to remove smoke and odor.

• Cooktop: Smother fire or flame in a pan with a lid or
cookie sheet.

NEVER pick up or move a flaming pan.

• Ovens: Smother fire or flame by closing the oven
doors.

Do not use water on grease fires. Use baking soda, a dry
chemical or foam-type extinguisher to smother fire or
flame.

To ensure proper and safe operation: Appliance must
be properly installed and grounded by a qualified
technician. Do not attempt to adjust, repair, service, or
replace any part of your appliance unless it is specifically
recommended in this guide. All other servicing should be
referred to a qualified servicer. Have the installer show
you the location of the gas shut off valve and how to shut
it off in an emergency.

Always disconnect power to appliance before servicing.
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About Your Appliance
Cooking Safety

To check if device is properly installed, look underneath
range with a flashlight to make sure one of the rear
leveling legs is properly engaged in the bracket slot. The
anti-tip device secures the rear leveling leg to the floor
when properly engaged. You should check this anytime
the range has been moved.

To Prevent Fire or Smoke
Damage
Be sure all packing materials are removed from the
appliance before operating it.

Keep area around appliance clear and free from
combustible materials, gasoline, and other flammable
vapors and materials.

If appliance is installed near a window, proper
precautions should be taken to prevent curtains from
blowing over burners.

NEVER leave any items on the cooktop. The hot air from
the vent may ignite flammable items and may increase
pressure in closed containers which may cause them to
burst.

Many aerosol-type spray cans are EXPLOSIVE when
exposed to heat and may be highly flammable. Avoid
their use or storage near an appliance.

Many plastics are vulnerable to heat. Keep plastics away
from parts of the appliance that may become warm or
hot. Do not leave plastic items on the cooktop as they
may melt or soften if left too close to the vent or a lighted
surface burner.

To eliminate the hazard of reaching over hot surface
burners, cabinet storage should not be provided directly
above a unit. If storage is provided, it should be limited to
items which are used infrequently and which are safely
stored in an area subjected to heat from an appliance.
Temperatures may be unsafe for some items, such as
volatile liquids, cleaners or aerosol sprays.

General Instructions

WARNING: To reduce risk of tipping
of the appliance from abnormal
usage or by excessive loading of the oven doors,
the appliance must be secured by a properly
installed anti-tip device.

WARNING

• ALL RANGES CAN TIP AND CAUSE
INJURIES TO PERSONS

• INSTALL ANTI-TIP DEVICE
PACKED WITH RANGE

• FOLLOW ALL INSTALLATION
INSTRUCTIONS

WARNING

NEVER use appliance doors as a step stool or seat as this
may result in possible tipping of the appliance and serious
injuries.

NEVER use this appliance as a space heater to heat or
warm a room. Doing so may result in carbon
monoxide poisoning and overheating of the oven.

NEVER cover any slots, holes or passages in the oven
bottom or cover the entire rack with materials such as
aluminum foil. Doing so blocks air flow through the
oven and may cause carbon monoxide poisoning.
Aluminum foil may also trap heat causing a fire
hazard.

NEVER obstruct the flow of combustion and ventilation
air by blocking the oven vent or air intakes. Doing so
restricts air to the burners and may result in carbon
monoxide poisoning.

The oven vent is located at the base of the backguard.

Avoid touching oven vent area while oven is on and for
several minutes after oven is turned off. Some parts of
the vent and surrounding area become hot enough to
cause burns. After oven is turned off, do not touch the
oven vent or surrounding areas until they have had
sufficient time to cool.

Other potentially hot surfaces include cooktop, areas
facing the cooktop, oven vent, surfaces near the vent
opening, oven doors, areas around the oven doors and
oven windows.

Do not touch a hot oven light bulb with a damp cloth as
the bulb could break. Should the bulb break, disconnect
power to the appliance before removing bulb to avoid
electrical shock.

Do not use the cooktop or ovens as a storage area for
food or cooking utensils.

CAUTION
NEVER store items of interest to children in cabinets
above an appliance or on backguard of a range. Children
climbing on the appliance door to reach items could be
seriously injured.

NEVER leave children alone or unsupervised near the
appliance when it is in use or is still hot.

Child Safety
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PREPARED FOOD WARNING: Follow food
manufacturer’s instructions. If a plastic frozen food
container and/or its cover distorts, warps, or is otherwise
damaged during cooking, immediately discard the food
and its container. The food could be contaminated.

NEVER use aluminum foil to cover oven racks or oven
bottom. This could result in risk of electric shock, fire, or
damage to the appliance. Use foil only as directed in this
guide.

Ventilating Hoods
Clean range hood and filters frequently to prevent grease
or other flammable materials from accumulating on hood
or filter and to avoid grease fires.

Turn the fan on when flambéing foods (such as Cherries
Jubilee) under the hood.

Utensil Safety
Use pans with flat bottoms and handles that are easily
grasped and stay cool. Avoid using unstable, warped,
easily tipped or loose-handled pans. Also avoid using
pans, especially small pans, with heavy handles as they
could be unstable and easily tip. Pans that are heavy to
move when filled with food may also be hazardous.

Be sure utensil is large enough to properly contain food
and avoid boilovers. Pan size is particularly important in
deep fat frying. Be sure pan will accommodate the
volume of food that is to be added as well as the bubble
action of fat.

To minimize burns, ignition of flammable materials and
spillage due to unintentional contact with the utensil, do
not extend handles over adjacent surface burners.
Always turn pan handles toward the side or back of the
appliance, not out into the room where they are easily hit
or reached by small children.

Never let a pan boil dry as this could damage the utensil
and the appliance.

Follow the manufacturer’s directions when using oven
cooking bags.

Only certain types of glass, glass/ceramic, ceramic or
glazed utensils are suitable for cooktop or oven usage
without breaking due to the sudden change in
temperature. Follow manufacturer’s instructions when
using glass.

This appliance has been tested for safe performance
using conventional cookware. Do not use any devices or
accessories that are not specifically recommended in this
guide. Do not use element covers for the surface units,
stovetop grills, or add-on oven convection systems. The
use of devices or accessories that are not expressly
recommended in this manual can create serious safety
hazards, result in performance problems, and reduce the
life of the components of the appliance.

Always place a pan on a surface burner before turning it
on. Be sure you know which knob controls which surface
burner. Make sure the correct burner is turned on and
that the burner has ignited. When cooking is completed,
turn burner off before removing pan to prevent exposure
to burner flame.

Always adjust surface burner flame so that it does not
extend beyond the bottom edge of the pan. An excessive
flame is hazardous, wastes energy and may damage the
appliance, pan or cabinets above the appliance.

NEVER leave a surface cooking operation unattended
especially when using a high heat setting or when deep
fat frying. Boilovers cause smoking and greasy spillovers
may ignite. Clean up greasy spills as soon as possible. Do
not use high heat for extended cooking operations.

NEVER heat an unopened container on the surface
burner or in the ovens. Pressure build-up may cause
container to burst resulting in serious personal injury or
damage to the appliance.

Use dry, sturdy potholders. Damp potholders may cause
burns from steam. Dish towels or other items should
never be used as potholders because they can trail
across hot surface burners and ignite or get caught on
appliance parts.

Always let quantities of hot fat used for deep fat frying
cool before attempting to move or handle.

Do not let cooking grease or other flammable materials
accumulate in or near the appliance, hood or vent fan.
Clean hood frequently to prevent grease from
accumulating on hood or filter. When flaming foods
under the hood, turn the fan on.

NEVER wear garments made of flammable material or
loose fitting or long-sleeved apparel while cooking.
Clothing may ignite or catch utensil handles.

Ovens
Always place oven racks in the desired positions while
ovens are cool. Slide oven racks out to add or remove
food, using dry, sturdy potholders. Always avoid reaching
into the ovens to add or remove food. If a rack must be
moved while hot, use a dry potholder. Always turn the
ovens off at the end of cooking.

Use care when opening the oven doors. Let hot air or
steam escape before moving or replacing food.

Cooking Safety

NEVER allow children to sit or stand on any part of the
appliance as they could be injured or burned.

Children must be taught that the appliance and utensils
in it can be hot. Let hot utensils cool in a safe place, out
of reach of small children. Children should be taught that
an appliance is not a toy. Children should not be allowed
to play with controls or other parts of the unit.
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Cleaning Safety
Turn off all controls and wait for appliance parts to cool
before touching or cleaning them. Do not touch the
burner grates or surrounding areas until they have had
sufficient time to cool.

Clean appliance with caution. Use care to avoid steam
burns if a wet sponge or cloth is used to wipe spills on a
hot surface. Some cleaners can produce noxious fumes
if applied to a hot surface.

Self-Cleaning Ovens

Save These Instructions for Future Reference

CAUTION

Do not leave food or cooking utensils, etc. in the ovens
during the self-clean cycle.

Clean only parts listed in this guide. Do not clean door
gaskets. The door gaskets are essential for a good seal.
Care should be taken not to rub, damage, or move the
gaskets. Do not use oven cleaners or oven liner
protective coating of any kind in or around any part of the
self-clean ovens.

Before self-cleaning one of the ovens, remove broiler pan,
oven racks and other utensils and wipe up excessive
spillovers to prevent excessive smoke, flare-ups or
flaming.

It is normal for the cooktop of the range to become hot
during a self-clean cycle. Therefore, touching the cooktop
during a clean cycle should be avoided.

Important Safety Notice
and Warning
The California Safe Drinking Water and Toxic Enforcement
Act of 1986 (Proposition 65) requires the Governor of
California to publish a list of substances known to the State
of California to cause cancer or reproductive harm, and
requires businesses to warn customers of potential
exposures to such substances.

Users of this appliance are hereby warned that the burning
of gas can result in low-level exposure to some of the listed
substances, including benzene, formaldehyde and soot,
due primarily to the incomplete combustion of natural gas
or liquid petroleum (LP) fuels. Properly adjusted burners
will minimize incomplete combustion. Exposure to these
substances can also be minimized by properly venting the
burners to the outdoors.

Users of this appliance are hereby warned that when the
oven is engaged in the self-clean cycle, there may be some
low-level exposure to some of the listed substances,
including carbon monoxide. Exposure to these substances
can be minimized by properly venting the oven to the
outdoors by opening the windows and/or door in the room
where the appliance is located during the self-clean cycle.

IMPORTANT NOTICE REGARDING PET BIRDS: Never
keep pet birds in the kitchen or in rooms where the fumes
from the kitchen could reach. Birds have a very sensitive
respiratory system. Fumes released during an oven self-
cleaning cycle may be harmful or fatal to birds. Fumes
released due to overheated cooking oil, fat, margarine and
overheated non-stick cookware may be equally harmful.
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CARE & CLEANING

* Brand names for cleaning products are registered trademarks of the respective manufacturers.

Important:

• Oven temperature must be below 400° F to program a
clean cycle.

• Only one oven can be cleaned at a time.

• Both oven doors lock when either oven is being cleaned.

To set Self-Clean:
1. Close the oven door.

2. Press the appropriate Clean pad.

• CLEAN flashes.

• SET and UPPER or LOWER flash in the display.

3. Press the Autoset pad.

• “MEd” (Medium Soil, 3 hours) is displayed.

4. Press the Autoset pad to scroll through the self-cleaning
settings.

“HVy” (Heavy Soil, 4 hours)

“MEd” (Medium soil, 3 hours)

“LITE” ( Light Soil, 2 hours)

Choosing the soil level of the oven automatically programs
the self-cleaning time.

5. After four seconds, the oven will start cleaning.

• If the door is not closed, beeps will sound and ‘door’ will
display.  If the door is not closed within 30 seconds, the
self-cleaning operation will be canceled and the display
will return to the time of day.

• CLEAN will appear in the display.

• LOCK will flash in the display.  Once the door locks,
LOCK will remain steady.

• The cleaning time will start counting down in the
display.

To Delay a Self-Clean Cycle:
1. Press the Delay pad once for upper oven or

twice for lower oven.

• DELAY flashes.

• 00:00 and UPPER or LOWER will flash in the display.

2. Enter the amount of time you want to delay the cycle
using the appropriate number pads.

3. Press the appropriate Clean pad.

• SET flashes in the display.

Self-Clean Oven
CAUTION

• It is normal for parts of the oven to become hot during a
self-clean cycle.

• To prevent damage to oven door, do not attempt to open
the door when LOCK is displayed.

• Avoid touching door, window or oven vent area during a
clean cycle.

• Do not use commercial oven cleaners on the oven finish
or around any part of the oven.  They will damage the
finish or parts.

The self-clean cycle uses above-normal cooking temperatures
to automatically clean the oven interior.

The oven should be cleaned regularly by wiping up spillovers
to prevent excessive smoke and flare-ups.  Do not allow a
heavy build-up of soil to accumulate in the oven.

During the cleaning process, the kitchen should be well
ventilated to get rid of normal odors associated with cleaning.

Before Self-Cleaning
1. Turn off the oven light before cleaning. The oven light may

burn out during the clean cycle.

2. Remove broiler pan, all pans, and oven racks from the
oven.  The oven racks will discolor and may not slide easily
after a self-clean cycle if they are not removed.

3. Clean oven frame, door frame, area
outside of gasket, and around the
opening in the door gasket with a
nonabrasive cleaner such as Bon
Ami* or detergent and water.  The
self-cleaning process does not
clean these areas.  They should be
cleaned to prevent soil from baking on during the clean
cycle.  (The gasket is the seal around the oven door and
window.)

4. To prevent damage, do not clean or rub the gasket around
the oven door.  The gasket is designed to seal in heat
during the clean cycle.

5. Wipe up excess grease or spill-overs from the oven
bottom.  This prevents excessive smoking, flare-ups or
flaming during the clean cycle.

6. Wipe up sugary and acidic spillovers such as sweet
potatoes, tomato, or milk-based sauces. Porcelain enamel
is acid-resistant, not acid-proof.  The porcelain finish may
discolor if acidic or sugary spills are not wiped up before a
self-clean cycle.
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4. Press the Autoset pad.

• “LITE” (Light soil level) is displayed.

5. Press the Autoset pad to scroll through the
self-cleaning settings.

“HVy” (Heavy Soil, 4 hours)

“MEd” (Medium Soil, 3 hours)

“LITE” (Light Soil, 2 hours)

Choosing the soil level of the oven automatically programs
the self-cleaning time.

6. After four seconds, CLEAN, DELAY and UPPER or LOWER
will light and LOCK will flash in the display.  When the
oven door latches, LOCK will stop flashing and light
continuously to show that the oven is set for a delayed
clean operation.  The delay time will display.

Notes:
• If an oven door is left open, “door” will appear in the

display and a signal will beep until the door is closed
and the Clean pad is pressed again.

• If more than 30 seconds elapse between pressing the
Clean pad and the Autoset pad, the program will
automatically return to the previous display.

• The oven doors will be damaged if the oven doors are
forced to open when LOCK is still displayed.

During the Self-Clean Cycle
When LOCK shows in the display, both oven doors lock.  To
prevent damage to the doors, do not force the doors open
when LOCK is displayed.

Smoke and Smells
You may see some smoke and smell an odor the first few
times the oven is cleaned.  This is normal and will lessen in
time.

Smoke may also occur if the oven is heavily soiled or if a
broiler pan was left in the oven.

Sounds
As the oven heats, you may hear sounds of metal parts
expanding and contracting.  This is normal and will not
damage the oven.

After Self-Cleaning
About one hour after the end of the self-clean cycle, LOCK
will turn off.  The doors can then be opened.

Some soil may leave a light gray, powdery ash.  Remove
it with a damp cloth.  If soil remains after wiping, that means
the clean cycle was not long enough.  The soil will be
removed during the next clean cycle.

If oven racks were left in the oven and do not slide
smoothly after a clean cycle, wipe racks and rack supports
with a small amount of vegetable oil to make them easier to
move.

Fine lines may appear in the porcelain because it went
through heating and cooling.  This is normal and will not
affect performance.

A white discoloration may appear after cleaning if acidic
or sugary foods were not wiped up before the self-clean
cycle.  This discoloration is normal and will not affect
performance.

CAUTI O N

C l e a n i n g  P r o c e d u r e s

• Be sure appliance is off and all parts are cool before

handling or cleaning. This is to avoid damage and

possible burns.

• To prevent staining or discoloration, clean appliance after

each use.

• If a part is removed, be sure it is correctly replaced.

* Brand names are registered trademarks of the

  respective manufacturers.

** To order call 1-800-JENNAIR (1-800-536-6247).

Broiler Pan and Insert

Never cover insert with aluminum foil as this prevents

the fat from draining to the pan below.

• Place soapy cloth over insert and pan; let soak to loosen soil.

• Wash in warm, soapy water. Use scouring pad to remove

stubborn soil.

• Broiler pan and insert can be cleaned in dishwasher.

Burner Grates - Porcelain on Cast Iron

• Allow burner grates to cool before

 cleaning.

• Wash with warm, soapy water and a nonabrasive, plastic,

scrubbing pad.  For stubborn soils, clean with a soap-filled,

nonabrasive, plastic pad or Cooktop Cleaning Creme* (Part

#20000001)** and a sponge.  If soil remains, reapply

Cooktop Cleaning Creme, cover with a damp paper towel

and soak for 30 minutes. Scrub again, rinse and dry.

•

Do not

 clean in the dishwasher or self-cleaning oven.

Burner Caps and Sealed Gas Burner Bases

Removable Burner Heads

• Allow burner to cool. Remove burner cap and wash in soapy

water with a plastic scouring pad. For stubborn soils, clean

with a soap-filled, nonabrasive pad or Cooktop Cleaning

Creme* (Part #20000001)** and a sponge.

•

Do not 

clean in the dishwasher or self-cleaning oven.

Sealed Gas Burner Bases

• Clean frequently. Allow burner to cool. Clean with soap and

plastic scouring pad. For stubborn soils, clean with a soap-

filled, nonabrasive pad. 

Do not

 enlarge or distort holes.

• Be careful not to get water into burner ports.

• Use care when cleaning the ignitor. If the ignitor is wet or

damaged the surface burner will not light.

Cont.
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Clock and Control Pad Area
• To activate “Control Lock” for cleaning, see page 13.
• Wash, rinse and dry. Do not use abrasive cleaning agents

as they may scratch the finish.
• Glass cleaners may be used if sprayed on a cloth first. DO

NOT spray directly on control pad and display area.

Control Knobs
• Remove knobs in the OFF position by pulling up.
• Wash, rinse and dry. Do not use abrasive cleaning agents as

they may scratch the finish. Turn on each burner to be sure the
knobs have been correctly replaced.

Backguard, Cooktop and Control Panel - Porcelain Enamel
Porcelain enamel is glass fused on metal and may crack or chip

with misuse. It is acid-resistant, not acid- proof. All spillovers,
especially acidic or sugary spillovers, should be wiped up
immediately with a dry cloth.

• When cool, wash with soapy water, rinse and dry.
• Never wipe off a warm or hot surface with a damp cloth. This

may cause cracking or chipping.
• Never use oven cleaners, abrasive or caustic cleaning agents

on exterior finish of range.
Side Panels, Painted Enamel
• When cool, wash with warm soapy water, rinse and dry. Never

wipe a warm or hot surface with a damp cloth as this may
damage the surface and may cause a steam burn.

• For stubborn soil, use mildly abrasive cleaning agents such
as baking soda paste or Bon Ami*. Do not use abrasive
cleaners such as steel wool pads or oven cleaners. These
products will scratch or permanently damage the surface.
Important: Use a dry towel or cloth to wipe up spills,
especially acidic or sugary spills. Surface may discolor
or dull if soil is not immediately removed. This is
especially important for white surfaces.

Oven Windows and Doors - Glass
• Avoid using excessive amounts of water which may seep

under or behind glass, causing staining.

• Wash with soap and water. Rinse with clear water and dry.
Glass cleaner can be used if sprayed on a cloth first.

• Do not use abrasive materials such as scouring pads, steel
wool or powdered cleaners as they will scratch glass.

Oven Interior
• Follow instructions on page 5-6 to set a self-clean cycle.

Oven Racks
• Clean with soapy water.
• Remove stubborn soil with cleansing powder or soap-filled

scouring pad. Rinse and dry.
• Racks will permanently discolor and may not slide out

smoothly if left in the oven during a self-clean operation. If
this occurs, wipe the rack and embossed rack supports with
a small amount of vegetable oil to restore ease of move-
ment, then wipe off excess oil.

Stainless Steel
• DO NOT USE ANY CLEANING PRODUCT CONTAINING

CHLORINE BLEACH.
• DO NOT USE ABRASIVE OR ORANGE CLEANERS.
• ALWAYS WIPE WITH THE GRAIN WHEN CLEANING.
• Daily Cleaning/Light Soil –– Wipe with one of the

following - soapy water, white vinegar/water solution,
Formula 409 Glass and Surface Cleaner* or a similar glass
cleaner - using a sponge or soft cloth. Rinse and dry. To
polish and help prevent fingerprints, follow with Stainless
Steel Magic Spray* (Part No. 20000008)**.

• Moderate/Heavy Soil –– Wipe with one of the following -
Bon Ami*, Smart Cleanser*, or Soft Scrub* - using a damp
sponge or soft cloth. Rinse and dry. Stubborn soils may be
removed with a damp Scotch-Brite* pad; rub evenly with the
grain. Rinse and dry. To restore luster and remove streaks,
follow with Stainless Steel Magic Spray*.

• Discoloration –– Using a damp sponge or soft cloth, wipe
with Cameo Stainless Steel Cleaner*. Rinse immediately and
dry. To remove streaks and restore luster, follow with
Stainless Steel Magic Spray*.

MAINTENANCE

Oven Doors

• Do not place excessive weight on or stand on an open
oven door. This could cause the range to tip over, break
the door, or injure the user.

• Do not attempt to open or close door or operate oven
until door is properly replaced.

• Never place fingers between hinge and front oven frame.
Hinge arms are spring mounted. If accidentally hit, the
hinge will slam shut against oven frame and could injure
your fingers.

Both the upper and lower oven doors are removable.

CAUTION

To remove:
1. When cool, open the oven door to

the broil stop position (opened
about four inches).

2. Grasp door at each side.  Do not
use the door handle to lift door.

3. Lift up evenly until door clears hinge arms.

To replace:
1. Grasp door at each side.

2. Align slots in the door with the hinge arms on the range.

3. Slide the door down onto the hinge arms until the door is
completely seated on the hinges. Push down on the top
corners of the door to completely seat door on hinges.
Door should not appear crooked.

Important: The oven door on a new range may feel “spongy”
when it is closed. This is normal and will decrease with use.
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Oven Windows
To protect the oven door window:
1. Do not use abrasive cleaning agents such as steel wool

scouring pads or powdered cleansers as they may scratch
the glass.

2. Do not hit the glass with pots, pans, furniture, toys, or
other objects.

3. Do not close the oven door until the oven racks are in
place.

Scratching, hitting, jarring or stressing the glass may weaken
its structure causing an increased risk of breakage at a later
date.

Upper and Lower Oven Lights

CAUTION

To assure the proper replacement bulb is used, order bulb from
Jenn-Air. Call 1-800-JENNAIR (1-800-536-6247).

To replace oven light bulbs:
1. Disconnect power to the range.

2. When oven is cool, use fingertips to grasp edge of bulb cover.
Pull out and remove.

3. Carefully remove old bulb by pulling straight out of ceramic
base.

4. To avoid damaging or decreasing the life of the new bulb, do
not touch the bulb with bare hands or fingers. Hold with a
cloth or paper towel. Push new bulb prongs straight into small
holes of ceramic base.

5. Replace bulb cover by snapping into place.

6. Reconnect power to range. Reset clock.

• Disconnect power to oven before replacing light bulb.

• Allow oven to cool before replacing light bulb.

• Make sure bulb cover and bulb are cool before touching.

Removal of Gas Appliance
Gas appliance connectors used to connect this appliance to
the gas supply are not designed for continuous movement.
Once installed, DO NOT repeatedly move this gas appliance
for cleaning or to relocate. If this appliance has to be moved
and/or removed for servicing, follow the procedure described
in the installation instructions. For information, contact
Jenn-Air Customer Service at 1-800-JENNAIR
(1-800-536-6247).

To prevent range from accidentally tipping, range must be
secured to the floor by sliding rear leveling leg into the
anti-tip bracket.

Leveling Legs

ANTI-TIP BRACKET

LEVELING LEGLEVELING LEG

CAUTION

Be sure the anti-tip bracket secures one of the rear
leveling legs to the floor. This bracket prevents the range
from accidentally tipping.

Be sure the range is leveled when installed.  If
the range is not level, turn the leveling legs,
located at each corner of the range, until
range is level.

ANTI-TIP BRACKET

Electrical Connection
Appliances which require electrical power
are equipped with a three-prong
grounding plug which must be plugged
directly into a properly grounded three-
hole 120 volt electrical outlet.

Always disconnect power to appliance before servicing.

The three-prong grounding plug offers protection against
shock hazards. DO NOT CUT OR REMOVE THE THIRD
GROUNDING PRONG FROM THE POWER CORD PLUG.

If an ungrounded, two-hole or other type electrical outlet is
encountered, it is the personal responsibility of the
appliance owner to have the outlet replaced with a
properly grounded three-hole electrical outlet.
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For most concerns, try these first.
• Check if oven controls have been properly set.
• Check to be sure plug is securely inserted into receptacle.
• Check or re-set circuit breaker.  Check or replace fuse.
• Check power or gas supply.

Surface burner fails to light.
• Check to be sure unit is properly connected to power supply.
• Check for a blown circuit fuse or a tripped main circuit

breaker.
• Check to be sure ignitor is dry and clicking. Burner will not

light if ignitor is damaged, soiled or wet. If ignitor doesn’t
click, turn control knob OFF.

• Burner ports may be clogged.

The flame is uneven.
• Surface burner ports may be clogged.

Surface burner flame lifts off ports.
• Check to be sure a pan is sitting on the grate above.

Clock, icons, and/or lights operate but oven does
not heat.
• Oven may be set for a Cook & Hold or Delay function.
• The Oven Control Lockout may have been set. See page 13.

Oven light and/or clock does not function.
• The light bulb is loose or defective.
• The oven light does not work during self-cleaning process.
• Oven may be in Sabbath Mode. See page 19.

Baking results are not as expected or differ from
previous oven.
• Check the oven temperature selected. Make sure oven is

preheated when recipe or directions recommend preheat.
• Make sure the oven vent has not been blocked.  See page 20

for location.
• Check to make sure range is level.
• Temperatures often vary between a new oven and an old one.

As ovens age, the oven temperature often “drifts” and may
become hotter or cooler. See page 19 for instructions on
adjusting the oven temperature.  Important:  It is not
recommended to adjust the temperature if only one or two
recipes are in question.

• Use correct pan. Dark pans produce dark browning. Shiny
pans produce light browning.

• Check rack positions and pan placement. Stagger pans when
using two racks. Allow 1-2 inches between pans and oven
wall.

• Check the use of foil in the oven. Never use foil to cover an
entire oven rack. Place a small piece of foil on the rack below
the pan to catch spillovers.

Food is not broiling properly or smokes excessively.
• Check oven rack position. Food may be too close to element.
• Aluminum foil was incorrectly used. Never line the broiler

insert with foil.
• Trim excess fat from meat before broiling.
• A soiled broiler pan was used.
• Preheat oven for 3-4 minutes before placing food in the oven.

TROUBLESHOOTING

Oven will not self-clean.
• Check to make sure the cycle is not set for a delayed start.

See pages 5-6.
• Check if door is closed.
• Check if control is in Sabbath Mode. See page 19.
• Oven may be over 400° F. Oven temperature must be below

400° F to program a clean cycle.

Oven did not clean properly.
• Longer cleaning time may be needed.
• Excessive spillovers, especially sugary and/or acidic foods,

were not removed prior to the self-clean cycle.

Oven door will not unlock after a self-clean cycle.
• Oven interior is still hot.  Allow about one hour for the oven

to cool after the completion of a self-clean cycle. The door
can be opened when the LOCK indicator
word is not displayed.

• The control and door may be locked. See page 13.

Moisture collects on oven window or steam comes from
oven vent.
• This is normal when cooking foods high in moisture.
• Excessive moisture was used when cleaning the window.

There is a strong odor or light smoke when oven is
turned on.
• This is normal for a new range and will disappear after a few

uses.  Initiating a clean cycle will “burn off” the odors more
quickly.

• Turning on a ventilation fan will help remove the smoke
and/or odor.

• Excessive food soils on the oven bottom.  Use a self-clean
cycle.

Fault codes
• BAKE or LOCK may flash rapidly in the display to alert you if

there is an error problem.  If BAKE or LOCK appear in the
display, press the CANCEL pad. If BAKE or LOCK continue
to flash, disconnect power to the appliance. Wait a few
minutes, and then reconnect power. If the flashing still
continues, disconnect power to the appliance and call an
authorized servicer.

• If the oven is heavily soiled, excessive flareups may result in
a fault code during cleaning. Press the CANCEL pad and
allow the oven to cool completely, wipe out excess soil, then
reset the clean cycle. If the fault code reappears, contact an
authorized servicer.

Noises may be heard.
• The oven makes several low-level noises. You may hear the

oven relays as they go on and off.  This is normal.
• As the oven heats and cools, you may hear sounds of metal

parts expanding and contracting. This is normal and will not
damage your appliance.

There are no beeps and no display.
• Oven may be in Sabbath Mode. See page 19.
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Surface Controls Pilotless Ignition
Pilotless ignition eliminates the
need for a constant standing pilot
light. Each surface burner has a
spark ignitor. Use care when
cleaning around the surface
burner.

If the surface burner does not
light, check if ignitor is
broken, soiled or wet.

Setting the controls:
The size and type of cookware will affect the heat setting.

1. Place a pan on the burner grate.

• The burner flame may lift off or appear separated from
the port if a pan is not placed on the grate.

2. Push in and turn the knob counterclockwise to the LITE
setting.

• A clicking (spark) sound will be heard and the burner
will light.  (All four ignitors will spark when any surface
burner knob is turned to the LITE position.)

3. After the burner lights, turn knob to desired flame size.

• The ignitor will continue to spark until the knob is
turned past the LITE position.

4. After cooking, turn knob to OFF. Remove pan.

Operating During a
Power Failure

Surface Control
Knobs
Use to turn on the surface burners.  An infinite choice of heat
settings is available from LOW to HIGH.  The knobs can be
set on or between any of the settings.

Graphics next to the knob identify which burner the
knob controls. For example, the graphic at left shows
the right front burner location.

SURFACE COOKING

CAUTION
• If flame should go out during a cooking operation, turn

the burner off. If a strong gas odor is detected, open a
window and wait five minutes before relighting the
burner.

• Be sure all surface controls are set in the OFF position
prior to supplying gas to the range.

• NEVER touch cooktop until it has cooled. Expect some
parts of the cooktop, especially around the burners, to
become warm or hot during cooking. Use potholders to
protect hands.

CAUTION
When lighting the surface burners, be sure all of the
controls are in the OFF position.  Strike the match first and
hold it in position before turning the knob to LITE.

1 . H o l d  a  l i g h t e d  m a t c h  t o  t h e  d e s i r e d  s u r f a c e  b u r n e r  h e a d .

2 . P u s h  i n  a n d  t u r n  t h e  c o n t r o l  k n o b  s l o w l y  t o  LITE .

3 . W h e n  t h e  b u r n e r  l i g h t s ,  a d j u s t  t h e  f l a m e  t o  t h e  d e s i r e d  l e v e l .

S u g g e s t e d  H e a t  S e t t i n g s

OFFLOW

LITE

HIGH
The size and type of cookware,

type and amount of food and

BTU of the burner will

determine where

to set the knob for

c o o k i n g

operations. Use the settings

printed around the knobs as a

guide. The following descriptions

will aid in choosing the type setting

that will gived optimum results:

Hold or Warm: Food maintains a temperature above 140°  F without continuing to cook. Food is heated on a higher flame

size until it reaches this temperature and then the flame size is

reduced. Never  use a hold or warm setting to reheat cold

food. Be sure knob is adjusted to produce a stable flame. (Use

the LOW setting or the simmer burner located at the right rear

to keep food warm.)

Simmer:  Food forms bubbles that barely break the surface.

Foods are between 185 °  F and 200 °  F. A simmer setting can

also be used to steam or poach foods or continue cooking

covered foods. (Adjust the knob between HIGH and LOW to

obtain the desired simmer action.)

Slow Boil:  Food forms bubbles at a moderate pace. A slow

boil setting can also be used for most frying and for

maintaining the cooking of large amounts of liquids. (Adjust

the knob between HIGH and LOW to obtain the desired boil

a c t i o n . )

Boil:  Liquid forms bubbles at a rapid pace. A fast boil setting

can be used to bring liquid to a boil, brown meat, stir fry,

saute, and heat oil for frying before turning to a lower setting.

The HIGH setting is always used to bring liquids to a boil.

Once the liquid boils, always reduce the flame size to the

lowest setting that will maintain the boil action. (Turn the knob

to HIGH then adjust the flame size to fit the size of the pan.)
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Cooktop

Notes:
• A properly adjusted burner with clean ports will light

within a few seconds. If using natural gas, the flame
will be blue with a deeper blue inner cone.

If the burner flame is yellow or is noisy, the air/gas
mixture may be incorrect. Contact a service technician
to adjust. (Adjustments are not covered by the
warranty.)

With LP gas, slight yellow tips on the flames are
acceptable. This is normal and adjustment is not
necessary.

• With some types of gas, you may hear a “popping”
sound immediately after the surface burner is turned
off. This is a normal operating sound of the burner.

• If the control knob is turned very quickly from HIGH to
LOW, the flame may go out, particularly if the burner is
cold.  If this occurs, turn the knob to the OFF position,
wait several seconds and relight the burner.

• The flame should be adjusted so it does not extend
beyond the edge of the pan.

To prevent the cooktop from discoloring
or staining:
• Clean cooktop after each use.

• Wipe acidic or sugary spills as soon as the cooktop has
cooled as these spills may discolor the

porcelain.

Unlike a range with standard gas burners,
this cooktop does not lift-up nor is it
removable.  Do not attempt to lift the
cooktop for any reason.

Burner Grates
The grates must be properly positioned before cooking.
Lower the grates onto the range so that the bars match up
and the rubber feet located at the four corners of the grates
sit in the indentations on the cooktop.

Improper installation or removal of the grates may result in
chipping or scratching of the cooktop. It may also cause pans
to be unsteady on the grates.

Sealed Burners
The sealed burner bases of your range are secured to the
cooktop and are not designed to be removed.  Since the
burners are sealed into the cooktop, boilovers or spills will not
seep underneath the cooktop.

However, the burner base should be cleaned after each use.
The head portion of the burner has a cap that is easily
removed for cleaning. (See page 6 for cleaning directions.)

Burner caps must be correctly placed on the burner base for
proper operation of the burner.

High Performance Burner
There is one 16,000 BTU* high speed burner on your range,
located in the left front position. There is a 12,000 BTU*
burner located in the right front position. These burners offer
higher speed cooking that can be used to quickly bring water
to a boil and for large-quantity cooking.

Low turn Down Burner
The Low Turn Down Burner is located in the right rear
position. This burners offers a lower BTU flame for delicate
sauces or melting chocolate.

* BTU ratings will vary when using LP gas.

Do not operate the burners without a pan on the grate.
The grate’s porcelain finish may chip without a pan to
absorb the heat from the burner flame.

Use care when stirring food in a pot/pan sitting on the burner
grate. The grates have a smooth finish for ease of cleaning.
The pot/pan will slide if the handle is not held. This may result
in spilling of hot food items and may be a burn hazard.

Although the burner grates are durable, they will gradually
lose their shine and/or discolor, due to the high temperatures
of the gas flame.
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OVEN COOKING

Control Panel

The control panel is designed for ease in programming. The display window on the control shows time of day, timer and oven functions.
Control panel shown includes Convect and other model specific features. (Styling may vary depending on model.)

Using the Touchpads• P r e s s  t h e  d e s i r e d  p a d . • P r e s s  t h e  n u m b e r  p a d s  t o  e n t e r  t i m e  o r  t e m p e r a t u r e . • O r ,  p r e s s  t h e  A u t o s e t  p a d  t o  e n t e r  t e m p e r a t u r e . • A  b e e p  w i l l  s o u n d  w h e n  a n y  p a d  i s  t o u c h e d . • A  d o u b l e  b e e p  w i l l  s o u n d  i f  a  p r o g r a m m i n g  e r r o r  o c c u r s .
I m p o r t a n t :   F o u r  s e c o n d s  a f t e r  e n t e r i n g  t h e  t i m e  o rt e m p e r a t u r e  i t  w i l l  a u t o m a t i c a l l y  b e  e n t e r e d .   I f  m o r e  t h a n  3 0s e c o n d s  e l a p s e  b e t w e e n  t o u c h i n g  a  f u n c t i o n  p a d  a n d  t h en u m b e r  p a d s ,  t h e  f u n c t i o n  w i l l  b e  c a n c e l e d  a n d  t h e  d i s p l a yw i l l  r e t u r n  t o  t h e  p r e v i o u s  d i s p l a y .

A Bake Use for baking and roasting.B Broil Use for broiling and top browning.C Keep Warm Use to keep cooked food warm in oven.D Clean Use to set self-clean cycle.E Oven Light Use to turn the upper or lower oven lighton or off.F Number Pads Use to set time and temperature.G CANCEL Cancels all operations except Timer andClock.H Convect Roast Use for convection roasting.I Convect Bake Use for convection baking.J TIMER 1 or 2 Sets the timer.K Clock Sets the clock.L Cook & Hold Bakes for a preset time, then keeps foodwarm for 1 hour.M Delay Programs the oven to start baking orcleaning at a later time.N Favorite Use to set and save a specific Cook& Hold procedure.O Autoset Use to quickly set temperatures.  A       B         C     D                                                       E                   F

     G                  H      I                            J             K         L        M                  N                    OClockT h e  c l o c k  c a n  b e  s e t  t o  d i s p l a y  t i m e  i n  a 5 1 2 - h o u r  o r  2 4 - h o u r f o r m a t .   T h e  c l o c k  i s  s e t  a t  t h e  f a c t o r y  f o r  t h e  1 2 - h o u r  f o r m a t . To change the clock to 24-hour format:1. Press and hold the upper C A N C E L  pada n d  F a v o r i t e  pad for t h r e e  seconds.• 1 2 5 H r  f l a s h e s  i n  t h e  d i s p l a y .2. Press the A u t o s e t  p a d  t o  s e l e c t  2 4 5 H r ;p r e s s  a g a i n  t o  s e l e c t  1 2 5 H r .3. Set the time of day following the directions int h e  T o  S e t  t h e  C l o c k  s e c t i o n .

T o  s e t  t h e  C l o c k : 1. Press the C l o c k  pad.• T h e  t i m e  o f  d a y  f l a s h e s  i n  t h e  d i s p l a y . • C o l o n  f l a s h e s  i n  t h e  d i s p l a y .2. Press the appropriate number pads to set the time of day.3. Press the C l o c k  p a d  a g a i n  o r  w a i t  f o u r  s e c o n d s .• T h e  c o l o n  w i l l  r e m a i n  o n .W h e n  e l e c t r i c a l  p o w e r  i s  s u p p l i e d  o r  a f t e r  a  p o w e r i n t e r r u p t i o n ,  t h e  l a s t  c l o c k  t i m e  b e f o r e  p o w e r  w a s  i n t e r r u p t e dw i l l  f l a s h . T o  r e c a l l  t h e  t i m e  o f  d a y  w h e n  a n o t h e r  t i m e  f u n c t i o n  i s s h o w i n g ,  p r e s s  t h e  C l o c k  pad.Pilotless Ignition (select models)Your range is equipped with pilotless ignition. With this type
of ignition system, the gas automatically shuts off and theoven will not operate during a power failure.

A lighted match will not light the oven burner. No attempt
should be made to operate the oven during a power failure.Cont.
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To cancel the Clock display:
If you do not want the time of day to display:

Press and hold the upper CANCEL and
Clock pads for three seconds. The time of day
will disappear from the display.

When the clock display is canceled, press the Clock pad to
briefly display the time of day.

To restore the Clock display:
Press and hold the upper CANCEL and Clock pads for three
seconds. The time of day will reappear in the display.

Timer
Each timer can be set from one minute (00:01) up to 99 hours
and 59 minutes (99:59).

The timers can be used independently of any other oven
activity.  They can also be set while another oven function is
operating.

The Timers do not control the oven.

To set the Timer 1 or 2:
1. Press the TIMER 1 or 2 pad.

• 00:00 and TIMER 1 or 2 flash in the display.

2. Press the appropriate number pads until the
correct time appears in the display.

• TIMER 1 or TIMER 2 will be displayed. If both timers are
active, TIMER 1 and TIMER 2 will be displayed.

• The colon and TIMER 1 and/or 2 will continue to flash.

3. Press TIMER pad again or wait four seconds.

• The colon stops flashing and the time begins
counting down.

• The last minute of the timer countdown will be displayed
in seconds.

4. At the end of the set time, one long beep will sound and
“End” will be displayed.

5. Press the TIMER pad to clear the display.

To cancel the Timer:
1. Press and hold the corresponding TIMER

pad for three seconds.

OR

2. Press the TIMER pad and press ‘0’ using
the number pads.

Locking the Control
and Oven Doors
The touchpad and oven doors can be locked for safety,
cleaning, or to prevent unwanted use.  The touchpads will not
function when locked.

Important: The touchpads and oven doors cannot be locked
if the oven temperature is 400° F or above.

Fault Codes
BAKE or LOCK may flash rapidly in the display to alert you if
there is an error or a problem.  If BAKE or LOCK flash in the
display, press the CANCEL pad.  If BAKE or LOCK continue to
flash, disconnect power to the appliance.  Wait a few minutes,
and then reconnect power. If the flashing still continues,
disconnect power to the appliance and call an authorized
servicer.

Adjusting Sound Level
The factory default setting for sound is medium (MEd), but it
can be changed to low (LO) or high (HI).

To change the setting:

1. Press and hold Delay and upper CANCEL pads for three
seconds. A beep will sound.  “bEEP” and the current sound
level (“LO”, “MEd” or “HI”) will appear in the display.

2. Press the Autoset pad to increase or decrease the sound
level.

3. Wait four seconds and the new setting will be accepted.

4. If the Autoset pad is not pressed within 30 seconds, the
control will return to the existing setting.

Changing Temp °F/°C
The factory default setting for temperature is Fahrenheit.

To change the setting:

1. Press and hold the upper oven Bake and upper CANCEL
pads for three seconds.  A beep will sound and the current
setting °F or °C will appear in the display.

2. Press the Autoset pad to change the setting between °F
and °C.

If the oven is currently in use, the touchpads and doors
cannot be locked.

The current time of day will remain in the display when the
touchpads and doors are locked.

To lock both doors:
1. Press and release CANCEL pad.

2. Press and hold the upper CANCEL and
Cook & Hold pads for three seconds.

• OFF appears in the display

• LOCK flashes while the doors are locking.
Both oven doors lock. LOCK remains in the display.

To unlock both doors:
Press and hold the upper CANCEL and Cook & Hold pads
for three seconds. OFF disappears from the display and LOCK
flashes while the doors are unlocking.

0

Cont.
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Notes:
• If the lower oven is NOT in use, the upper oven will

preheat more quickly.
• Allow at least 1/2-inch between the baking pan or

casserole and the top element in the upper oven.
Loaf, angel food or bundt pans are not recommended in
the upper oven.

• Do not use temperatures below 140° F to keep food
warm or below 200° F for cooking. For food safety
reasons, lower temperatures are not recommended.

• The back part of the lower oven bake element will not
glow red during baking. This is normal.

• When baking frozen, self-rise pizza in the upper oven,
place the pizza on a cookie sheet to avoid overbrowning.

• When preheating with a baking/pizza stone inside the
upper oven, do not set oven above 400° F. To use
baking/pizza stones at temperatures above 400° in the
upper oven, put stone in after the preheat beep.

• To change the oven temperature during cooking, press
the Bake pad, then press the Autoset or appropriate
number pads until the desired temperature is displayed.

• To change the oven temperature during preheat,
press the Bake pad twice, then press the Autoset
pad or appropriate number pads until the desired
temperature is displayed.

• If you forget to turn off the oven, it will automatically turn
off at the end of 12 hours.  If you wish to deactivate the
Automatic Shut Off/Sabbath Mode feature, see page 19.

Baking
To set Bake:
1. Press the Bake pad for desired oven.

• BAKE and 000 will flash in the display.

2. Select the oven temperature.  Press the
Autoset pad for 350° F or the appropriate
number pads.

• Each additional press of the Autoset pad will increase
the temperature by 25°.

• The oven temperature can be set from 170° to 550°.

3. Press Bake pad again or wait four seconds.

• BAKE will stop flashing and light in the display.

• PREHEAT will light in the display and the oven turns on.

• 100° or the actual oven temperature if over 100° F will
display.  It will rise in 5° increments until the preset
temperature is reached.

Setting Oven Functions
Autoset Pad
Use with function pads to automatically set:
• 350° F bake temperature

• HI or LO broil

• three hours of cleaning time

• four minutes of toasting time

• 170° F keep warm temperature

• 140° drying temperature

• standard proofing

4. Allow 4-10 minutes for the upper oven to preheat and 7-12
minutes for the lower oven to preheat.

• When the set oven temperature is reached, one long
beep will sound.

• The set temperature will display.

• PREHEAT will turn off.

• To recall set temperature during preheat, press
Bake pad.

5. Place food in the oven.

6. Check cooking progress at the minimum
cooking time.  Cook longer if needed.

7. When cooking is finished, press appropriate
CANCEL pad.

8. Remove food from the oven.

Baking Differences Between Your Old
and New Oven
It is normal to notice some baking time differences between a
new oven and an old one.  See Adjusting the Oven Temperature
on page 19.

3. Wait four seconds and the new setting will be accepted.

4. If the Autoset pad is not pressed within 30 seconds, the
control will return to the existing setting.

Return To Factory Default
Settings
The control can be reset to the factory default settings.

To return to the default settings:
1. Press and hold upper oven Keep Warm and upper

CANCEL pads for three seconds. A single beep will sound
and 12:00 will appear in the display.

2. Reset the clock to the current time of day.
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Roasting With Convection
(lower oven only)
When convection roasting, enter your normal roasting
time and temperature.  The control will automatically
prompt you to check the food for doneness at 75% of the set
time.

Notes:
• When convection roasting, the cooking time must be set

before setting the temperature.
• If your recipe requires a preheated oven, add 15 minutes

to the cooking time programmed.
• Roasting times can vary with different cuts of meat.
• It is not necessary to preheat when convect roasting

large cuts of meat.

Baking with Convection
(lower oven only)
When convection baking, enter your normal baking
temperature.  The control will automatically reduce the set
oven temperature by 25° (even though normal baking
temperature is displayed).

To set Convect Bake:
1. Press the Convect Bake pad.

• LOWER BAKE and the FAN icon will flash.

• 000 will flash in the display.

2. Select the oven temperature.  Press the Autoset pad for
350° F or the appropriate number pads.

• Each additional press of the Autoset pad will increase
the temperature by 25 degrees. The oven temperature
can be set from 170° to 550°.

3. Press Convect Bake pad again or wait four seconds.

• LOWER BAKE will stop flashing.

• PREHEAT and LOWER will light in the display.

• 100° or the actual oven temperature if over 100° F will
display.  It will rise in 5° increments until the preset
temperature is reached.

• The FAN icon will start to rotate.

4. Allow the oven to preheat for 7-12 minutes.

• When the set oven temperature is reached, one long
beep will sound and PREHEAT will turn off.

• The set temperature will display.

• To recall the set temperature during preheat, press the
Convect Bake pad.

To set Convect Roast:
1. Press the Convect Roast pad.

• LOWER ROAST, the FAN icon and 00:00
will flash in the display.

• 000 lights in the display.

2. Enter the roasting time using the number pads.

• Time can be set from 10 minutes (00:10) to 11 hours,
59 minutes (11:59).

• Press Convect Roast again or wait four seconds.

• LOWER ROAST and the fan icon flash in the display.

• 000 will flash in the display.

3. Select the oven temperature.  Press the
Autoset pad for 325° F or the appropriate
number pads.

• Each additional press of the Autoset pad will increase
the temperature by 25°.

• The oven temperature can be set from 170° to 550°.

4. Press Convect Roast pad again or wait four seconds.

• ROAST will stop flashing and light in the display.

• 100° or the actual oven temperature will display.  It will
rise in 5° increments until the preset temperature is
reached.

• The FAN icon will start to rotate.

5. Place food in the oven.

6. Check cooking progress at the minimum cooking time.
Cook longer if needed.

7. When cooking is finished, press lower CANCEL pad.

8. Remove food from the oven. 5. Place food in the oven.

• Time will begin counting down once the oven starts
heating up.

• To recall the set temperature during preheat, press the
Convect Roast pad.
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Do not use delayed baking for highly perishable foods such
as dairy products, pork, poultry, or seafood.

Cook & Hold
When using the Cook & Hold feature, the oven begins to heat
immediately after the control has been set.  Then, the oven
cooks for a specified length of time.  When that time has
elapsed, the oven will keep the food warm for up to one hour
then automatically turn off.

To set Cook & Hold:
1. Press the Cook & Hold pad once for

upper oven or twice for lower oven.
• HOLD will flash to indicate that you are in Cook & Hold

programming.
• 00:00 and either UPPER or LOWER will flash in the display.

2. Select the amount of time you want to cook by using the
number pads.
• HOLD continues to flash.
• The time will light in the display.
• Time can be set from 00:10 to 11:59.

3. Press Bake (upper or lower oven), Convect
Bake or Convect Roast (lower oven only)
and select the oven temperature. Press the
Autoset pad for 350° F or the appropriate number pads.
• The desired function, 000 and either UPPER or

LOWER will  flash.
• The oven temperature can be set from 170° F to 550° F.

4. Press the desired function pad again OR wait four seconds.
• The desired function will remain lit.
• The cooking time will show in the display.
• PREHEAT will show in the display.
• The actual oven temperature will be displayed

during preheat.
• The set temperature will display when the oven is

preheated.

When the cooking time has elapsed:
• Four beeps will sound.
• WARM and HOLD will light.
• 170 appears in the display. Important:

• Do not use Delayed Cook & Hold for items that require a
preheated oven, such as cakes, cookies, and breads.

• Do not use Delayed Cook & Hold if oven is already hot.

After one hour in WARM HOLD:

• The oven turns off automatically.

• Press 

CANCEL pad and remove food from the oven.

To cancel Cook & Hold at any time:

Press the appropriate 

CANCEL pad.  Removefood from oven.

Delay Cook & Hold

CAUTI ON

6. When 75% of the set cooking time has elapsed, the ovenwill signal you to check the cooking progress. Check the

cooking progress at this time. Cook longer if needed.

• The oven light will remain on until the Oven Light pad ispressed.• Press any pad to recall the cook time remaining.7. When cooking is finished, press lower CANCEL pad.

8. Remove food from the oven.

When using Delay, the oven begins to cook later in the day.

Set the amount of time that you want to delay before the oven

turns on and how long you want to cook.  The oven begins to

heat at the selected time and cooks for the specified length of

time, then keeps food warm for one hour.

Delay time can be set from 10 minutes (00:10) to 11 hours, 59

minutes (11:59).

To set a Delayed Cook & Hold cycle:

1. Press the Delay  pad once  to program the upper

oven or 

twice  to program the lower oven.

• DELAY flashes in the display.

• 00:00 and either UPPER or LOWER flashes in the display.

2. Using the appropriate number pads, enter the amount oftime you want to delay the start of the Cook & Hold cycle.

3. Press the Cook & Hold pad.

• HOLD flashes.

• DELAY flashes in the display.

• 00:00 and either UPPER or LOWER flash.

4. Enter the amount of time you want to cook using thenumber pads.

5. Press Bake  (upper or lower oven), Convect Bake or

Convect Roast (lower oven only).

6. Set the oven temperature desired by pressing the Autoset

pad or the appropriate number pads.

• 350 ° will light when Autoset is pressed.• After four seconds, the entered delay timewill appear in the display.• BAKE and DELAY remain lit to remind you that adelayed Cook & Hold operation has been programmed.
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Broiling (upper oven only)
To set Broil:
1. Press the Broil pad for desired oven.

• BROIL, UPPER and SET will flash in
the display.

2. Press the Autoset pad once to set HI broil
or twice to set LO broil.

• HI or LO will be displayed.

Select HI broil for normal broiling. Select LO broil for
low-temperature broiling of longer cooking foods such
as poultry.

3. After four seconds, the oven will start.

• BROIL and HI or LO will remain lit.

Notes:
• For best results when broiling, use a two-piece

broiler pan.

• HI broil is used for most broiling. Use LO broil when
broiling longer cooking foods to allow them to cook to
well done stag40.9hout excresivre brwnling.
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Notes:
• For optimal food quality, oven cooked foods should be

kept warm for no longer than 1 to 2 hours.

• To keep foods from drying, cover loosely with foil or a lid.

• To warm dinner rolls:

- cover rolls loosely with foil and place in oven.

- press Keep Warm and Autoset pads.

- warm for 12-15 minutes.

• To warm plates:

- place 2 stacks of up to four plates each in the oven.

- press Keep Warm and Autoset pads.

- warm for 5 minutes, turn off the oven and leave
plates in the oven for 15 minutes more.

- use only oven-safe plates, check with the
manufacturer.

- do not set warm dishes on a cold surface as rapid
temperature changes could cause crazing or
breakage.

Keep Warm
For safely keeping hot foods warm or for warming breads
and plates.

To set Keep Warm:
1. Press the appropriate Keep Warm pad.

• WARM flashes.

• 000 and either UPPER or LOWER flashes
in the display.

2. Select the Keep Warm temperature. Press the
Autoset pad or the appropriate number pads.

• 170° will light when the Autoset pad is pressed.

• Each press of the Autoset pad will increase the
temperature by 5°.

The Keep Warm temperature can be set from 145° to 190°.

WARM and the temperature will be displayed while the
function is active.

To cancel Keep Warm:
1. Press the appropriate CANCEL pad.

2. Remove food from the oven.

F a v o r i t e T h e  F a v o r i t e  p a d  a l l o w s  y o u  t o  s a v e  t h e  t i m e  a n d  t e m p e r a t u r e f r o m  a  C o o k  &  H o l d  B a k e ,  C o o k  &  H o l d  C o n v e c t  B a k e  o r  C o o k &  H o l d  C o n v e c t  R o a s t  ( l o w e r  o v e n  o n l y )  c y c l e . T o  s e t  a  F a v o r i t e  c y c l e ,  a  C o o k  &  H o l d  f u n c t i o n  m u s t  b e  e i t h e r a c t i v e  o r  j u s t  p r o g r a m m e d . T o  s e t  a  n e w  F a v o r i t e  c y c l e  o r  t o  s a v e  a c u r r e n t l y  r u n n i n g  C o o k  &  H o l d  a s  a  F a v o r i t e : 1 . P r o g r a m  a  C o o k  &  H o l d  c y c l e  a s  d e s c r i b e d

in the Cook & Hold section on page 16.

2 . P r e s s  a n d  h o l d  t h e  Favorite
 p a d  f o r  three

 s e c o n d s .

• The newly set or currently running Cook & Hold cycle
will be saved.• A double then single beep will sound to indicate that the

control has accepted the Favorite setting.To start a cycle programmed into Favorite:1 . P r e s s  t h e  Favorite
 p a d . • Time and temperature for the set Cook & Hold feature

will be displayed. (If no Cook & Hold cycle has been
programmed, “nonE” is displayed.)2 . P r e s s  t h e  Bake 

(upper or lower oven), Convect Bake
 o r

Convect Roast

 (lower oven only) pad.

• The Favorite function will begin immediately.

• The selected function and cooking time will light in
the display.When the cooking time has elapsed:• The selected function will turn off.• WARM HOLD will light and 170°
 will display.To cancel a Favorite cycle in progress:1 . P r e s s  t h e  a p p r o p r i a t e  CANCEL

 p a d . 2 . R e m o v e  f o o d  f r o m  t h e  o v e n .

• The stored Favorite cycle will not be
a f f e c t e d .

8113P620-60 3/22/06, 4:34 PM19

Download from Www.Somanuals.com. All Manuals Search And Download.



19

Notes:
• Sabbath Mode can be turned on at any time with or

without the ovens on.

• Sabbath Mode cannot be turned on if the keypads are
locked out or when the doors are locked.

• Most prompts and messages and all beeps are
deactivated when Sabbath Mode is active.

• If an oven is baking when Sabbath Mode is set, BAKE will
go out at the end of the baking cycle or when the CANCEL
pad is pressed.  There will be no audible beeps.

• If the oven lights are desired while in Sabbath Mode, they
must be turned on before the Sabbath Mode is started.

Automatic Shut-Off/Sabbath Mode
The ovens will automatically turn off after 12 hours if you
accidentally leave them on.

To cancel the 12-hour shut-off and run the
ovens continuously for 72 hours:
1. Press and hold the Clock pad for three

seconds.

• “SAb” will be displayed and flash for five seconds.

• “SAb” will then be displayed continuously until turned
off or until the 72-hour time limit is reached.

• BAKE will also be displayed if a bake cycle is in use while
the oven is in Sabbath Mode.

• All pads are inactive except CANCEL and Clock. All other
functions EXCEPT BAKE (Timer, Keep Warm, Clean,
etc.) are locked out during the Sabbath Mode.

To cancel the Sabbath Mode:
1. Press the Clock pad for three seconds.

• “SAb” will flash for five seconds.

• The time of day will return to the display.

OR

2. After 72 hours, the Sabbath Mode will end.

• “SAb” will flash for five seconds.

• The time of day will return to the display.

• When the Sabbath Mode is started, the temperature
display will immediately show the set temperature, rather
than the actual oven cavity temperature.  No preheat beep
will sound.

• The self-clean cycle and automatic door lock do not
operate during the Sabbath Mode.

• Pressing a CANCEL pad will cancel a Bake cycle, however
the control will stay in the Sabbath Mode.

• If power fails, the ovens will power up in Sabbath Mode
with 72 hours remaining and no cycle active.

A d j u s t i n g  t h e  O v e n  T e m p e r a t u r e O v e n  t e m p e r a t u r e s  a r e  c a r e f u l l y  t e s t e d  f o r  a c c u r a c y  a t  t h e
f a c t o r y .   I t  i s  n o r m a l  t o  n o t i c e  s o m e  b a k i n g  o r  b r o w n i n g
d i f f e r e n c e s  b e t w e e n  a  n e w  o v e n  a n d  a n  o l d  o n e .   A s  o v e n s
g e t  o l d e r ,  t h e  o v e n  t e m p e r a t u r e  c a n  s h i f t .

Y o u  m a y  a d j u s t  t h e  o v e n  t e m p e r a t u r e  i f  y o u  t h i n k  t h e  o v e n  i s

n o t  b a k i n g  o r  b r o w n i n g  c o r r e c t l y .   T o  d e c i d e  h o w  m u c h  t o

c h a n g e  t h e  t e m p e r a t u r e ,  s e t  t h e  t e m p e r a t u r e  7 3 6 d e g r e e s

h i g h e r  o r  l o w e r  t h a n  y o u r 1 r e c i p e 1 r e c o m m e n d s ,  t h e n  b a k e .

T h e 1 r e s u l t s  o f  t h e  f i r s t  b a k e  s h o u l d  g i v e  y o u  a n  i d e a  o f  h o w

m u c h  t o  a d j u s t  t h e  t e m p e r a t u r e . T o  a d j u s t  t h e  o v e n  t e m p e r a t u r e : 1 . P r e s s  t h e  B a k e

 p a d  f o r  t h e  a p p r o p r i a t e  o v e n .

2 . E n t e r  5 5 0 °  b y  p r e s s i n g  t h e  a p p r o p r i a t e  n u m b e r  p a d s .

3 . P r e s s  a n d  h o l d  t h e  

B a k e

 p a d  f o r  s e v e r a l  s e c o n d s  o r  u n t i l

0 0

°

 a p p e a r s  i n  t h e  d i s p l a y .

I f  t h e  o v e n  t e m p e r a t u r e  w a s  p r e v i o u s l y  a d j u s t e d ,  t h e

c h a n g e  w i l l  b e  d i s p l a y e d .   F o r  e x a m p l e ,  i f  t h e  o v e n

t e m p e r a t u r e  w a s  r e d u c e d  b y  1 5

°  t h e  d i s p l a y  w i l l  s h o w

“ - 1 5

° ” .

4 . P r e s s  t h e  A u t o s e t

 p a d  t o  a d j u s t  t h e  t e m p e r a t u r e .

E a c h  t i m e  t h e  A u t o s e t  p a d  i s  p r e s s e d ,  t h e  t e m p e r a t u r e

c h a n g e s  b y  5

°

.   T h e  o v e n  t e m p e r a t u r e  c a n  b e  i n c r e a s e d  o r

d e c r e a s e d  b y  5 °

 t o  3 5

° .

5 . T h e 1 t i m e  o f  d a y  w i l l  a u t o m a t i c a l l y  r e a p p e a r  i n  t h e  d i s p l a y .

Y o u  d o  n o t  n e e d  t o  r e a d j u s t  t h e  o v e n  t e m p e r a t u r e  i f  t h e r e  i s  a

p o w e r  f a i l u r e  o r  i n t e r r u p t i o n .  T e m p e r a t u r e  a d j u s t m e n t  a p p l i e s

t o  B a k e  ( u p p e r  o r  l o w e r  o v e n ) ,  C o n v e c t  B a k e  a n d  C o n v e c t

R o a s t  ( l o w e r  o v e n  o n l y )  o n l y .
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Oven Lights
The oven lights automatically come on when an
oven door is opened.  When the door is closed,
press the appropriate Oven Light pad to turn the
oven light on and off. A beep will sound every time
the Oven Light pad is pressed.

Oven Bottom
Protect oven bottom against spillovers, especially acidic or
sugary spills, as they may discolor the porcelain enamel. Use
the correct pan size to avoid spillovers and boilovers. Do not
place utensils or aluminum foil directly on the oven
bottom.

Oven Vent
When the oven is in use the area near the vent may become
hot enough to cause burns. Never block the vent opening.

The oven vent is located below the backguard vent
shield on your range.

When high moisture foods are cooked in the upper oven,
steam may be visible coming from the oven vent. This is
normal.

Oven Racks

• Do not attempt to change the rack position when the oven
is hot.

• Do not use the oven for storing food or cookware.

All racks are designed with a lock-stop edge.

Upper oven
• Is equipped with one rack.

• When pulling the upper oven rack out to
remove or check food, grasp the top edge
of the rack.

Lower oven
• Is equipped with one RollerGlideTM rack, one half-rack and

one regular flat rack.Do not place
plastics near the
vent opening as
heat from the
vent could distort
or melt the
plastic.

OVEN VENT
LOCATION

CAUTION

Oven Fan
A convection fan is used to circulate hot air in the oven when
the convection feature is selected. It automatically turns on
after the Convect Bake or Convect Roast pads are pressed
and will turn off when convection is canceled.

Important: The convection fan will automatically stop when
the oven door is opened.

To remove oven racks:
• Pull rack straight out until it stops at the lock-stop position;

lift up on the front of the rack and pull out.

• For RollerGlideTM rack, pull both the rack glide and rack
base out together.

To replace oven racks:
• Place rack on the rack support in

the oven; tilt the front end up
slightly; slide rack back until it
clears the lock-stop position; lower
front and slide back into the oven.

Baking and Roasting with the
RollerGlideTM Rack (lower oven only)Baking• For optimal baking results when baking on one rack, usethe RollerGlideTM rack.• When baking on two racks, use the RollerGlideTM rack inthe bottom rack position, and the flat rack in the upper rack
position.Roasting• When roasting large cuts of meat and poultry, use theRollerGlideTM rack for ease of movement.
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Rack Positions (lower oven)

5

4

3

2

1

RACK 5: Use for two-rack baking.RACK 4: Use for two-rack baking.RACK 3: Use for most baked goods on a cookie sheet or jellyroll pan, layer cakes, fruit pies, or frozen convenience foods

and for broiling.RACK 2: Use for roasting small cuts of meat, casseroles,baking loaves of bread, bundt cakes or custard pies and two-

rack baking.RACK 1: Use for roasting large cuts of meat and poultry,frozen pies, dessert souffles or angel food cake and two-rack

b a k i n g . MULTIPLE RACK COOKING:

Two rack: Use rack positions 2 and 4, 1 and 4, or 2 and 5.Three rack: Use rack positions 1, 3 and 5.Baking Layer Cakes on Two RacksFor best results when baking cakes on two racks, use racks

2 and 4.

Place the cakes on the rack as shown.
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Full One Year Warranty - Parts and Labor
For one (1) year from the original retail purchase date,
any part which fails in normal home use will be repaired
or replaced free of charge.

Please Note: This full warranty applies only when the
appliance is located in the United States or Canada.
Appliances located elsewhere are covered by the limited
warranties only, including parts which fail during the
first year.

Limited Warranties - Parts Only
Second Through Fifth Year - From the original
purchase date, parts listed below (If applicable to the
appliance purchased) which fail in normal home use
will be repaired or replaced free of charge for the part
itself, with the owner paying all other costs, including
labor, mileage and transportation, trip charge and
diagnostic charge, if required.

• Touch pad and microprocessor
• Magnetron tube
• Glass-ceramic Cooktop: Due to thermal

breakage
• Electric Heating Elements: Surface, broil and

bake elements on electric cooking appliances.
• Electronic Controls
• Sealed Gas Burners

Canadian Residents
This warranty covers only those appliances installed in
Canada that have been listed with Canadian Standards
Association unless the appliances are brought into
Canada due to transfer of residence from the United
States to Canada.

The specific warranties expressed above are the ONLY
warranties provided by the manufacturer. This warranty
gives you specific legal rights, and you may also have
other rights that vary from state to state.

What is Not Covered By These Warranties
1. Conditions and damages resulting from any of the following:

a. Improper installation, delivery, or maintenance.
b. Any repair, modification, alteration, or adjustment not authorized by

the manufacturer or an authorized servicer.
c. Misuse, abuse, accidents, unreasonable use, or acts of God.
d. Incorrect electric current, voltage, or supply.
e. Improper setting of any control.

2. Warranties are void if the original serial numbers have been removed, altered,
or cannot be readily determined.

3. Light bulbs.

4. Products purchased for commercial or industrial use.

5. The cost of service or service call to:
a. Correct installation errors.
b. Instruct the user on the proper use of the product.
c. Transport the appliance to the servicer and back.

6. Consequential or incidental damages sustained by any person as a result of
any breach of these warranties.  Some states do not allow the exclusion or
limitation of consequential or incidental damages, so the above exclusion may
not apply.

If You Need Service
First see the Troubleshooting section in your Use and Care Guide or call
Maytag Services, LLC, Jenn-Air Customer Assistance at 1-800-JENNAIR
(1-800-536-6247) U.S.A. and Canada.

To Obtain Warranty Service
To locate an authorized service company in your area, contact the dealer from
whom your appliance was purchased or call Maytag Services, LLC, Jenn-Air
Customer Assistance. Should you not receive satisfactory warranty service, call
or write:
Maytag Services, LLC
Attn: CAIR® Center

P.O. Box 2370, Cleveland, TN 37320-2370
U.S. and Canada 1-800-JENNAIR (1-800-536-6247)
U.S. customers using TTY for deaf, hearing impaired or speech
impaired, call 1-800-688-2080.

Note: When contacting Maytag Services, LLC, Jenn-Air Customer
Assistance about a service problem, please include the following:

a. Your name, address and telephone number;
b. Model number and serial number of your appliance;
c. Name and address of your dealer and date appliance was purchased;
d. A clear description of the problem you are having;
e. Proof of purchase.

Use and Care guides, service manuals and parts information are available from
Maytag Services, LLC, Jenn-Air Customer Assistance.

CUSTOMER’S SOLE AND EXCLUSIVE REMEDY UNDER THIS
WARRANTY SHALL BE PRODUCT REPAIR AS PROVIDED HEREIN.
IMPLIED WARRANTIES, INCLUDING WARRANTIES OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, ARE
LIMITED TO ONE YEAR OR THE SHORTEST PERIOD ALLOWED BY
LAW.  MAYTAG CORPORATION SHALL NOT BE LIABLE FOR
INCIDENTAL OR CONSEQUENTIAL DAMAGES.  SOME STATES AND
PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF
INCIDENTAL OR CONSEQUENTIAL DAMAGES, OR LIMITATIONS ON
THE DURATION OF IMPLIED WARRANTIES OF MERCHANTABILITY OR
FITNESS, SO THESE EXCLUSIONS OR LIMITATIONS MAY NOT APPLY
TO YOU.  THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS AND
YOU MAY ALSO HAVE OTHER RIGHTS, WHICH VARY STATE TO STATE
OR PROVINCE TO PROVINCE.
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Installateur : Remettez ce guide au propriétaire.
Consommateur : Lisez le guide et conservez-le pour
consultation ultérieure. Conservez la facture d’achat ou le
chèque encaissé comme preuve de l’achat.
Numéro de modèle ______________________________
Numéro de série _________________________________
Date d’achat ____________________________________
Si vous avez des questions, veuillez nous appeler :
Service à la clientèle de Jenn-Air
1-800-JENNAIR (1-800-536-6247)
(Du lundi au vendredi, de 8 h à 20 h, heure de l’Est)
Internet :  http://www.jennair.com
Dans le cadre de nos pratiques d’amélioration constante de la
qualité et de la performance de nos produits de cuisson, des
modifications de l’appareil qui ne sont pas mentionnées dans
ce guide ont pu être introduites.
Reportez-vous à la page 47 pour plus d’informations
concernant le service après-vente.

Si les directives données dans le présent guide ne sont
pas respectées à la lettre, il y a risque d’incendie ou
d’explosion pouvant causer des dommages, des
blessures et même la mort.
– Ne rangez pas ou n’utilisez pas d’essence ou autre

vapeur ou liquide inflammable à proximité de cet
appareil ou de tout autre appareil.

– QUE FAIRE SI L’ON SENT UNE ODEUR DE GAZ :
• Ne mettez aucun appareil en marche.
• Ne touchez pas à un interrupteur électrique.
• N’utilisez aucun téléphone de l’immeuble.
• Rendez-vous chez un voisin et téléphonez

immédiatement à la compagnie de gaz. Suivez les
directives données par le préposé de la
compagnie de gaz.

• S’il est impossible de joindre la compagnie de
gaz, téléphonez au service des incendies.

– L’installation et les réparations doivent être confiées
à un installateur compétent, à une entreprise de
service ou à la compagnie de gaz.

INSTRUCTIONS DE
SÉCURITÉ
IMPORTANTES
Les instructions de sécurité importantes et les paragraphes
«avertissement» de ce guide ne sont pas destinés à couvrir
toutes les conditions et situations qui pourraient se présenter. Il
faut faire preuve de bon sens, de prudence et de soin lors de
l’installation, de l’entretien ou du fonctionnement de l’appareil.

Prenez toujours contact avec le détaillant, le distributeur,
l’agent de service après-vente ou le fabricant dans le cas de
problèmes ou de conditions qui ne seraient pas comprises.

Reconnaissez les étiquettes, paragraphes
et symboles sur la sécurité

AVERTISSEMENT – Dangers ou pratiques dangereuses qui
POURRAIENT résulter en de graves blessures ou même la mort.

ATTENTION – Dangers ou pratiques dangereuses qui
POURRAIENT résulter en des blessures mineures.

AVERTISSEMENT

ATTENTION

Lisez toutes les instructions avant d’utiliser cet appareil;
observez toutes les instructions pour éliminer les risques
d’incendie, choc électrique, dommages matériels et corporels
que pourrait susciter une utilisation incorrecte de l’appareil.
Utilisez l’appareil uniquement pour les fonctions prévues,
décrites dans ce guide.

Une fuite de gaz pourrait survenir dans le système et susciter
une situation dangereuse. L’odorat peut ne pas suffire pour
détecter une fuite de gaz. Les fournisseurs de gaz
recommandent l’installation d’un détecteur de gaz
(homologation UL). Installez et utilisez le détecteur
conformément aux instructions du fabricant.

En cas d’incendie
Interrompez l’alimentation électrique de l’appareil et de la hotte
de ventilation pour minimiser le risque d’extension des flammes.
Éteignez les flammes, puis mettez la hotte en marche pour
évacuer la fumée et l’air vicié.

• Table de cuisson : Utilisez un couvercle ou une plaque à
biscuits pour étouffer les flammes d’un feu qui se déclare dans
un ustensile de cuisine.

NE saisissez ou déplacez JAMAIS un ustensile de cuisine
enflammé.

• Fours : Fermez les portes du four pour étouffer les  flammes.

Ne projetez pas de l’eau sur un feu de graisse. Utilisez du
bicarbonate de sodium ou un extincteur à mousse ou produit
chimique sec pour éteindre les flammes.

Pour assurer une utilisation appropriée et sécuritaire : seul
un technicien qualifié devrait installer l’appareil et le mettre à la
terre. Ne réglez pas, réparez ni remplacez un composant, à moins
que cela ne soit spécifiquement recommandé dans ce guide.
Toute autre réparation doit être effectuée par un technicien
qualifié. Demandez à l’installateur de montrer où se trouve le
robinet d’arrêt de gaz et comment le fermer en cas d’urgence.

Débranchez toujours l’appareil avant d’y faire de l’entretien.

AVERTISSEMENT

AVERTISSEMENT
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Pour vérifier si le dispositif est correctement installé, regardez
sous la cuisinière au moyen d’une lampe de poche pour vous
assurer que la patte réglable arrière soit bien enclenchée dans
la fente de la ferrure. Lorsque la cuisinière est convenablement
calée, la bride antibasculement immobilise le pied arrière contre
le sol. Vérifiez la parfaite immobilisation de la cuisinière par la
bride après chaque déplacement de la cuisinière.

Pour éviter un incendie ou des
dommages de fumée
Assurez-vous que tous les matériaux de conditionnement sont
retirés de l’appareil avant de le mettre en marche.

Gardez les matériaux combustibles, l’essence et autres matières
et vapeurs inflammables bien éloignés de l’appareil.

Si l’appareil est installé près d’une fenêtre, des précautions
appropriées doivent être prises pour éviter que le vent entraîne
les rideaux au-dessus des brûleurs.

NE laissez JAMAIS des articles sur la table de cuisson. L’air
chaud de l’évent peut les enflammer et mettre également sous
pression des contenants fermés qui pourraient alors exploser.

De nombreux flacons d’aérosol peuvent EXPLOSER lorsqu’on
les expose à la chaleur, et ils peuvent contenir un produit très
inflammable. Évitez d’utiliser ou remisez un flacon d’aérosol à
proximité de l’appareil.

De nombreux articles en plastique peuvent être détériorés par la
chaleur. Gardez les plastiques éloignés des pièces de l’appareil
pouvant devenir chaudes. Ne laissez pas des articles en
plastique sur la table de cuisson; un article en plastique trop
proche de l’évent du four ou d’un brûleur allumé pourrait
s’amollir ou fondre.

Pour éliminer le besoin d’atteindre quelque chose par-dessus
les brûleurs de surface, il est préférable qu’il n’y ait aucune
armoire de cuisine directement au-dessus de l’appareil. S’il y a
une armoire, on ne devrait y remiser que des articles peu
fréquemment utilisés et capables de résister à la chaleur émise

Instructions générales

AVERTISSEMENT : Pour réduire le risque
de basculement de l’appareil à l’occasion
d’une utilisation anormale ou d’un chargement
excessif de la porte d’un four, il faut que la bride
antibasculement soit convenablement installée.

AVERTISSEMENT
• TOUTE CUISINIÈRE PEUT BASCULER

ET PROVOQUER DES BLESSURES.
• INSTALLEZ LA BRIDE

ANTIBASCULEMENT FOURNIE AVEC
CETTE CUISINIÈRE.

• RESPECTEZ TOUTES LES
INSTRUCTIONS D’INSTALLATION.

par l’appareil. La température pourrait être excessive pour
certains articles, comme liquides volatils, produits de nettoyage
ou flacons d’aérosol.

Familiarisation avec l’appareil
AVERTISSEMENT

N’utilisez JAMAIS la porte des fours  comme tabouret/siège/
escabeau; ceci pourrait faire basculer l’appareil  et entraîner
dommages corporels sérieux.

N’utilisez JAMAIS la cuisinière comme source de chaleur
pour le chauffage de la pièce. Sinon, un empoisonnement
au monoxyde de carbone pourrait s’ensuivre ainsi qu’une
surchauffe du four.

NE recouvrez JAMAIS les fentes, ouvertures ou passages
de la sole de four ni la grille toute entière avec un matériau
comme du papier d’aluminium. Sinon, la circulation de l’air
dans le four sera entravée et donc entraîner un
empoisonnement au monoxyde de carbone. Le papier
d’aluminium peut aussi emprisonner de la chaleur et
entraîner un risque d’incendie.

N’obstruez JAMAIS la circulation de l’air de combustion et
de ventilation au niveau de l’évent de four ou des entrées
d’air. Sinon, l’air ne parvient pas correctement aux brûleurs
et donc cela peut poser un risque d’empoisonnement au
monoxyde de carbone.

L’évent de four est situé à la base du dosseret.

Évitez de toucher le voisinage de l’évent de four lorsque le four
est utilisé et pendant plusieurs minutes après l’arrêt du four.
Certains composants de l’évent et la zone voisine peuvent
devenir suffisamment chauds pour provoquer des brûlures.
Après l’arrêt du four, ne touchez pas l’évent de four ou la
zone voisine avant que ces composants aient pu se refroidir
suffisamment.

Autres surfaces potentiellement chaudes : table de cuisson,
zones faisant face à la table de cuisson, évent de four, zones
voisines de l’évent, portes de four et zones voisines des portes
et des hublots.

Ne touchez pas l’ampoule chaude du four avec un linge
humide; le choc thermique pourrait la briser. Si tel est le cas,
débranchez l’appareil avant de retirer l’ampoule pour éviter
une décharge électrique.

Ne remisez pas des aliments ou ustensiles de cuisine sur la
table de cuisson ou dans les fours.
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Cuisson et sécurité
Placez toujours un ustensile sur un brûleur de la table de
cuisson avant de l’allumer. Veillez à bien connaître la
correspondance entre les boutons de commande et les
brûleurs. Veillez à allumer le brûleur correct et vérifier que le
brûleur s’allume effectivement. À la fin de la période de cuisson,
éteignez le brûleur avant de retirer l’ustensile, pour éviter une
exposition aux flammes du brûleur.

Veillez à toujours ajuster correctement la taille des flammes
pour qu’elles ne dépassent pas sur la périphérie de l’ustensile.
Des flammes de trop grande taille sur un brûleur sont
dangereuses, elles entraînent un gaspillage d’énergie et elles
peuvent faire subir des dommages à l’ustensile, à l’appareil ou à
l’armoire située au-dessus.

NE laissez JAMAIS un brûleur de surface allumé sans
surveillance, particulièrement avec une puissance de chauffage
élevée ou lors d’une opération de friture. Un débordement
pourrait provoquer la formation de fumée et des produits gras
pourraient s’enflammer. Éliminez dès que possible les produits
gras renversés. N’utilisez pas une puissance de chauffage
élevée pendant une période prolongée.

NE faites JAMAIS chauffer un récipient non ouvert dans le
four. L’accumulation de pression dans le récipient pourrait
provoquer son éclatement et de graves dommages matériels ou
corporels.

Utilisez des maniques robustes et sèches. Des maniques
humides peuvent provoquer la formation de vapeur brûlante.
N’utilisez jamais un torchon à vaisselle ou autre article textile à
la place de maniques; un tel article pourrait traîner sur un
brûleur et s’enflammer, ou accrocher un ustensile ou un
composant de l’appareil.

Laissez toujours refroidir un récipient d’huile de friture chaude
avant de tenter de le déplacer et le manipuler.

Ne laissez pas la graisse de cuisson ou autre matériau
inflammable s’accumuler dans ou près de l’appareil, de la hotte

ou du ventilateur de l’évent. Nettoyez fréquemment la hotte
pour empêcher toute accumulation sur la hotte elle-même ou
sur le filtre. Lors du flambage d’aliments sous la hotte, mettez le
ventilateur en marche.

NE portez JAMAIS, lors de l’utilisation de l’appareil, des
vêtements faits d’un matériau inflammable, ou amples, ou à
longues manches. De tels vêtements peuvent s’enflammer ou
accrocher la poignée d’un ustensile.

Fours
Placez toujours les grilles à la position appropriée dans les fours
lorsque les fours sont froids. Faites coulisser les grilles vers
l’extérieur avant d’ajouter ou enlever un plat; utilisez pour cela
une manique robuste et sèche. Évitez d’introduire la main dans
les fours pour y placer ou retirer un plat. S’il est nécessaire de
déplacer une grille lorsqu’elle est chaude, utilisez une manique
sèche. Veillez à toujours arrêter les fours à la fin d’une période
de cuisson.

Ouvrez toujours les portes des fours très prudemment. Laissez
l’air chaud ou la vapeur s’échapper avant de retirer/introduire
un plat.

AVERTISSEMENT : METS PRÉPARÉS : Respectez les
instructions du fabricant. Si le contenant ou le couvercle en
plastique d’un mets surgelé se déforme ou est endommagé
durant la cuisson, jetez immédiatement le récipient et son
contenu. Les aliments pourraient être contaminés.

NE garnissez JAMAIS la sole ou une grille du four avec de la
feuille d’aluminium. Ceci pourrait susciter un risque de choc
électrique ou d’incendie, ou une autre détérioration de
l’appareil. Utilisez de la feuille d’aluminium uniquement selon
les instructions de ce guide.

Hottes d’extraction
Nettoyez fréquemment les filtres et la hotte de la cuisinière pour
empêcher la graisse ou d’autres produits inflammables de
s’accumuler sur les filtres ou la hotte en provoquant des feux de
graisse.

Pour flamber des aliments sous la hotte, mettez le ventilateur en
marche.

Ustensiles et sécurité
Utilisez des ustensiles à fond plat comportant une ou des
poignées que vous pouvez facilement saisir et qui restent
froides. Évitez d’utiliser un ustensile instable ou déformé, qui
pourrait facilement basculer, ou dont la poignée est mal fixée.
Évitez également d’utiliser des ustensiles de petite taille
comportant une ou des poignées lourdes; ces ustensiles sont
généralement instables et peuvent facilement basculer. Un
ustensile lourd lorsqu’il est rempli peut également être
dangereux lors des manipulations.

Veillez à utiliser un ustensile de taille suffisante pour que le
contenu ne risque pas de déborder. Ceci est particulièrement
important pour un ustensile rempli d’huile de friture. Vérifiez
que la taille de l’ustensile est suffisante pour qu’il puisse

ATTENTION
NE remisez JAMAIS sur le dosseret d’une cuisinière ou dans une
armoire au-dessus des articles auxquels les enfants peuvent
s’intéresser. Un enfant tentant de grimper sur la porte de
l’appareil pour atteindre un objet pourrait subir de graves blessures.

Sécurité pour les enfants

NE laissez JAMAIS des enfants seuls ou sans supervision
lorsque l’appareil est en service ou encore chaud.

NE laissez JAMAIS un enfant s’asseoir ou se tenir sur une
partie quelconque de l’appareil. Il pourrait se blesser ou se
brûler.

Il est important d’enseigner aux enfants que la cuisinière et les
ustensiles placés dessus ou dedans peuvent être chauds.
Laissez refroidir les ustensiles en un lieu sûr, hors d’atteinte des
enfants. Les enfants doivent comprendre que la cuisinière n’est
pas un jouet et qu’ils ne doivent toucher aucune commande ou
autre composant de l’appareil.
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recevoir les produits alimentaires à cuire, et absorbez
l’augmentation de volume suscitée par l’ébullition de la graisse.

Pour minimiser les risques de brûlure, d’inflammation de
matières et de renversement par contact non intentionnel avec
un ustensile, n’orientez pas la poignée d’un ustensile vers un
brûleur adjacent. Orientez toujours la poignée d’un ustensile
vers le côté ou l’arrière de l’appareil; ne laissez pas non plus la
poignée d’un ustensile déborder à l’avant de l’appareil, où un
jeune enfant pourrait facilement la saisir.

Veillez à ne jamais laisser le contenu liquide d’un ustensile
s’évaporer complètement; l’ustensile et l’appareil pourraient
subir des dommages.

Appliquez les instructions du fabricant lors de l’emploi d’un
sachet pour cuisson au four.

Seuls certains matériaux de verre, vitrocéramique, céramique,
ou certains ustensiles vitrifiés/émaillés peuvent être utilisés sur
la table de cuisson ou dans le four sans risque de bris sous
l’effet du choc thermique. Observez les instructions du fabricant
lors de l’utilisation d’un ustensile de verre.

La sécurité de fonctionnement de cet appareil a été testée à
l’aide d’ustensiles de cuisine conventionnels. N’utilisez pas un
ustensile ou accessoire qui n’est pas spécifiquement
recommandé dans ce guide. N’utilisez pas de couvre-brûleur,
gril placé sur la table de cuisson ou système de convection
additionnel. L’utilisation d’un dispositif ou accessoire qui n’est
pas expressément recommandé dans ce guide peut dégrader la
sécurité de l’appareil ou sa performance, ou réduire la longévité
des composants.

Nettoyage et sécurité
Éteignez tous les brûleurs et attendez le refroidissement de tous
les composants avant de les toucher ou d’entreprendre le
nettoyage. Ne touchez pas la grille d’un brûleur ou la zone
voisine avant que ces composants aient pu suffisamment
refroidir.

Exercez une grande prudence lors du nettoyage de l’appareil.
Travaillez prudemment pour éviter des brûlures par la vapeur en
cas d’utilisation d’un chiffon ou d’une éponge humide lors de
l’élimination d’un produit renversé sur une surface chaude.
Certains produits de nettoyage peuvent générer des vapeurs
nocives lorsqu’on les applique sur une surface chaude.

Fours autonettoyants
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Ne laissez aucune nourriture ni ustensile de cuisine, etc. dans
les fours lors d’une opération d’autonettoyage.

ATTENTION

Nettoyez uniquement les pièces mentionnées dans ce guide.
Ne nettoyez pas les joints de porte. Les joints jouent un rôle
essentiel quant à l’étanchéité. Veillez à ne pas frotter,
endommager ou déplacer les joints. N’utilisez pas de produits
de nettoyage pour four ou enduits de four, dans les fours
autonettoyants ou sur les zones voisines.

Avant d’exécuter une opération d’autonettoyage, retirez la
lèchefrite, les grilles du four et les autres ustensiles, et éliminez
par essuyage tout excès de résidus renversés pour éviter la
formation de fumée ou l’inflammation de ces résidus.

Il est normal que la table de cuisson de la cuisinière devienne
très chaude lors d’un cycle de nettoyage. Par conséquent, évitez
de toucher la surface de cuisson durant l’autonettoyage.

Avertissement et avis
important pour la sécurité
La loi californienne «Safe Drinking Water and Toxic
Enforcement Act» de 1986 (proposition 65) stipule la
publication par le gouverneur de la Californie d’une liste de
substances que l’état de Californie considère comme
cancérigènes ou dangereuses pour le système
reproducteur, et impose aux entreprises commerciales
l’obligation de signaler à leurs clients les risques
d’exposition à de telles substances.

Les utilisateurs de cet appareil peuvent être exposés à une
faible concentration de certaines substances figurant dans
la liste mentionnée ci-dessus, dont benzène, formaldéhyde
et suie, du fait de la combustion incomplète du gaz naturel
ou du gaz de pétrole liquéfié. Pour minimiser la
combustion incomplète, veillez à ce que les brûleurs soient
parfaitement réglés. Pour minimiser l’exposition à ces
substances, veillez à bien évacuer les gaz de combustion à
l’extérieur.

Nous informons les utilisateurs de cet appareil que lors
d’une opération d’autonettoyage, ils peuvent être exposés
à une faible concentration de certaines substances figurant
dans la liste mentionnée ci-dessus, dont le monoxyde de
carbone. Pour minimiser l’exposition, veillez à ce que la
pièce où se trouve le four soit convenablement aérée
durant une opération d’autonettoyage par l’ouverture d’une
fenêtre ou d’une porte.

AVIS IMPORTANT - OISEAUX FAMILIERS : Ne gardez
pas un oiseau familier dans la cuisine ou dans une pièce
où il pourrait être exposé aux fumées. Les oiseaux ont un
système respiratoire très sensible. Les vapeurs qui
s’échappent d’un four pendant le cycle autonettoyant
peuvent leur être nocives ou même fatales. De plus, les
vapeurs qui s’échappent lorsque l’huile de cuisson, les
corps gras, la margarine et les poêles ou marmites à
revêtement antiadhésif sont surchauffés peuvent
également être nocives.

Conservez ces instructions pour consultation ultérieure
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Programmation de l’autonettoyage :
1. Fermez la porte du four.

2. Appuyez sur la touche Clean (Nettoyage) qui
convient.

• Le mot CLEAN clignote.

• Les mots SET et UPPER ou LOWER clignotent à
l’afficheur.

3. Appuyez sur la touche Autoset (Programmation
automatique).

• MEd (Moyen) (Saleté moyenne, 3 heures) est affiché.

4. Appuyez sur la touche Autoset pour voir défiler les différents
réglages de l’autonettoyage :

HVy (Saleté épaisse, 4 heures)

MEd (Moyen) (Saleté moyenne, 3 heures)

LITE (Saleté légère, 2 heures)

La sélection du niveau de salissure établit automatiquement la
durée de l’autonettoyage.

5. Après quatre secondes, l’autonettoyage commence.

• Si la porte n’est pas fermée, des bips retentiront et «door» sera
affiché.  Si la porte n’est pas refermée dans les 30 secondes,
l’autonettoyage sera annulé et l’heure sera de nouveau
affichée.

• CLEAN paraîtra à l’afficheur.

• LOCK clignote à l’afficheur.  Une fois que la porte se
verrouille, LOCK ne clignote pas.

• Le décompte de la durée de l’autonettoyage commence à
l’afficheur.

Pour différer l’autonettoyage :
1. Appuyez sur la touche Delay (Attente) une fois

pour programmer le four supérieur deux fois pour
le four inférieur.

• Le mot DELAY clignote.

• 00:00 et les mots UPPER ou LOWER clignotent à l’afficheur.

2. Entrez la durée d’attente désirée pour le démarrage du cycle à l’aide
des touches numériques appropriées.

NETTOYAGE

* Les noms de marque des produits de nettoyage sont des marques déposées des différents fabricants.

Important :

• La température du four doit être inférieure à 204° C (400° F) pour
pouvoir programmer un cycle de nettoyage.

• Seulement un four peut être autonettoyé à la fois.

• La porte des deux fours est verrouillée lors de l’autonettoyage de
l’un des fours.

Four autonettoyant
ATTENTION

• Il est normal que certaines pièces du four encastré deviennent
très chaudes durant le cycle d’autonettoyage.

• Pour éviter d’endommager la porte du four, n’essayez pas de
l’ouvrir lorsque le mot LOCK (Verrouillage) est affiché.

• Évitez de toucher la porte, le hublot et la zone de l’évent du four
lors d’un cycle d’autonettoyage.

• N’utilisez pas de nettoyant commercial pour four sur le fini ou
tout autre composant du four  pour ne pas les endommager.

Le cycle d’autonettoyage utilise des températures de cuisson
supérieures à la normale afin de nettoyer automatiquement l’intérieur
du four.

Le four doit être nettoyé régulièrement. Les éclaboussures doivent
être essuyées pour éviter une production excessive de fumée ou
l’apparition de flammes. Ne laissez pas de résidus s’accumuler dans
le four.

Durant le processus d’autonettoyage, il convient de bien aérer la
cuisine pour éliminer les odeurs normalement émises durant le
nettoyage.

Avant l’autonettoyage
1. Éteignez la lampe de four avant le nettoyage. Celle-ci risquerait de

griller durant le cycle de nettoyage.

2. Enlevez la lèchefrite, tous les plats et les grilles du four. Si vous
n’enlevez pas les grilles, elles risquent de se décolorer et de ne
plus glisser aussi facilement après le cycle d’autonettoyage.

3. Nettoyez le cadre du four, le cadre de
la porte, la zone à l’extérieur du joint et
autour de l’ouverture du joint de la
porte à l’aide d’eau et de détergent ou
d’un nettoyant non abrasif comme Bon
Ami*.  Le processus d’autonettoyage
ne nettoie pas ces zones.  Elles doivent
être nettoyées pour empêcher la saleté de s’incruster pendant le
cycle de nettoyage.  (Le joint assure l’étanchéité autour de la porte
et du hublot du four.)

4. Pour empêcher tout dommage, ne nettoyez pas et ne frottez pas
le joint qui se trouve autour de la porte du four.  Ce joint est conçu
pour éviter les pertes de chaleur pendant le cycle d’autonettoyage.

5. Éliminez les résidus de graisse ou de produits renversés sur la
sole avant le nettoyage.  Ceci empêche la formation de flammes
ou de fumée durant le nettoyage.

6. Essuyez les résidus sucrés et acides, comme les patates douces, la
tomate ou les sauces à base de lait. L’émail vitrifié possède une
résistance limitée aux composés acides.  Il peut se décolorer si les
résidus acides ou sucrés ne sont pas enlevés avant le cycle
d’autonettoyage.

8113P620-60 3/22/06, 4:34 PM30

Download from Www.Somanuals.com. All Manuals Search And Download.



30

3. Appuyez sur la touche Clean (Nettoyage) qui
convient.

• SET clignote à l’afficheur.

4. Appuyez sur la touche Autoset (Programmation
automatique).

• LITE (niveau de saleté légère) sera affiché.

5. Appuyez sur la touche Autoset pour faire défiler
les réglages de l’autonettoyage.

HVy (Saleté épaisse, 4 heures)

MEd (Saleté moyenne, 3 heures)

LITE (Saleté légère, 2 heures)

La sélection du niveau de salissure établit automatiquement la
durée de l’autonettoyage.

6. Après quatre secondes, CLEAN, DELAY et UPPER ou LOWER
paraissent à l’afficheur et LOCK clignote.  Lorsque la porte des
fours se verrouillent, LOCK ne clignote plus pour montrer que le
four est programmé pour un autonettoyage différé.  La durée
d’attente est affichée.

Remarques :
• Si une porte est ouverte, «door» paraît à l’afficheur et un bip

retentit tant que la porte n’est pas refermée et si vous
n’appuyez pas de nouveau sur la touche Clean.

• Si plus de 30 secondes s’écoulent entre le moment où vous
appuyez sur la touche Clean et celui où vous appuyez sur la
touche Autoset, la programmation retournera
automatiquement à l’affichage précédent.

• Les portes seront abîmées si elles sont forcées pour les ouvrir
quand LOCK est encore affiché.

Une décoloration blanche peut paraître après l’autonettoyage
si des aliments acides ou sucrés n’ont pas été enlevés avant
l’autonettoyage.  Cette décoloration est normale et n’affecte pas le
rendement de l’appareil.

Pendant l’autonettoyage
Quand LOCK paraît à l’afficheur, les deux portes sont verrouillées.
Pour ne pas abîmer les portes, il ne faut pas les forcer quand LOCK
est affiché.

Fumée et odeurs
Lors des premiers autonettoyages vous pourrez voir de la fumée et
remarquer des odeurs.  Ceci est normal et deviendra éventuellement
moins fréquent.

De la fumée peut se dégager si le four est très sale ou si la lèchefrite
a été laissée dans le four.

Bruits
La chaleur dans le four, peut déclencher des bruits de contraction ou
de dilatation du métal.  Ceci est normal et n’abîme pas le four.

Après l’autonettoyage
Environ une heure après la fin de l’autonettoyage, LOCK disparaîtra à
l’afficheur.  Il est alors possible d’ouvrir les portes.

Certaines saletés peuvent donner des cendres grises légères.
Enlevez-le avec un linge humide.  S’il reste de la saleté, cela indique
que le cycle de nettoyage n’a pas été assez long.  Cette saleté
restante sera enlevée au prochain cycle d’autonettoyage.

Si les grilles du four ont été laissées à l’intérieur pendant le
cycle d’autonettoyage et qu’elles glissent mal sur leurs
supports, enduisez-les, ainsi que les supports, d’une fine couche
d’huile végétale.

De fines lignes peuvent apparaître dans la porcelaine parce
qu’elle a subi chaleur et refroidissement.  Ceci est normal et
n’affecte pas le rendement de l’appareil.

ATTENTION

Techniques de nettoyage

• Assurez-vous qu’aucune partie de la cuisinière n’est
allumée ou brûlante avant de la manipuler ou de la
nettoyer. Ceci permettra d’éviter brûlures et dégâts.

• Pour éviter la formation de taches ou un changement de
couleur, nettoyez l’appareil après chaque utilisation.

• Après tout démontage de composants, veillez à effectuer un
remontage correct.

Lèchefrite et sa grille
Ne couvrez jamais la grille de papier d’aluminium; cela
empêche la graisse de couler dans la lèchefrite.
• Recouvrez la lèchefrite et sa grille d’un linge savonneux; laissez

tremper pour détacher les résidus.
• Lavez avec de l’eau savonneuse tiède. Utilisez un tampon à récurer

pour éliminer les souillures tenaces.
• On peut placer les deux composants de la lèchefrite dans un lave-

vaisselle.

Grilles des brûleurs - en fonte porcelanisée
• Laissez les grilles refroidir complétement.
• Lavez les grilles avec de l’eau savonneuse tiède et un tampon à

récurer en plastique non abrasif.  Pour les souillures tenaces, les
taches tenaces, nettoyez-les avec un tampon récureur non abrasif
rempli de savon, ou une crème de nettoyage pour table de cuisson*
(Pièce n º 20000001)**  et une éponge.  S’il reste des souillures,
appliquez de nouveau la crème pour table de cuisson, recouvrez
avec un essuie-tout humide, et laissez tremper pendant 30 minutes.
Frottez de nouveau, rincez et faites sécher.

• N’effectuez pas le nettoyage au lave-vaisselle ou dans le four
autonettoyant.

Chapeau de brûleur  et socles des brûleurs à gaz scellés
Têtes de brûleur amovibles
• Laissez le brûleur refroidir. Enlevez le chapeau de brûleur pour le

laver dans de l’eau savonneuse avec un tampon à récurer en
plastique. Pour les taches tenaces, nettoyez-les avec un tampon

*   Marques déposées des fabricants respectifs.
**  Pour commander directement, composer le 1-800-JENNAIR
    (1-800-536-6247).
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récureur non abrasif rempli de savon, ou une crème de nettoyage
pour table de cuisson* (Pièce nº 20000001)** et une éponge.

• N’effectuez pas le nettoyage au lave-vaisselle ou dans le four
autonettoyant.

Socles des brûleurs à gaz scellés
• Nettoyez fréquemment. Laissez le brûleur refroidir. Nettoyez avec du

savon et un tampon à récurer en plastique.  Pour les souillures
tenaces, nettoyez avec un tampon savonneux et non abrasif.
N’agrandissez pas ou ne déformez pas les trous.

• Veillez à ne pas introduire d’eau dans les orifices du brûleur.
• Travaillez prudemment lors du nettoyage de l’allumeur. Si l’allumeur

est endommagé ou mouillé, les brûleurs de la table de cuisson ne
pourront pas s’allumer.

Horloge et  zone des touches de commande
• Pour utiliser la fonction « Control Lock » (Verrouillage des

commandes) pour le nettoyage, voir page 38.
• Lavez, rincez et faites sécher. N’utilisez pas un agent de nettoyage

abrasif susceptible de rayer la finition.
• Les nettoyants pour vitres peuvent être utilisés s’ils sont d’abord

pulvérisés sur un chiffon. NE projetez PAS le produit directement
sur les touches de commande ou sur l’afficheur.

Boutons de commande
• Placez chaque bouton à la position de OFF (Arrêt), et retirez chaque

bouton en le tirant vers le haut.
• Lavez, rincez et faites sécher. N’utilisez pas un agent de nettoyage

abrasif susceptible de rayer la finition.
• Faites fonctionner brièvement chaque brûleur pour vérifier que le

bouton a été correctement réinstallé.

Dosseret, table de cuisson et tableau de commande -
Émail vitrifié
L’émail vitrifié est du verre lié au métal par fusion. Il peut se fissurer ou

s’écailler en cas de mauvaise utilisation. Il est résistant aux acides,
mais pas totalement inattaquable par les acides.  On doit éliminer
immédiatement tout résidu de renversement avec un linge sec,
particulièrement s’il s’agit de composés acides ou sucrés.

• Une fois refroidi, lavez avec de l’eau savonneuse, rincez et séchez.
• N’essuyez jamais une surface tiède ou chaude avec un linge

humide. Ceci pourrait la fissurer ou l’écailler.
• N’utilisez jamais de nettoyants pour four, d’agents de nettoyage

caustiques ou abrasifs sur le fini extérieur de la
cuisinière.

Panneaux, peinture émail
• Une fois les pièces refroidies, lavez-les à l’eau savonneuse tiède,

rincez et séchez. N’essuyez jamais une surface tiède ou chaude
avec un linge humide car cela pourrait abîmer la surface et
provoquer des brûlures par la vapeur. Pour les taches rebelles,
utilisez des agents de nettoyage légèrement abrasifs comme la pâte
au bicarbonate de soude ou Bon Ami*. N’utilisez pas de nettoyants
abrasifs comme les tampons en laine d’acier ou les nettoyants pour
four. Ces produits rayeraient ou endommageraient la surface de
façon permanente.

Important : Utilisez un linge ou un torchon sec pour essuyer
les produits renversés, surtout s’ils sont acides ou sucrés. La
surface pourrait se décolorer ou se ternir si la saleté n’était
pas immédiatement enlevée. Ceci est particulièrement
important dans le cas de surfaces blanches.

Vitres des hublots et portes
• Évitez d’utiliser trop d’eau, qui risquerait de s’infiltrer sous ou

derrière le verre.
• Lavez à l’eau et au savon. Rincez à l’eau claire et séchez.  Un produit

de nettoyage du verre peut être utilisé en le
pulvérisant d’abord sur un chiffon.

• N’utilisez pas de nettoyants abrasifs comme tampons à récurer,
laine d’acier ou nettoyants en poudre qui risqueraient
de rayer le verre.

Intérieur du four
• Exécutez les instructions présentées aux pages 29-30 pour

l’autonettoyage du four.

Grilles du four
• Nettoyez avec de l’eau savonneuse.
• Éliminez les souillures tenaces avec une poudre de nettoyage ou un

tampon à récurer savonneux. Rincez et séchez.
• Si les grilles sont laissées dans le four pendant le cycle

d’autonettoyage, elles se décolorent et peuvent ne plus très bien
glisser.  Si ceci se produit, appliquez par essuyage un peu d’huile
végétale sur la grille et ses supports en relief pour faciliter le
mouvement, et enlevez l’excès d’huile.

Acier inoxydable
• N’UTILISEZ PAS DE PRODUITS DE NETTOYAGE CONTENANT

DU JAVELLISANT.
• N’UTILISEZ PAS DE NETTOYANTS « ORANGE » OU ABRASIFS.
• ESSUYEZ TOUJOURS DANS LE SENS DE LA TEXTURE DE

L’ACIER LORS DU NETTOYAGE.
• Nettoyage journalier/saleté légère –– Essuyez avec l’un des

produits suivants : eau savonneuse, vinaigre blanc/eau, produit de
nettoyage pour verre et surface Formula 409* ou un produit
semblable pour verre - avec un linge souple et une éponge. Rincez
et séchez. Pour polir et enlever les marques de doigts, faites suivre
par une vaporisation de Magic Spray pour acier inoxydable* (produit
n° 20000008)**.

• Saleté modérée/épaisse ––Essuyez avec l’un des produits
suivants : Bon Ami*, Smart Cleanser* ou Soft Scrub* - à l’aide d’un
linge souple ou d’une éponge humide. Rincez et séchez. Les taches
rebelles peuvent être enlevées avec un tampon Scotch-Brite*
humidifié et en frottant dans le sens du grain. Rincez et séchez. Pour
retirer les marques et redonner du lustre, faites suivre par une
pulvérisation de produit pour acier inoxydable Magic Spray*.

• Décoloration –– Avec un chiffon doux ou une éponge humide,
passez du nettoyant pour acier inoxydable Cameo*. Rincez
immédiatement et séchez. Pour retirer les marques et redonner du
lustre, faites suivre par une pulvérisation de produit pour acier
inoxydable Magic Spray*.
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ENTRETIEN

Portes de four Hublots
Protection des hublots :
1. N’utilisez pas de produits nettoyants abrasifs comme des

tampons à récurer en laine d’acier ou des produits de nettoyage
en poudre qui risqueraient de rayer le verre.

2. Ne heurtez pas le hublot en verre avec un ustensile, un article de
mobilier, un jouet, etc.

3. Ne fermez pas la porte du four avant que les grilles ne soient en
place dans le four.

Toute dégradation du hublot de verre - rayure, choc, tension, etc. -
peut affaiblir sa structure et augmenter le risque de bris à une date
ultérieure.

Pour s’assurer le remplacement de l’ampoule par une ampoule
appropriée, commandez-la auprès du service-clients de Jenn-Air.
Appelez le 1-800-JENNAIR (1-800-536-6247).

Pour remplacer les ampoules du four :
1. Débranchez la cuisinière.

2. Une fois le four froid, saisissez le rebord du couvre-ampoule du
bout des doigts. Enlevez-le en tirant dessus.

3. Enlevez soigneusement la vieille ampoule en la tirant tout droit du
socle en céramique.

4. Pour éviter d’endommager l’ampoule neuve ou de diminuer sa
durée, ne la touchez pas avec les doigts ou les mains sans
protection. Tenez-la avec de l’essuie-tout ou un linge. Enfoncez
tout droit les broches de l’ampoule dans les petits trous du socle
en céramique.

5. Remettez le cabochon en l’enclenchant en place.

6. Rebranchez la cuisinière. Remettez l’horloge à l’heure.

Lampe du four supérieur et du
four inférieur

• Débranchez la cuisinière avant de remplacer l’ampoule.

• Laissez le four refroidir avant de remplacer l’ampoule.

• Assurez-vous que le cabochon et l’ampoule sont froids avant de
les toucher.

• Ne grimpez pas sur la porte du four ouverte, ou ne lui imposez
pas une charge excessive. Ceci pourrait provoquer un
basculement de la cuisinière, le bris de la porte ou des blessures
pour la personne concernée.

• N’essayez pas d’ouvrir ou de fermer la porte et ne mettez pas le
four en marche tant que la porte n’est pas bien remise en place.

• Ne placez jamais les mains ou les doigts entre les charnières et
le cadre avant du four. Les bras de charnière de la porte sont à
ressort et se rabattent violemment contre la cuisinière, risquant
de blesser les doigts, s’ils reçoivent accidentellement un coup.

Les deux portes de four sont amovibles.

Extraction :
1. Une fois la cuisinière froide, ouvrez la

porte jusqu’à la première position
d’arrêt (environ 10 cm [4 po]).

2. Saisissez la porte de chaque côté.
Ne soulevez pas la porte par la
poignée.

3. Tirez vers le haut sans saccades
jusqu’à ce que la porte ait passé les bras de charnière.

Réinstallation :
1. Saisissez la porte de chaque côté.

2. Alignez les fentes de la porte et les bras de charnière.

3. Faites glisser la porte sur les bras de charnière jusqu’à ce qu’elle
repose complètement sur les charnières. Poussez sur les coins
supérieurs de la porte, de façon à ce qu’elle soit poussée à fond
sur les charnières. La porte ne doit pas avoir l’air de travers.

ATTENTION

ATTENTION

Important : La fermeture des portes d’une cuisinière neuve peut
sembler être résiliente. Ceci est normal et diminuera avec le temps.
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Déplacement d’un appareil
à gaz
Les raccords des appareils à gaz utilisés sur cet appareil ne sont pas
conçus pour des déplacements fréquents. Une fois l’appareil installé,
NE le déplacez PAS de façon répétée pour le nettoyer ou le changer
de place. Si cet appareil doit être déménagé et/ou enlevé pour être
réparé, suivez la méthode décrite dans les instructions d’installation.
Pour toute information, prenez contact avec le service à la clientèle
de Jenn-Air au 1-800-JENNAIR (1-800-536-6247).

Il faut que le pied arrière de la cuisinière soit engagé dans la bride
antibasculement pour que la cuisinière ne puisse basculer
accidentellement.

Pieds de réglage de l’aplomb

ANTI-TIP BRACKET

LEVELING LEGPIED DE RÉGLAGE DE
L’APLOMB

ATTENTION
Assurez-vous que l’un des pieds réglables de l’arrière est bien
engagé dans le dispositif spécial de stabilisation fourni avec la
cuisinière. Celui-ci empêche la cuisinière de basculer
accidentellement.

Assurez-vous que la cuisinière est d’aplomb une fois
installée.  Dans le cas contraire, tournez les pieds de
mise à niveau, à chacun des angles de la cuisinière,
jusqu’à ce que celle-ci soit d’aplomb.

BRIDE
ANTIBASCULEMENT

Raccordement électrique
Les appareils nécessitant une alimentation
électrique comportent une fiche de mise à la
terre à trois broches qui doit être branchée
directement sur une prise de 120 volts à trois
cavités et correctement mise à la terre.

Toujours débranchez l’appareil avant d’y faire de
l’entretien.

La fiche de mise à la terre à trois broches offre une protection contre
le risque de choc électrique. NE COUPEZ PAS OU N’ENLEVEZ
PAS LA BROCHE DE TERRE DU CORDON D’ALIMENTATION.

Si la prise ne comporte que deux cavités, n’est pas mise à la terre ou
n’est pas appropriée, le propriétaire de l’appareil a la
responsabilité de faire remplacer la prise par une prise à trois
cavités correctement mise à la terre.

Pour la plupart des problèmes observés, essayez d’abord
ce qui suit.
• Vérifiez que les commandes du four sont correctement réglées.
• Vérifiez si le four est bien raccordé au circuit électrique.
• Inspectez/réarmez le disjoncteur.  Inspectez/remplacez les fusibles.
• Vérifiez l’alimentation électrique ou de gaz.

Un brûleur de surface ne s’allume pas.
• Vérifiez que l’appareil est correctement raccordé à la source

d’électricité.
• Déterminez si l’alimentation électrique est interrompue (fusible

grillé/disjoncteur ouvert).
• Vérifiez que l’allumeur est sec et qu’il émet des étincelles. Le

brûleur ne peut s’allumer si l’allumeur est endommagé, souillé ou
mouillé. Si l’allumeur ne génère pas d’étincelles, ramenez le bouton
de commande à la position OFF (Arrêt).

• Orifices du brûleur obstrués.

Flammes non uniformes.
• Orifices du brûleur obstrués.

La flamme du brûleur s’éloigne des orifices.
• Assurez-vous qu’un ustensile repose sur la grille.

RECHERCHE DES PANNES

L’horloge, des icônes ou des témoins fonctionnent mais le
four ne chauffe pas.
• Le four peut être programmé pour une fonction Cook & Hold ou

Delay.
• La commande de verrouillage de four peut ne pas être

programmée. Consultez la page 38.

La lampe de four et/ou l’horloge ne fonctionnent pas.
• L’ampoule est défectueuse ou mal serrée.
• La lampe de four ne fonctionne pas pendant l’autonettoyage.
• Le four peut être en mode Sabbat. Voyez page 45.

Les résultats de la cuisson diffèrent de ceux du four
précédent.
• Vérifiez que la température sélectionnée est correcte. Assurez-vous

que le four est préchauffé quand cela est précisé dans la recette.
• Déterminez si l’évent du four est obstrué.  Voyez son emplacement

page 46.
• Assurez-vous que la cuisinière est d’aplomb.
• Les réglages de température varient souvent entre un four neuf et

le four qu’il remplace. Avec l’âge des fours, la température est
souvent décalée dans un sens ou dans l’autre. Consultez la page
45 pour obtenir les instructions sur le réglage de la température
des fours.  Important :  Il n’est pas recommandé de régler la
température si cela concerne une ou deux recettes seulement.
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• Utilisez les bons ustensiles. Les ustensiles foncés donnent un
brunissement de couleur foncée, les ustensiles brillants, un
brunissement plus clair.

• Vérifiez la position des grilles et des ustensiles. Lors de la répartition
sur deux grilles, ne superposez pas les plats. Veillez à laisser un
espace de 2,5 à 5 cm (1 à 2 po) entre les plats et les parois du four.

• Contrôlez l’utilisation de feuille d’aluminium dans le four. Ne
recouvrez jamais complètement une grille du four avec de la feuille
d’aluminium. Placez un petit morceau de feuille d’aluminium sur la
grille sous le plat pour récupérer les matières renversées.

Les aliments ne grillent pas correctement ou dégagent
beaucoup de fumée.
• Vérifiez la position de grille. Les aliments sont peut-être trop

proches de brûleur.
• Le papier d’aluminium a été mal utilisé. Ne garnissez jamais la grille

de lèchefrite avec de la feuille d’aluminium.
• Enlevez l’excès de graisse sur la pièce de viande avant la cuisson

au gril.
• Utilisation d’une lèchefrite souillée.
• Préchauffez le four pendant 3 à 4 minutes avant de placer le plat

dans le four.

L’autonettoyage ne se fait pas.
• Déterminez que l’appareil n’a pas été programmé pour un

autonettoyage différé. Voyez pages 29-30.
• Vérifiez que la porte est fermée.
• Vérifiez si la commande est en mode Sabbat. Voyez page 45.
• Le four est peut être à une température supérieure à 204° C (400° F).

La température du four doit être inférieure à 204° C (400° F) pour
pouvoir programmer un cycle d’autonettoyage.

Le four ne se nettoie pas  correctement.
• Un temps de nettoyage plus long peut être nécessaire.
• On n’a pas éliminé avant l’opération d’autonettoyage les accumula-

tions excessives de résidus,
particulièrement les résidus d’aliments acides ou sucrés.

La porte du four ne se déverrouille après le cycle
d’autonettoyage
• L’intérieur du four est encore chaud.  Allouez environ une heure

pour que le four se refroidisse après un cycle d’autonettoyage. Il est
possible d’ouvrir la porte après la disparition du message LOCK
(Verrouillage) sur l’afficheur.

• Les commandes et la porte sont peut-être verrouillées. Voyez
page 38.

De l’humidité se retrouve sur le hublot ou de la vapeur
s’échappe de l’évent.
• Ceci est normal avec des aliments à teneur élevée en humidité.
• Trop d’humidité a été utilisé pour nettoyer le hublot.

Odeur forte ou fumée légère à la mise en marche du four.
• Ceci est normal pour une cuisinière neuve et disparaît après

quelques utilisations. Un autonettoyage éliminera les odeurs plus
rapidement.

• La mise en marche d’un ventilateur d’extraction aide à enlever
fumée et odeur.

• Saleté importante sur la sole.  Faites un autonettoyage.

Codes d’anomalie
• BAKE (Cuisson au four) ou LOCK peuvent clignoter rapidement

pour vous avertir d’une erreur ou d’un problème. Si le mot BAKE
ou LOCK paraît à l’afficheur, appuyez sur la touche CANCEL
(Annuler).  Si les mots BAKE ou LOCK continuent à clignoter,
débranchez l’appareil. Attendez quelques minutes, puis
rebranchez l’appareil. Si le clignotement continue, débranchez
l’appareil et appelez un réparateur.

• Si les saletés sont importantes, un excès de flammes peut
conduire à l’apparition d’un code erreur pendant l’autonettoyage.
Appuyez sur la touche CANCEL et laissez le four se refroidir
complètement, essuyez l’excès de saleté, puis relancez
l’autonettoyage. Si le code d’anomalie reparaît, contactez un
réparateur autorisé.

Des bruits se font entendre.
• Le four peut faire différents bruits légers. Vous pouvez entendre

les relais fonctionner Ceci est normal.
• La chaleur dans le four puis le refroidissement, peuvent

déclencher des bruits de contraction
ou de dilatation du métal. Ceci est normal et n’abîme pas le four.

Il n’y a pas de bips et l’afficheur ne marche pas.
• Le four peut être en mode Sabbat. Consultez la page 38.
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Allumage sans
flamme de veille
Le dispositif d’allumage ne fait intervenir
aucune flamme de veille.
Chaque brûleur de la table de
cuisson comporte un allumeur
par étincelle. Travaillez prudemment
lors du nettoyage autour des brûleurs
de la table de cuisson.

Si un brûleur de la table de cuisson ne s’allume pas, déterminez si
l’allumeur est brisé, sali ou mouillé.

Boutons de commande de la
surface de cuisson
On utilise ces boutons pour commander l’allumage des brûleurs de
surface.  On peut régler chaque bouton à toute position entre les
positions extrêmes LOW et HIGH.  On peut choisir toute position de
réglage entre les deux positions extrêmes.

Un graphique près de chaque bouton identifie le brûleur de
surface commandé par ce bouton. Par exemple, le graphique
ci-contre identifie le brûleur avant/droit.

CUISSON SUR LA SURFACE

Réglages suggérés de la
puissance de chauffage
La taille et le type d’ustensile, le type et la
quantité d’aliments et la puissance du
brûleur en BTU permettront de
déterminer à quelle
position il faut régler le
bouton pour les différents types de
cuisson.  Utilisez les inscriptions
imprimées autour des boutons comme
guide.   Les descriptions suivantes vous
aideront à choisir le type de réglage qui
vous donnera les meilleurs résultats :

Maintien au chaud : Les aliments restent à une température
supérieure à 60° C (140º F) sans continuer à cuire. Les aliments sont
chauffés sur des flammes plus grandes jusqu’à ce qu’ils atteignent
cette température, puis, la taille des flammes est réduite. N’utilisez
jamais le réglage de maintien au chaud pour réchauffer des aliments
froids. Assurez-vous que le bouton est réglé pour que les flammes
soient stables. (Utilisez le réglage Low (Bas) ou le brûleur de
mijotage situé à l’arrière à droite pour garder les aliments chauds.)

Mijotage : Des bulles se forment à la surface des aliments.  Les
aliments sont à une température située entre 85 et 93° C (185 et
200º F). Ce réglage peut aussi être utilisé pour cuire des aliments à la
vapeur, pour les pocher ou encore pour continuer la cuisson
d’aliments dans un récipient couvert. (Ajustez le bouton entre High
(Élevé) et Low pour obtenir le mijotage désiré.)

Ébullition lente : Des bulles se forment à un rythme modéré. Ce
réglage peut aussi servir pour faire frire la majorité des aliments et
pour maintenir l’ébullition de grandes quantités de liquide. (Ajustez le
bouton entre High et Low pour obtenir l’ébullition désirée.)

Ébullition : Des bulles se forment dans le liquide à un rythme rapide.
Ce réglage peut aussi être utilisé pour porter un liquide à ébullition,
faire brunir de la viande, la faire sauter et chauffer de l’huile pour
faire frire avant de passer à un réglage inférieur. Le réglage High est

OFF

LOW

LITE

HIGH

• Si un brûleur s’éteint durant une opération de cuisson, fermez
l’arrivée de gaz au brûleur. Si une forte odeur de gaz est
perceptible, ouvrez une fenêtre et attendez cinq minutes avant
d’allumer de nouveau le brûleur.

• Avant d’ouvrir l’arrivée de gaz à la cuisinière, vérifiez que
chaque bouton de commande est à la position OFF.

• NE touchez JAMAIS la surface de cuisson avant qu’elle se soit
complètement refroidie. Certaines zones de la surface,
particulièrement au voisinage des brûleurs, peuvent devenir
très chaudes durant une cuisson. Utilisez des maniques.

Commandes de la
surface de cuisson

ATTENTION

toujours utilisé pour porter les liquides à ébullition. Une fois que le
liquide bout, réduisez toujours la taille des flammes en plaçant le
bouton au réglage le plus bas, qui maintiendra l’ébullition. (Tournez
le bouton vers High, puis ajustez la taille des flammes afin qu’elles
soient adaptées au diamètre de l’ustensile.)

ALLUMEUR

CHAPEAU DE BRÛLEUR

ORIFICES

SOCLE DE BRÛLEUR

Réglage des commandes :
La puissance de chauffage à employer dépend du type et de la taille
de l’ustensile utilisé.

1. Placez un ustensile sur la grille du brûleur.

• Si aucun ustensile n’est placé sur la grille du brûleur, les
flammes peuvent avoir tendance à se séparer du brûleur.

2. Appuyez et tourner le bouton dans le sens anti-horaire, jusqu’à la
position LITE (Allumage).

• On peut percevoir le cliquetis correspondant à la production
des étincelles, et le brûleur s’allume.  (Les quatre allumeurs
produisent des étincelles lorsqu’on place le bouton de l’un des
brûleurs à la position LITE.)

3. Après l’allumage du brûleur, réglez la taille des flammes selon le
désir en tournant le bouton de commande.

• L’allumeur continue à produire des étincelles aussi longtemps
que le bouton est à la position LITE.

4. Après une cuisson, ramenez le bouton à la position OFF. Retirez
l’ustensile.
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Remarques :
• Un brûleur convenablement réglé et dont les orifices sont

propres s’allume en quelques secondes. Lors de l’alimentation
au gaz naturel les flammes sont bleues, avec un cône interne
bleu intense.

Si les flammes d’un brûleur sont jaunes ou si la combustion est
bruyante, le ratio air/gaz peut être incorrect. Demandez à un
technicien d’effectuer le réglage. (La garantie ne couvre pas ce
réglage.)

Lors de l’alimentation au gaz de pétrole liquéfié, il est accep-
table que l’extrémité des flammes soit jaune. Ceci est normal;
aucun réglage n’est nécessaire.

• Avec certains types de gaz, on peut percevoir un petit bruit
d’explosion lors de l’extinction d}un brûleur de surface. Ceci est
normal.

• Si on fait passer rapidement le bouton de commande de la
position HIGH (Élevée) à la position LOW (Basse), les flammes
peuvent s’éteindre, particulièrement si le brûleur est froid.  Si
ceci se produit, placez le bouton de commande à la position
OFF (Arrêt) et attendez quelques secondes avant d’allumer de
nouveau le brûleur.

• Ajustez la puissance de chauffage de telle manière que les
flammes ne débordent pas à la périphérie de l’ustensile.

Pour éviter la formation de taches ou un
changement de couleur de la surface de cuisson :

• Nettoyez la surface de cuisson après chaque
  utilisation.

• Enlevez les résidus renversés de produits acides
ou sucrés dès que la surface de cuisson a refroidi;
ces produits renversés peuvent faire changer la

couleur de l’émail.

À la différence d’une cuisinière dotée de brûleurs à gaz standard, la
surface de cuisson de cette cuisinière n’est pas amovible ou relevable.
Ne tentez pas de relever la surface de cuisson, quelle qu’en soit
la raison.

Brûleurs scellés
Les brûleurs scellés de la cuisinière sont fixés sur la surface de
cuisson; ils ne sont pas conçus pour être enlevés.  Comme les brûleurs
sont scellés, un produit qui déborde d’un ustensile ne s’infiltrera pas
sous la surface de cuisson.

On devrait cependant nettoyer les brûleurs après chaque utilisation. La
partie principale du brûleur a un chapeau démontable qui est
facilement retiré pour le nettoyage. (Voyez les instructions de
nettoyage à la page 30.)

Les chapeaux des brûleurs doivent être correctement placés sur le
socle de brûleur pour l’exécution appropriée du brûleur.

Brûleurs de haute performance
Cette cuisinière est dotée d’un brûleur de 16 000 BTU*, à haute
vitesse, placé à l’avant gauche. Un brûleur de 12 000 BTU* est situé à
l’avant droit. Ces brûleurs permettent une cuisson rapide qui peut
servir à faire bouillir rapidement de l’eau ou à cuire une grande
quantité d’aliments.

Brûleur de faible puissance
Ce brûleur est situé à l’arrière à droite. Il offre une plus faible
puissance pour faire cuire des sauces délicates ou pour faire fondre le
chocolat.

* La puissance thermique (BTU) des brûleurs est différente lors de
l’alimentation au gaz de pétrole liquéfié.

Grilles de brûleur
Avant une opération de cuisson, vérifiez que la grille est
correctement placée.  Posez les grilles sur la cuisinière en faisant
correspondre leurs barres et pour que leurs pieds en caoutchouc aux
coins des grilles se logent dans les empreintes de la surface de
cuisson.

Une mauvaise installation ou dépose des grilles peut égratigner ou
ébrécher la surface de cuisson. Les ustensiles placés sur les grilles
pourraient se retrouver instables.

Ne faites pas fonctionner un brûleur sans qu’un ustensile soit
placé sur la grille.  L’émail de la grille peut s’écailler s’il n’y a
aucun ustensile capable d’absorber la chaleur émise par le
brûleur.

Travaillez prudemment lorsqu’il faut remuer des aliments dans un
ustensile placé sur la grille de brûleur. Les grilles comportent un fini
lisse qui facilite le nettoyage. Les marmites/casseroles glisseront si
elles ne sont pas maintenues. Ceci peut entraîner un renversement
de nourritures chaudes et donc causer des brûlures.

Même si les grilles sont très durables, elles finissent par perdre leur
éclat ou se décolorent à cause de la température élevée des
flammes.

Avant d’allumer un brûleur de surface, vérifiez que tous les
boutons de commande sont à la position OFF.   A p p r o c h e z

l’allumette enflammée du brûleur 

avant

 de faire tourner le bouton

jusqu’à la position LITE.

ATTENTIO N

U t i l i s a t i o n  d u r a n t  u n e

p a n n e  d ’ é l e c t r i c i t é

1 . A p p r o c h e z  u n e  a l l u m e t t e  e n f l a m m é e  d u  b r û l e u r  à  u t i l i s e r .

2 . E n f o n c e z  e t  f a i t e s  t o u r n e r  l e n t e m e n t  l e  b o u t o n  d e  c o m m a n d e

jusqu’à la position LITE.
3 . A p r è s  l ’ a l l u m a g e  d u  b r û l e u r ,  r é g l e z  l a  t a i l l e  d e s  f l a m m e s  s e l o n  l e

désir en tournant le bouton de commande.

S u r f a c e  d e  c u i s s o n
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Horloge
L’horloge peut être programmée pour 0 - 12 h ou 0 - 24 h.
L’horloge a été programmée à l’usine en format 0 - 12 h

Pour obtenir le format 0 - 24 h :
1. Appuyez et maintenez la touche CANCEL

supérieur et la touche Favorite pendant
trois secondes.

• 12 Hr clignote sur l’afficheur.

2. Appuyez sur la touche Autoset pour choisir 24 Hr;
appuyez à nouveau pour choisir 12 Hr.

CUISSON AU FOUR

Tableau de commande

Le tableau de commande est conçu pour faciliter la programmation. L’afficheur indique l’heure, les paramètres de la minuterie et les fonctions du
four. Le tableau de commande illustré comporte la convection et des caractéristiques particulières à d’autres modèles. (Le style peut varier selon
le modèle.)

Utilisation des touches
• Appuyez sur la touche désirée.

• Appuyez sur les touches numériques pour entrer la durée ou la
température.

• Ou, appuyez sur la touche Autoset pour entrer la température.

• Un bip retentit lorsque l’on appuie sur une touche.

• Un double bip retentit en cas d’erreur de programmation.

Important : Quatre secondes après avoir entré le chiffre, la durée
ou la température seront automatiquement entrées. Si plus de 30
secondes s’écoulent entre la pression sur une touche de fonction et
les touches numériques, la fonction sera annulée et l’afficheur
reviendra à l’affichage précédent.

ABake (Cuisson) S’utilise pour la cuisson courante et le

rôtissage.B Broil (Gril) S’utilise aussi pour faire dorer.C Keep WarmS’utilise pour maintenir au chaud dans le(Maintien au chaud) four les aliments cuits.D Clean (Nettoyage) S’utilise pour programmer le cycled’autonettoyage.E Oven LightS’utilise pour allumer ou éteindre la lampe(Lampe de four) de four supérieure et l’inférieure.F Number PadsS’utilisent pour programmer la durée et la(Touches température.

numériques)G CANCELPermet d’annuler toutes les opérations sauf(Annulation) la minuterie et l’horloge.H Convect RoastS’utilise pour rôtir avec convection.(Rôtissage par

convection)I Convect BakeS’utilise pour cuire au four par convection.(Cuisson au fouravec convection)J TIMER 1 ou 2 S’utilise pour programmer la minuterie.(Minuterie 1 ou 2)K Clock (

Horloge) S’utilise pour programmer l’horloge.L Cook & HoldPermet de cuire pendant une durée(Cuisson et maintien) programmée et ensuite maintenir lesaliments chauds pendant 1 heure.M Delay (

Attente) S’utilise pour différer le commencementde la cuisson ou de l’autonettoyage.N Favorite S’utilise pour programmer ou mémoriser(Opér. favorites) une « cuisson et maintien » spécifique.O AutosetS’utilise pour programmer les(Programmation températures.automatique)  A       B         C     D                                                       E                   F

     G                  H      I                            J             K         L        M                  N                    OP i l o t l e s s  I g n i t i o n  ( s e l e c t  m o d e l s ) Y o u r  r a n g e  i s  e q u i p p e d  w i t h  p i l o t l e s s  i g n i t i o n .  W i t h  t h i s  t y p e
o f  i g n i t i o n  s y s t e m ,  t h e  g a s  a u t o m a t i c a l l y  s h u t s  o f f  a n d  t h eo v e n  w i l l  n o t  o p e r a t e  d u r i n g  a  p o w e r  f a i l u r e .

A  l i g h t e d  m a t c h  w i l l  n o t  l i g h t  t h e  o v e n  b u r n e r .  N o  a t t e m p t
s h o u l d  b e  m a d e  t o  o p e r a t e  t h e  o v e n  d u r i n g  a  p o w e r  f a i l u r e .
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• La dernière minute du décompte sera affichée sous forme de
secondes.

4. À la fin de la durée programmée, un bip long retentit et le mot
End (Fin) sera affiché.

5. Appuyez sur la touche TIMER pour dégager l’afficheur.

Annulation de la minuterie :
1. Appuyez sur la touche TIMER qui convient et

maintenez-la ainsi pendant trois secondes.

OU

2. Appuyez sur la touche TIMER et ‘0’ à l’aide des
touches numériques.

Verrouillage des
commandes et de la
porte du four
Les portes des fours et les touches peuvent être verrouillées pour
des raisons de sécurité, nettoyage ou pour empêcher toute utilisation
non souhaitée.  Les touches ne fonctionneront pas si elles sont
verrouillées.

Si le four est en cours d’utilisation, les touches et les portes ne
peuvent être verrouillées.

L’heure actuelle du jour restera à l’afficheur lorsque les touches et
les portes seront verrouillées.

Pour verrouiller les deux portes :
1. Appuyez sur la touche CANCEL supérieur

et relâchez.

2. Appuyez et maintenez les touches CANCEL
supérieur et Cook & Hold (Cuisson et maintien)
pendant trois secondes.

• Le symbole OFF (Arrêt) apparaît sur l’afficheur.

• LOCK (Verrouillage) clignote quand les portes se verrouillent.
Les deux portes sont verrouillées. LOCK reste à l'afficheur.

Déverrouillage des deux portes :
Appuyez et maintenez les touches CANCEL
appropriée et Cook & Hold pendant 3 secondes. OFF disparaît de
l’afficheur et LOCK clignote alors que les portes se déverrouillent.

Important : Les touches et les portes de four ne peuvent pas être
verrouillées si la température du four est à 204° C (400° F) ou plus.

Codes d’anomalie
BAKE (Cuisson) ou LOCK peuvent clignoter rapidement pour vous
avertir d’une erreur ou d’un problème.  Si tel est le cas, appuyez sur
la touche CANCEL.  Si les mots BAKE ou LOCK continuent à
clignoter, débranchez l’appareil.  Attendez quelques minutes, puis
rebranchez l’appareil. Si un des mots continue à clignoter,
débranchez l’appareil et prenez contact avec un réparateur autorisé.

3. Programmez l’heure en suivant les instructions données dans la
section Réglage de l’horloge.

Programmation de l’horloge :
1. Appuyez sur la touche Clock (Horloge).

• L’heure du jour clignote à l’afficheur.

• Deux points clignotent à l’afficheur.

2. Appuyez sur les touches numériques appropriées pour
programmer l’heure du jour.

3. Appuyez à nouveau sur la touche Clock ou attendre quatre
secondes.

• Les deux points restent.

Lorsque le courant électrique arrive ou après une interruption de
courant, la dernière heure avant l’interruption de courant va clignoter.

Pour rappeler l’heure du jour lorsqu’une autre fonction de durée
s’affiche, appuyez sur la touche Clock.

Annulation de l’affichage de l’heure :
Si l’on ne désire pas l’affichage de l’heure du jour :

Appuyez et maintenez les touches CANCEL
(Annulation) supérieur et Clock pendant trois
secondes. L’heure du jour disparaît de l’afficheur.

Lorsque l’affichage de l’heure est annulé, appuyez sur la touche Clock
pour afficher brièvement l’heure du jour.

Réaffichage de l’heure :
Appuyez et maintenez les touches CANCEL supérieur et Clock
pendant trois secondes. L’heure du jour réapparaît à l’afficheur.

Minuterie
Chaque minuterie peut être programmée pour une période de une
minute (00:01) à 99 heures et 59 minutes (99:59).

Les minuteries peuvent être utilisées indépendamment de toute
fonction du four.  Elles peuvent être programmées alors qu’une autre
fonction du four est utilisée.

Les minuteries ne commandent pas le four.

Programmation de la minuterie 1 ou de la 2 :
1. Appuyez sur la touche TIMER 1 ou 2 (Minuterie).

• 00:00 et le mot TIMER 1 ou 2
clignotent à l’afficheur.

2. Appuyez sur les touches numériques appropriées
jusqu’à ce que l’heure juste paraisse à l’afficheur.

• TIMER 1 ou TIMER 2 sera affiché. Si les deux
sont utilisées, TIMER 1 et TIMER 2 seront affichés.

• Les deux points et TIMER 1 et/ou 2 continueront à clignoter.

3. Appuyez à nouveau sur la touche TIMER ou attendez quatre
secondes.

• Les deux points s’arrêtent de clignoter et le décompte de la
durée commence.

0
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Cuisson courante au four
Programmation de Bake :
1. Appuyez sur la touche Bake.

• BAKE et 000 clignotent à l’afficheur.

2. Sélectionnez la température du four.  Appuyez
sur la touche Autoset pour 350° F (175° C) ou
sur les touches numériques appropriées.

• Chaque pression additionnelle de la touche Autoset
augmente la température de 25° F (15° C).

• La température peut être programmée de 170° à 550° F
(77° à 288° C).

3. Appuyez de nouveau sur la touche Bake ou attendez
quatre secondes.

• Le mot BAKE cesse de clignoter et s’allume sur l’afficheur.

• L’icône PREHEAT (Préchauffage) s’allume sur l’afficheur et
le four se met en marche.

• 100° (38°) ou la température réelle du four si la température
est de plus de 100° F (38° C) sera affiché.  Elle augmentera par
intervalle de 5° F (3° C) jusqu’à ce que la température
préprogrammée soit atteinte.

Réglage des fonctions du four :
Touche Autoset
S’utilise avec les touches de fonctions pour programmer
automatiquement :

• une température de cuisson au four de 350° F (177° C)

• une cuisson au gril sur le réglage HI (Élevé) ou LO (Bas)

• trois heures de nettoyage

• quatre minutes d’opération grille-pain

• une température de maintien au chaud de 170° F (76° C)

• une température de dessiccation de 140° F (60° C)

• fermentation standard

4. Prévoyez 4 à 10 minutes pour le préchauffage du four supérieur
et 7 à 12 minutes pour le préchauffage du four inférieur.

• Lorsque la température programmée pour le four est atteinte,
un bip long retentit.

• La température programmée s’affiche.

• L’icône PREHEAT s’éteint.

• Pour rappeler la température programmée pendant le
préchauffage, appuyez sur la touche Bake.

Réglage du niveau de bruit
Le réglage par défaut de l’usine pour le niveau de bruit est MEd
(moyen), mais ce réglage peut être changé à LO (faible) ou à HI (fort).

Modification du réglage :

1. Appuyez sur les touches Delay (Attente) et CANCEL (Annuler)
supérieur du four supérieur pendant trois secondes. Un  bip
retentit.  « bEEP » et le niveau de bruit courant (« LO », « MEd » ou «
HI ») paraissent à l’afficheur.

2. Appuyez sur la touche Autoset (Programmation automatique)
pour augmenter ou baisser le niveau de bruit.

3. Attendez quatre secondes pour l’acceptation du nouveau réglage.

4. Si la touche Autoset n’est pas appuyée dans les 30 secondes, la
commande reviendra au réglage existant.

Changement de la
température °F/°C
Le réglage par défaut de l’usine pour la température est en
Fahrenheit.

Modification du réglage :

1. Appuyez sur les touches Bake (Cuisson) et CANCEL supérieur
du four supérieur pendant trois secondes.  Un bip retentit et le
réglage courant (°F ou °C) paraît à l’afficheur.

2. Appuyez sur la touche Autoset pour passer du °F au °C
et vice versa.

3. Attendez quatre secondes pour l’acceptation du nouveau réglage.

4. Si vous n’appuyez pas sur la touche Autoset dans les 30 secondes,
la commande reviendra au réglage existant.

Retour aux réglages par défaut
de l’usine
La commande peut être reprogrammée aux réglages par défaut
de l’usine.

Retour aux réglages par défaut :

1. Appuyez sur les touches Keep Warm (Maintien au chaud) et
CANCEL du four supérieur pendant trois secondes. Un seul bip
retentit et 12:00 paraît à l’afficheur.

2. Reprogrammez l’horloge pour la remettre à l’heure.
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Cuisson avec convection
(four inférieur seulement)
Pour la cuisson avec convection, entrez la température de
cuisson normale.  La commande réduit automatiquement la
température programmée de 15° C (25° F), même si la température
de cuisson normale est affichée.

Programmation de Convect Bake :
1. Appuyez sur la touche Convect Bake (Cuisson

avec convection).

• Les mots LOWER BAKE et l’icône VENTILATEUR
clignotent.

• 000 clignote à l’afficheur.

2. Sélectionnez la température du four.  Appuyez sur la touche
Autoset pour 175° C (350° F) ou sur les touches numériques
appropriées.

• Chaque pression additionnelle de la touche Autoset augmente
la température de 15° C (25° F). La température du four peut
être programmée de 77° à 288° C (170° à 550° F).

3. Appuyez à nouveau sur la touche Convect Bake ou attendez
quatre secondes.

• Les mots LOWER BAKE s’arrêteront de clignoter.

• Les mots PREHEAT et LOWER seront affichés.

• 38° (100°) ou la température réelle du four si la température
est de plus de 38° C (100° F) sera affiché.  Elle augmentera par
intervalle de 3° C (5° F) jusqu’à ce que la température
préprogrammée soit atteinte.

• L’icône VENTILATEUR se mettra à tourner.

4. Laissez le four préchauffer pendant 7 à 12 minutes.

• Lorsque la température programmée pour le four est atteinte,
un bip long retentit et l’icône PREHEAT s’éteint.

• La température programmée s’affiche.

• Pour rappeler la température programmée pendant le
préchauffage, appuyez sur la touche Convect Bake.

Remarques :
• Si le four inférieur N’est PAS utilisé, le préchauffage du four

supérieur sera plus rapide.

• Prévoyez de laisser au moins 13 mm (1/2 po) entre le plat
de cuisson ou la cocotte et le brûleur supérieur du four
supérieur. L’utilisation de plats à pains, de gâteau de Savoie,
ou de gâteau en moule à cheminée dans le four supérieur est
déconseillée.

• Ne gardez pas la température à un niveau inférieur à 60° C
(140° F) pour le maintien au chaud ni à un niveau inférieur à
93° C (200° F) pour cuire car ces températures ne sont pas
suffisamment brûlantes pour cuire la nourriture.

• La partie arrière de l’élément du four inférieur ne deviendra pas
rouge pendant la cuisson. Ceci est normal.

• Pour la cuisson d’une pizza auto-levante surgelée dans le four
supérieur, placez-la sur une plaque à biscuits pour éviter de la
griller.

• Pour le préchauffage d’une pierre à cuisson/pizza dans le four
supérieur, ne réglez pas la température au-delà de 400° F
(204 ° C). Pour utiliser une pierre à cuisson/pizza dans le four
supérieur à une température plus élevée que 400° F (204 ° C),
placez la pierre dans le four après avoir entendu le bip de
préchauffage.

• Pour changer la température du four pendant la cuisson,
appuyez sur Bake (Cuisson), puis sur la touche Autoset
(Programmation automatique) ou les touches numériques
appropriées jusqu’à ce que la température désirée soit affichée.

• Pour changer la température du four lors du préchauffage,
appuyez sur la touche Bake deux fois, puis sur la touche
Autoset ou sur les touches numériques appropriées
jusqu’à ce que la température désirée soit affichée.

• Si vou oubliez d’arrêter le four, il s’arrêtera automatiquement
après 12 heures.   Si vous désirez désactiver l’arrêt automatique/
le mode Sabbat, consultez la page 45.

5. Placez la nourriture dans le four.

6. Vérifiez l’avancement de la cuisson à la durée minimale
de cuisson. Cuisez plus longtemps au besoin.

7. Lorsque la cuisson est terminée, appuyez sur  la
touche CANCEL (Annuler) appropriée.

8. Retirez la nourriture du four.

Différences de cuisson entre l’ancien
four et le nouveau
Il est normal de remarquer quelques différences dans la durée de
cuisson entre un four neuf et un four ancien.  Voyez Ajustement de la
température du four à la page 45.

5. Placez la nourriture dans le four.

6. Vérifiez l’avancement de la cuisson à la durée minimale
de cuisson. Cuisez plus longtemps au besoin.

7. Une fois la cuisson terminée, appuyez sur la
touche CANCEL inférieur.

8. Retirez la nourriture du four.
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5. Placez la nourriture dans le four.

• La durée commence le compte à rebours dès que le f