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HEARTH PRODUCTS
KITS AND ACCESSORIES

kit cOntents (see Figure 1):

Please ensure that all these parts are included

1 ea. Screen Face [Complete] (A)
1 ea. Two Upper Brackets w/Screws (B)
1 ea. Two Lower Brackets w/Speed Nuts (C)
1 ea. Mounting Hardware (D)
 - 6 ea. #10 Washers
 - 6 ea. 10-24 Hex Nuts
 - 4 ea. 10-24 Allen Head Screws 
 - 2 ea. 1/4” 20 Phillips Head Screws
1 ea. Instruction Sheet

cat. no. Model Description

75029 screen-42 screen face, Double Door, Black

a

nOte: DiaGraMs & iLLUstratiOns are nOt tO scaLe 1

TM

Figure 1 - Kit Contents

tOOLs neeDeD:

Phillips Head Screw Driver
3/8” Socket/nut Driver
5/32” Allen Wrench or T-Handle Wrench

GeneraL infOrMatiOn
If you encounter any problems, need clarification of these instructions 
or are not qualified to properly install this kit, contact you local distribu-
tor or dealer.

Read this instruction sheet in its entirety before beginning the installa-
tion.

all of these parts may scratch and bend, great care should be used 
in handling them.

aLL warninGs anD PrecaUtiOns in the instaLLatiOn anD 
OPeratiOn ManUaL PrOViDeD with the aPPLiance aPPLY tO 
these instrUctiOns.

tUrn Off the firePLace anD aLLOw it tO cOMPLeteLY cOOL 
BefOre PrOceeDinG.

instaLLatiOn instrUctiOns

step 1. Ensure the reveal corner is positioned as shown in Figure 1.  If it 
needs to be adjusted to the position shown in Figure 1, see Page 
12 of the Installation and Operation Manual. 
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Figure 2
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Figure 4

step 5. Using a phillips screwdriver (through upper grill opening) attach 
the screen face to the fireplace starting with the upper brackets. 
Screw the upper brackets in part way only, you will tighten them 
in step 7.

step 6. Open the lower door on the screen face and thread the two 1/4”-20 
phillips head screws (provided) through the lower hinge mounts 
into the speed nuts on lower face brackets, attached to the fireplace 
(see Figure 4).

step 7. Adjust the alignment and depth of the screen face until it sits flush 
with the wall and tighten all four mounting screws.  DO nOt OVer-
tiGhten the screws.

step 8. Finish the installation by putting the screen doors back on their 
hinges (check to make sure the washers are in place). 

nOte: DiaGraMs & iLLUstratiOns are nOt tO scaLe

step 2. Using a 5/32” allen wrench, remove the lower face brackets on 
the fireplace and replace with the lower brackets (C) using the 
four 10-24 allen head screws provided (see Figures 3 and 4). DO 
nOt OVertiGhten the screws.

step 3. Using a 3/8” socket or nut driver, attach the two upper mounting 
brackets (B in Figure 3) to the six pre-welded studs near the top 
rear of the screen face, using the six #10 washers and #10 hex nuts 
provided (see Figures 3 and 4).  DO nOt OVertiGhten nUts.

this side of 
brackets mount 
to fireplace (see 
Figure 4)

(B) Upper face Brackets

(c) Lower face Bracket

10-24 allen 
head screws

speed nut

#10 washers 
and nuts

1/4”-20 Phillips 
head screws

screw through the 
lower hinge mounts 
into the speed 
nuts on lower face 
brackets

Figure 5 - Completed Installation
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Lennox hearth Products
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step 4. Remove the screen doors from the face by gently lifting up and 
out of their hinges. Check to make sure  the washers that separate 
the two halves of the hinge have not fallen off.  Set the screen door 
aside.
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Figure 3

u

u  a 1/4” screw 
with push nut will be 
installed on upper 
mounting brackets (not 
shown). the push nut 
holds the screw in place 
when installing face.
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