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Powerful motor 720 W

2-speed gear selection 

Satisfy Professional's Needs

DP4011/ DP4010 13mm (1/2")
(Keyless Chuck) (Keyed Chuck)

2-Speed Drill
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2-Speed Drill DP4011 / DP4010 13mm (1/2") 419

Continuous rating Input
Capacity

No load speed (rpm)

Dimensions
(L x W x H)
Net weight
Power supply cord

720W
Steel  Hi : 8mm (5/16")
Steel  Lo : 13mm (1/2")
Wood  Hi : 25mm (1")
Wood  Lo : 40mm (1-9/16")
Hi : 0 - 2,900
Lo : 0 - 1,200
347 x 70 x 220mm
(13-5/8" x 2-3/4" x 8-5/8")
2.2kg (4.9lbs)
2.5m (8.2ft)

Items of standard equipment and specifications may differ by country or area.

Standard Equipment  
Depth Gauge, Side Grip, Chuck Key  (DP4010 only)

Variable Speed

Double Insulation

Reversing

Mechanical 2-Speed

Keyless Chuck
(DP4011)

Torque Limiter

Forward / Reverse
rotation change by lever

Speed pre-selection by dial

Sturdy aluminum 
gear housing

Extra-rigid cylindrical 
housing

Photo : DP4010

Reliable and Comfortable Drilling
with 720W Powerful Motor  

Built-in torque limiter
prevents accidental kickback.

Neck diameter: 43mm
This tool can be attached to Type 43 Drill Stand.

Ergonomically designed handle 
with rubberized soft grip
provides more control and comfort.

Lock-on button 
for continuous operation

Comparison of drilling speed
Note: 1. It may differ under some conditions.

2. Numbers in the charts below are relative values 
when the capacities of Competitor "M" are indexed at 100.

90 100 110 120
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0

Test conditions: 
Drilled holes through 90mm Douglas-fir 
with 36mm diameter auger bit.

Competitor "M"

Makita DP4010 / DP4011 120

100

Competitor "D" 110

Competitor "H" 105

2-speed (high / low)
gear selection

Variable speed control by trigger 
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2.2kg

Lightweight at
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