
 

New Buck Corporation                                                      Revised: November 2004 
P.O.  Box 69 
8000 Hwy. 226 South 
Spruce Pine, NC  28777      

BUCK STOVE MODEL 42ZCBB VENTLESS  
FIREBOX ENCLOSURE 

FOR GAS-FIRED DECORATIVE TYPE UNVENTED ROOM 
HEATERS FOR USE WITH OPTIONAL WOODEN FLUSH MOUNT 

MANTEL (FF) AND OPTIONAL WOODEN SURROUND (WS) 

(UNIVERSAL BOX) 

                                FOR USE ONLY WITH 
                     A LISTED GAS-FIRED UNVENTED  
                       DECORATIVE ROOM HEATER 
                                    NOT TO EXCEED 
                                        40,000 BTU/H 
                       DO NOT BUILD A WOOD  FIRE 

                                 Carefully review the instructions supplied 
                             with the decorative type unvented room heater 
                              for the minimum fireplace size requirement. 
 

                      DO NOT INSTALL AN APPLIANCE IN 
                   THIS FIREBOX UNLESS THIS FIREBOX 
         MEETS THE MINIMUM DIMENSIONS REQUIRED 
                            FOR THE INSTALLATION 

WARNING: If the information in this manual is not followed exactly, a fire or explosion 
may result causing property damage, personal injury or loss of life. 

INSTALLER: Leave this manual with the appliance. 
CONSUMER: Retain this manual for future reference. 
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SAFETY INFORMATION 
WARNINGS 

IMPORTANT: READ THIS OWNER’S MANUAL CAREFULLY AND COMPLETELY 
BEFORE TRYING TO ASSEMBLE, INSTALL, OPERATE, OR SERVICE THIS 
APPLIANCE (FIREBOX  ENCLOSURE). 
 

Early signs of carbon monoxide poisoning resemble the flu, with headaches, dizziness, and/or nausea.  
If you have these signs, the heater may not be working properly.  Get fresh air at once!    Have heater 
serviced.  
Some people-pregnant women, persons with heart or lung disease,  anemia, those under the influence 
of alcohol, and those at high altitudes-are more affected by carbon monoxide than others.  
 

CAUTION:  Strong drafts, such as a ceiling fan placed directly in front of the heater 
                          (pulling from either direction) may create sooting.  Sooting will discolor 
                          walls. 
 

1.    The installation must conform with local codes ,or in the absence of local codes, with the 
       National Fuel Gas Code, ANSI Z223.1/NFPA54. 
 

2.   This appliance may be installed in an After-Market* Manufactured (Mobile) Home, 
      where not prohibited by state or local codes. 
      * (After-Market:  Completion of sale, not for purpose of resale from the manufacturer.) 
 

3. “This heater shall not be installed in a confined space or unusually tight construction unless 
provisions are provided for adequate combustion and ventilation air.”See Page 13, for 
“Producing Adequate Ventilation”.  

 

4.  Any safety screen or guard removed for servicing an appliance must be replaced prior to 
operating the heater. This appliance (ventless firebox enclosure) is manufactured with 
fireplace screens, and you must close any fireplace screens before operation of the decorative 
type unvented room heater.   

 

5. Do not use this heater for burning trash or cooking.  Never place matches, paper, garbage, or any 
other material on top of logs or into the flames. 

6. “WARNING: Do not use a blower insert, heat exchanger insert or other accessory not  approved for 
use with this heater.” 

7. “The fireplace canopy must not be modified or replaced with a canopy that may be provided with the 
unvented decorative room heater.” 

 

8. This universal box has been tested, listed, and certified to ANSI Z21. 91b-2004 Ventless Firebox 
Enclosures for Gas-Fired Unvented Decorative Room Heaters. 
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WARNING 
 

DO NOT USE A BLOWER INSERT, HEAT EXCHANGER 
INSERT, OR OTHER ACCESSORY NOT APPROVED FOR 
USE WITH THIS HEATER. 
 
THIS HEATER SHALL NOT BE INSTALLED IN A 
CONFINED SPACE UNLESS PROVISIONS ARE MADE FOR 
ADEQUATE COMBUSTION AND VENTILATION AIR.      
”See Page 13, for “Producing Adequate Ventilation”.  
 
NOTE:  THIS IS A VENTLESS FIREBOX ENCLOSURE (UNIVERSAL) 
FOR GAS FIRED DECORATIVE TYPE UNVENTED ROOM HEATERS.  
IT WILL ACCEPT ANY GAS LOGS UP TO 40,000 BTU’S AS LONG AS 
THE LOGS WILL FIT.  YOU MUST  MEET THE MINIMUM 
CLEARANCES SPECIFIED IN THE INSTRUCTION MANUAL.  
FAILURE TO FOLLOW INSTALLATION INSTRUCTIONS WILL 
VOID THE WARRANTY. 

 

 

LEFT 
SIDE 

RIGHT 
SIDE 

CANOPY 

            42 ZCBB FRONT 

 

SCREEN DOORS 

FRONT SIDE PANELS 

BOTTOM FRONT PANELS 

TOP FRONT PANELS 
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INSTALLATION 
 
Your New Buck Ventless Firebox Enclosure may be installed in Residential or *After-Market 
Manufactured Mobile Homes.  This appliance may be installed in an *After Market Manufactured 
Mobile Home,  where not prohibited by state or local codes. 
 
*  (After Market:  Completion of sale, not for the purpose of resale from the manufacturer). 
 
NOTE:      See page 13 for  “Producing Adequate Ventilation”. 

CHOOSING THE LOCATION FOR YOUR FIREBOX  
Figure 1 shows some of the many ways your firebox may be installed.  Consider the traffic pattern in 
your room and the location of doors and windows.  Moving air from ceiling fans, open doors, and hot 
air grills may cause the flames to impinge the logs resulting in sooting.  If a disturbance is found that 
affects the flames, it must be eliminated by turning off the ceiling fan, closing the door, or closing the 
hot air register.  A corner location may be best where space is limited. 
 
Your Ventless Firebox Enclosure weighs no more than some of your fine furniture.  If the firebox is 
located near a load bearing wall, additional supports to the foundation will not be necessary.  
HEAVY FACINGS, SUCH AS BRICK, STONE, ETC.,  MAY REQUIRE ADDITIONAL 
FOUNDATION SUPPORT. 
NOTE:  WHEN THE FIREBOX IS INSTALLED DIRECTLY ON CARPETING, TILE OR 
OTHER COMBUSTIBLE MATERIALS, OTHER THAN WOOD FLOORING, THE 
FIREBOX SHALL BE INSTALLED ON A METAL OR WOOD PANEL EXTENDING THE 
FULL WIDTH AND DEPTH OF THE ENCLOSURE. 

ROOM DIVIDER

PARTIAL ROOM PROJECTION

FU
LL

 R
O

O
M

 P
R

O
JE

C
TI

O
N

FLUSHCORNER

Figure 1 

GAS LINE 
The gas supply line and electrical supply must be 
installed before framing in the fireplace by a licensed  
installer. This appliance when installed, be electrically 
grounded in accordance with local codes or, in the 
absence of local codes, with the National Electrical 
Code, ANSI \ NFPA 70. 
DRAFTS 
Do not locate the fireplace in high traffic areas or areas 
exposed to high drafts and winds.  Locate the fireplace 
away from furniture and draperies. 
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FIREBOX AND FRAMING DIMENSIONS (ZC) & (FF) 
NOTE: SEE PAGE 10 IF AN OPTIONAL WOODEN FLUSH MOUNT MANTEL 

FRONT (FF) IS TO BE USED.  

Figure 2 

GAS LINE

33-1/8"
18-15/16" 35-5/8"

36-5/8"

19 3/8"

8 1/16"

10 1/4"

36-5/8"

Figure 2
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20 1/2" 
42 3/8" 

38 1/8" 

38 1/8" 

 
46- 9/16” 

WARNING: INSULATION OR 
OTHER MATERIALS MUST NOT BE 
PLACED AROUND OR  THE FIRE-
BOX, FILLING THE SPACES 
AROUND THE FIREBOX CAN 
CAUSE A FIRE OR MAY RESULT IN 
PROPERTY DAMAGE, PERSONAL 
INJURY, OR LOSS OF LIFE .  

WARNING: NOTCHING 
OF THE FRAMING 
AROUND THE STAND-
OFFS (SPACERS) OR AL-
TERATION OF THE 
STANDOFFS CAN CAUSE 
A FIRE OR MAY RESULT 
IN PROPERTY DAMAGE, 
PERSONAL INJURY, OR 
LOSS OF LIFE. 

N O T E :   Y O U R  N E W  B U C K 
CORPORATION VENTLESS FIREBOX 
ENCLOSURE IS EQUIPPED WITH A 
FACTORY INSTALLED CANOPY.  IT 
MAY NOT BE REPLACED WITH ANY 
OTHER MANUFACTURER’S CANOPY. 
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Figure 3 

  FIREBOX CLEARANCES 
The firebox may be placed directly on a combustible floor, 
against a combustible wall   at marked clearances, or on a 
raised wooden platform. 
If the firebox is to be installed on a raised wooden 
platform, the platform must be a continuous level surface.  
The firebox must be secured in place so it cannot shift 
positions.   
Only the header (see Figure 3) may rest on the standoffs 
on top of the firebox.. When the firebox is installed over 
carpeting, vinyl tile, or any combustible material other than 
wood flooring, it must be installed on a metal or wood 
panel extending its full width and depth.  Alternatively, the 
carpeting, vinyl tile, etc. may be removed beneath the 

firebox before installing. 
COMBUSTIBLE MATERIALS MUST NOT BE INSTALLED 
OVER OR TOUCH ANY BLACK PAINTED SURFACE.  DO 
NOT BLOCK HEAT CIRCULATING AIR OUTLETS.  DOING 
SO MAY RESULT IN POTENTIAL FIRE HAZARDS. 
1. Sidewall Clearances:  Clearances from   the side of the 
firebox opening to any adjacent  combustible wall should 
not be less than 7". 
2. Ceiling Clearances:  The ceiling height should 

not be less than 42" from the top of  the firebox 
opening. 

3. Front Clearances: 24” from the front of the 
firebox opening to any combustible materials. 

INSTALLING THE FIREBOX 
This list of specific instructions will help you make certain that 
every installation operation is performed correctly.  Complete the 
installation steps in the sequence shown. 
LOCAL BUILDING CODES SHOULD BE CONSULTED IN 
ALL CASES AS TO THE PARTICULAR REQUIREMENTS 
CONCERNING THE INSTALLATION OF FACTORY 
BUILT FIREBOXES.  Select the location for the firebox by 
taking into consideration the factors previously outlined in the 
“Choosing the Location.”  See page 5. 

Framing the Firebox 
The width of the framed opening must be 46 9/16".  The height of 
the framed opening must be 38 1/8".  The entire firebox can  be 
elevated above the floor to achieve a raised hearth effect.  This can 
be done by adding a small platform to achieve the desired height.   
NOTE:  The wiring for the optional blower must be installed 
during the framing stage.   
When the framing is inside, the outside wall will be insulated.  If 
the framing or chase is outside, thin insulation should be used in 
the framing on the back, sides, and top.  The bottom should be 
insulated with a hard insulating board.  This will prevent cold from 
going into the chase through the firebox to the living space. 

Install the Firebox 
Install the firebox into the framed  opening by placing it directly in 
front of the opening and sliding it into the proper position. 

Level the Firebox 
Check the level of the firebox on the top edge of the firebox face.  
Shim if necessary. 

Secure the Firebox 
Secure the firebox to the framing.  The nailing flange on the 
firebox will make securing the firebox to the frame quick and easy.  
Use appropriate size nails or screws to secure the firebox. 

 

20 1/4" 

46 9/16" 

 20 1/4" 

37 9/16"  

 7" 

 

 

1/2"  

38 1/8" 

38 1/8" 

46 9/16" 

 

LEFT     FRONT RIGHT 

HEADER 

FRAMING  
FRONT VIEW 

SIDE VIEW 

TOP 
VIEW 
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FINISHING YOUR FIREBOX 
There is a wide variety of finishing material 
available for your firebox from formal wall 
treatments with marble and mantels, to rustic 
wood paneling, stone or brick. 
IT IS IMPORTANT THAT THE BLACK FACE 
OF THE FIREBOX NOT BE COVERED WITH 
ANY TYPE OF COMBUSTIBLE MATERIAL. 
Non-combustible facing materials such as 
marble, brick, or ceramic tile may overlap the 
black face of the firebox up to the opening on 
either side of the firebox.  Seal all joints 
between the black firebox face and the wall 
covering with a heat-resistant material such as 
rock wool insulation or mortar.  Be sure to 
use high temperature adhesive or mortar when 
anchoring brick, stone, or tile to the face of 
the firebox.  Check to see whether man-made 
brick and stone are made of non-combustible 

materials before using them on the face of the 
firebox.  Some of these products contain 
combustible materials.  Combustible wall 
coverings such as paneling or wallboard may 
not overlap the black face of the firebox.  The 
space between the wall covering and the 
firebox should be sealed with a heat resistant 
material such as rock wool insulation or 
mortar. 
NOTE:  An “L” shaped steel lintel must be 
installed across the top of the firebox 
opening where facing materials such as 
brick or stone is used on the face of the 
firebox.  It acts as a support/firestop.  It 
should be attached to the face of the firebox 
with screws and sealed to the firebox with a 
heat-resistant sealer. 

CLEARANCES 
To ensure a safe installation, the following 
must be carefully observed. 
1. Sidewall Clearances:  Clearances from 

the side of the firebox opening to any 
adjacent combustible wall should not be 
less than 7".  See Figure 4 

2. Ceiling Clearances:  The ceiling height 
should not be less than 42" from the top 
of the firebox opening. 

 

3.  Mantel Clearances:   See Figure 5. 
Non-combustible materials used in 
this installation such as slate, tile, 
marble, etc. must be at least 1/2" 
thick. 
4. Floor Clearances:  No 
clearance is required if the 
appliance is installed per these 
instructions. 

 

42" MIN.
CLEARANCE
TO CEILING

7" MIN.

FIGURE 4

SIDE WALL

CLEARANCE
FROM FIREPLACE
OPENING TO SIDE WALL

      LEFT RIGHT 

FRONT 24” FROM FRONT TO ANY COMBUSTIBLE MATERIAL 
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MANTEL PROFILES FOR VENTLESS FIREBOX ENCLOSURE 
(UNIVERSAL BOX) ZERO CLEARANCE CABINET MUST BE FOLLOWED 

A 

3” 3/4” 

3 1/2” 

4” 

B 

CANOPY 

STANDOFF 

COMBUSTIBLE 
MATERIALS 

42ZCBB 

                                           MANTEL CLEARANCES 
 
MANTEL WIDTH                                            MANTEL HEIGHT 
     (“A” inches)                                        (“B” inches above firebox opening) 
 
               6.0                                                                      14.0                                
               8.0                                                                      14.0 
               10.0                                                                    14.0 
               12.0                                                                    16.0      

FIGURE  5 
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       INSTALLATION INSTRUCTIONS FOR MODEL 42ZCBB OPTIONAL  
 WOODEN FLUSH MOUNT MANTEL FRONT (FF) (KIT#PAKDM42ZCBBFF) 

“NOTE: Follow the framing instructions on page(s) 6 & 7. With the exception of the placement 
of the 42ZCBB in the framed opening . The 42ZCBB must be placed with the front surface of 
the appliance 1-9/16” out from the finished wall. This well allow the FF to set flush with the 
front of the 42ZCBB”. 
  
CLEARANCES: 
1. Sidewall Clearances:  Clearances from the side of the firebox opening to any adjacent 

combustible wall should not be less than 7".  (See page 8, figure 4) 
2. Ceiling Clearances:  The ceiling height should not be less than 42" from the top of the firebox 

opening. 
INSTALLATION INSTRUCTIONS: 
1. After removing the FF kit from its packaging follow any pre-installation instructions provided 

with the  kit. 
2. Place the FF over the front of the 42ZCBB, centering the opening in the FF left to right with the 

42ZCBB front.  
3. Next you must secure the FF to the finished wall surface. You may use “L” brackets, screws or 

finishing nails (not provided with the FF). 
NOTE: If an unfinished FF kit is used, do not operate the appliance while finishing the wood or be-
fore the finish has dried properly.   

42ZCBB 

TOP VIEW 

FINISHED WALL FACE 

6” 66-1/8” 

42ZCBB 

42ZCBB & FF FRONTS 
ARE FLUSH. 

1-9/16” 

SIDE VIEW  

49-1/2” 

59-1/8” 

FRONT VIEW 
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      INSTALLATION INSTRUCTIONS FOR MODEL 42ZCBB OPTIONAL  
                    WOODEN SURROUND (WS) (KIT# PAKDM42ZCBB) 

CLEARANCES: 
1. Sidewall Clearances:  Clearances from the side of the firebox opening to any adjacent 

combustible wall should not be less than 7".  See Figure 4 
2. Ceiling Clearances:  The ceiling height should not be less than 42" from the top of the firebox 

opening. 

ASSEMBLY INSTRUCTIONS: 
 

Tools Needed: Medium Phillips Screwdriver 
 

Step 1: Lay out all components. (See diagram 1) 
 

Step 2: Assemble end panels (A & B) to top front rail ( C ). 
 

Step 3: Stand end panels and top front rail onto base (hearth) and fasten down with screws provided 
(See diagram 1). 
 

NOTE: Position back of end panels with back of base (hearth) centering assembly from each end. In-
stall front screws first, then pull back towards the inside to square the surround up. Install screws 
through back holes. 
 

Step 4: Place top onto surround, flush with back and equal on each end. Secure both ends and middle 
with screws provided. 

CONTINUED 
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REAR VIEW 

After assembling the WS you must insert the 42ZCBB. It is best to insert the 42ZCBB from the rear 
of the WS, this gives you more area to hold the 42ZCBB and reduces the risk of scratching the sur-
face of the front area of the base (hearth) area. Flush and center the 42ZCBB’s front in the WS. 
You can attach the 42ZCBB to the WS with “L” brackets at the rear sides of the 42ZCBB (brackets 
not provided). 

42ZCBB 
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This section is used for residential installation or mobile home installation. 
 

UNCONFINED SPACE:  
 

An unconfined space has a minimum air volume of 50 cubic feet for each 1,000 BTU/Hr (4.8m3 per 
Kw) input rating of all appliances in the space (Cubic feet equals Length x Width x Height of space).  
Include adjoining rooms only if there are doorless passageways or ventilation grills between the 
rooms. 
 

CONFINED SPACE: 
 

“The National Fuel Gas Code defines a confined space as a space whose volume is less than 50 cubic 
feet per 1,000 BTU per hour (4.8m3 per KW) of the aggregate input rating of all appliances installed 
in that space.   
“WARNING:  If the area in which the heater may be operated is smaller than that defined as an 
unconfined space, provide adequate combustion and ventilation air by one of the methods 
described in the National Fuel Gas Code, ANSI Z223.1,  1992, Section 5.3” 

DETERMINING FRESH-AIR FLOW FOR 
                HEATER LOCATION 

 
DETERMINE IF YOU HAVE A CONFINED OR UNCONFINED SPACE 
 
Use this worksheet to determine if you have a confined or unconfined space. 
 
SPACE:  Include the room in which you will install heater plus adjoining rooms with doorless 
passageways or ventilation grills between the rooms. 
 

1.  Determine the volume of the space (length x width x height). 
     Length x Width x Height= ________ cu.ft. (volume of space) 
     EXAMPLE: 20 ft. (length) x 16 ft. (width) x 8 ft. (ceiling height) = 
          2560 cu. ft. (volume of space) 

 
If additional ventilation to adjoining room is supplied with grills or openings, add the volume of these 
rooms to the total volume of space. 
 

2.   Divide the space volume by 50 cubic feet to determine the maximum BTU/Hr the space 
     can support. 
    ________ (volume of space)  / 50 cu. ft = (maximum BTU/Hr the space can support) 
    EXAMPLE:  2560 cu. ft. (volume of space) / 50 cu. ft. = 51.2 or 
                         51200 (maximum BTU/Hr the space can support.) 
 

PRODUCING ADEQUATE VENTILATION 

NOTICE: Information on provisions for adequate combustion and ventilation air are located in 
the unvented room heater ‘s installation instructions. The unvented room heater’s instructions 

must be followed exactly. 
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 3.  Add the BTU/Hr of all fuel burning appliances in the space. 
  Vent-Free Heater                       _________________________BTU/Hr. 
  Gas Water Heater*                    _________________________BTU/Hr. 
   Gas Furnace                               _________________________BTU/Hr. 
  Vented Gas Heater                     _________________________BTU/Hr. 
     Gas Fireplace Logs                     _________________________BTU/Hr. 
  Other Gas Appliance*              +_________________________BTU/Hr. 
  Total                                         = _________________________BTU/Hr. 
 
  Example: Gas water heater  40000 BTU/Hr. 
    Vent-free heater + 18000 BTU/Hr. 
    Total   = 58000 BTU/Hr. 
 
  * Does not include direct-vent gas appliances.  Direct-vent draws combustion 
     air from the outdoors and vents to the outdoors. 
 
 4.    Compare the maximum BTU/Hr the space can support with the actual amount 
  of BTU/Hr used. 
       _____________BTU/Hr (maximum the space can support) 
       _____________BTU/Hr (actual amount of BTU/Hr used) 
  Example:    51200 BTU/Hr (maximum the space can support)  
       58000 BTU/Hr (actual amount of BTU/Hr used) 
 
The space in the above example is a confined space because the actual BTU/Hr used is more than the 
maximum BTU/Hr the space can support.  Additional fresh air must be provided.  The following 
options are available. 
A.  Rework worksheet, adding the space of an adjoining room.  If the extra space provides an     

unconfined space, remove door to adjoining room or add ventilation grills between rooms.  See 
“Ventilation Air From Inside Building”, page 15. 

 
B.  Vent room directly to the outdoors.  See “Ventilation Air From Outdoors” page 16. 
 
C.  Install a lower BTU/Hr heater, if lower BTU/Hr size makes room unconfined. 
 
If the actual BTU/Hr used is less than the maximum BTU/Hr the space can support, the space is 
unconfined.  You will need no additional fresh air ventilation. 
 
 
 

WARNING 
 

YOU MUST PROVIDE ADDITIONAL VENTILATION AIR IN A CONFINED SPACE 
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VENTILATION AIR 
 

VENTILATION AIR FROM INSIDE BUILDING 
This fresh air would come from an adjoining unconfined space.  When venting to an adjoining space, 
you must provide two permanent openings:  one within 12" of the ceiling  and one within 12" of the 
floor on the wall connecting the two spaces (see Options 1 and 2, Figure 6).  You can also remove door 
into adjoining room (see Option 3, Figure 6). 
 

WARNING 
 

REWORK WORKSHEET, ADDING THE SPACE OF THE ADJOINING UNCONFINED 
SPACE.  THE COMBINED SPACES MUST HAVE ENOUGH FRESH AIR TO SUPPLY ALL 
APPLIANCES IN BOTH SPACES. 
 
 
NOTE:   Each opening shall have a minimum free area of 1 square inch per 1000 BTU’s per 
hour of the total input ratings of all gas utilization equipment in the confined space, but not less 
than 100 square inches. 

Figure 6   
Ventilation Air From Inside Building 
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Figure 7       Ventilation Air From Outdoors 
 

WARNING 
 

THIS HEATER MUST HAVE FRESH AIR FOR PROPER OPERATION.  IF NOT, POOR 
FUEL COMBUSTION COULD RESULT.  READ THE FOLLOWING INSTRUCTIONS TO 
ENSURE PROPER FRESH AIR FOR THIS AND OTHER FUEL-BURNING APPLIANCES 
IN YOUR HOME. 

VENTILATION AIR FROM OUTDOORS 
 
Provide extra fresh air by using ventilation grills or ducts.  You must provide two permanent 
openings: one within 12" of the ceiling and one within 12" of the floor.  Connect these items directly 
to the outdoors.  These spaces include attics and crawl spaces.  Follow the National Fuel Gas Code 
NFPA 54/ANSI Z223.1, Section 4.3, “Air For Combustion and Ventilation” for required size of 
ventilation grills or ducts. 
 
IMPORTANT:  Do not provide openings for inlet air into attic if attic has a thermostat-controlled 
power vent.  Heated air entering the attic will activate the power unit. 

Ventilated Attic

Outlet Air

Inlet Air

Ventilated
Crawl Space

To
Crawl
Space

To Attic

Outlet Air

Inlet Air
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OPTIONAL BLOWER INSTALLATION 

The  Model 42ZCBB has an optional MA ZCBB714  blower kit that can be purchased from your 
dealer. You will need to follow these steps and the diagram below and the wiring diagram on page 15. 
NOTE: The receptacle which is provided in the Model 42ZCBB must be wired into your home 
(residence)  in order to have electricity to operate the blower motor. If the receptacle hasn’t been 
wired in during installation of the 42ZCBB you may need to contact a licensed electrician. The Model 
42ZCBB  also has a thermostat and wires and an ON/OFF switch standard on all units.  
 
“WARNING: Any changes to this heater or its controls can be dangerous.” 
 
A. First remove the burner base and logs. Be sure to turn “OFF” the gas supply before disconnecting 

the supply line. 
B. Remove the (10) ten hex-head self-piercing screws that hold down the motor cover plate on the 

inner bottom of the unit. 
C. Locate the (2) two wires that come down the back of the rear air channel from the thermo-

stat .Connect  (1) one of the thermostat wires to the top terminal on the ON/OFF switch.   
D. Connect  the black power cord wire to the 24" jumper wire provided, then attach the jumper wire 

to the middle terminal on the ON/OFF switch.  Next connect the remaining thermostat wire to (1) 
of the wires coming from the motor. Connect the white  power cord wire to the white motor wire. 
The green power cord wire should be screwed to the motor bracket as the ground wire.  Place the 
blower motor in the cover plate opening. Position the blower motor into the air channel on the rear 
of the unit centering the blower motor. It is best to leave about a 1/8" space between the blower 
and the back of the air channel. This will reduce the chance of vibrating or noise. 

E. After placing the blower motor you must secure it to the bottom of the unit with the (2) two 
#10x1/2 Hex Washer Head self-piercing screws provided with the blower kit. 

F. Plug the power cord into the receptacle, and reattach the motor cover plate to the inner bottom us-
ing the screws you removed earlier. 

NEW REDATE
BLOWER MOTOR 

MOTOR  COVER PLATE 

SCREWS 

POWER CORD 

RECEPTACLE  ON / OFF SWITCH 

 WIRES TO 
SWITCH 

SCREWS 

ROMAX CONNECTOR 

 
WARNING: IF THE INFORMATION IN THIS MANUAL IS NOT FOLLOWED EXACTLY, A 
FIRE OR EXPLOSION MAY RESULT CAUSING PROPERTY DAMAGE, PERSONAL INJURY 
OR LOSS OF LIFE. 

THERMOSTAT  

THERMOSTAT WIRES 
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WARNING: CHILDREN AND ADULTS SHOULD BE ALERTED OF HIGH 
SURFACE TEMPERATURE AND SHOULD STAT AWAY TO AVOID BURNS OR 
CLOTHING IGNITION. 
YOUNG CHILDREN SHOULD BE CAREFULLY SUPERVISED WHEN THEY ARE IN 
THE SAME ROOM WITH THE APPLIANCE. 
 
 
WARNING: DO NOT PLACE CLOTHING OR OTHER FLAMMABLE MATERIAL 
ON OR NEAR THE APPLIANCE.  
 
 

WIRING DIAGRAM (MA  ZCBB714) 

NOTE:  “If any of the original wire must be replaced, it must be replaced with type 105o C. rating 
wire or its equivalent.” 

 
NOTE: Installation and repair should be done by a qualified service person.  This heater should be 

inspected before use and at least annually by a qualified service technician.  More frequent 
cleaning may be required due to excessive lint from carpeting, bedding material, pet hair, etc.  
It is imperative that control compartments and circulating air passageways of the heater be 
kept clean. 

 
Caution:   Label all wires prior to disconnection when servicing these controls.  Wiring errors 

 may cause operational damage. 
 
  Verify proper operations after servicing. 
 
NOTE: THE N.B.C. OPTIONAL FAN KIT MUST BE ELECTRICALLY GROUNDED IN   

ACCORDANCE WITH LOCAL CODES.  IN THE ABSENCE OF LOCAL CODES, 
 THE NATIONAL ELECTRICAL CODE, ANSI/NFPA 70 MUST BE USED. 

Figure 8 

D IS C R IP T IO ND A T ER E V . B Y A P R V D 
BLACK 

WHITE 
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REPLACEMENT PARTS 
 
 
1.  PULL SCREEN (2) PER UNIT 
 
2.  SCREEN RODS  (2) PER UNIT 
 
3.  REAR REFRACTORY AND SIDE REFRACTORY 2 PIECES PER UNIT 
 
6. CANOPY 
 
7.   DOOR KIT (PART# MAZCBBDOORS) 
 
PARTS MAY BE OBTAINED THROUGH YOUR LOCAL NBC DEALER.  IN 
ABSENCE OF A DEALER, PLEASE CONTACT NEW BUCK CORPORATION AT 
P.O. BOX 69, 8000 HWY 226 SOUTH, SPRUCE PINE, NC  28777. 
 
 

OPTIONAL PARTS 
 
      DESCRIPTION                                       PART NUMBER 
       
 MOTOR                                                  PE SBR084          
 
          ON/OFF SWITCH                                  PE RA911VB 
 
          POWER CORD                                       PE 400240 
            
          JUMPER WIRES                                    MA18GA18FF 
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NEW BUCK CORPORATION 
 
We reserve the right to amend these specifications at any time without notice.  The only warranty 
applicable is our standard written warranty.  We offer no other warranty, expressed or implied. 

LIMITED WARRANTY 
VENTLESS FIREBOX ENCLOSURE 

New Buck warrants this product to be free from defects in materials and components for two (2) years 
from the date of first purchase, provided that the product has been properly installed, operated, and 
maintained in accordance with all applicable instructions.  To make a claim under this warranty the Bill 
of Sale or canceled check must be presented. 
 
This warranty is extended only to the original retail purchaser and covers the cost of parts required to 
restore the heater to proper condition.  Warranty parts MUST be obtained through an authorized Buck 
Stove dealer and/or New Buck, who will provide original factory replacement parts.  Failure to use 
original factory replacement parts voids this warranty.  The heater must be installed by a qualified 
installer in accordance with all local codes and instructions furnished with the unit. 
 
Warranty does not apply to parts that are not in original condition, normal wear and tear, or parts  that 
fail or become damaged as a result of misuse, accidents, lack of proper maintenance or defects caused 
by improper installation. 
 
WARRANTY DOES NOT COVER: 
 
-  Removal and re-installation cost 
-  Labor costs for replacements or repairs 
-  Transportation 
-  Cost of service call to diagnose trouble 
-  Painted surfaces 
-  Damage or defect caused by improper installation, accident, misuse, abuse, or alteration 
 
TO THE FULL EXTENT ALLOWED BY THE LAW OF THE JURISDICTION THAT GOVERNS 
THE SALE OF THE PRODUCT, THIS EXPRESS WARRANTY EXCLUDES ANY AND ALL 
OTHER EXPRESSED WARRANTIES AND LIMITS THE DURATION OF ANY AND ALL 
WARRANTIES, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE TO ONE (1) YEAR FROM THE DATE OF FIRST PURCHASE.  NEW 
BUCK LIABILITY IS HEREBY LIMITED TO THE PURCHASE PRICE OF THE PRODUCT AND 
NEW BUCK SHALL NOT BE LIABLE FOR ANY OTHER DAMAGES WHATSOEVER 
INCLUDING INCIDENTAL OR CONSEQUENTIAL DAMAGES. 
 
Some states do not allow a limitation on how long an implied warranty lasts or an exclusion or 
limitation of incidental or consequential damages, so the above limitation on implied warranties, or 
exclusion on damages may not apply to you. 
 
This warranty gives you specific legal rights.  Other rights may vary from state to state. 

20
Download from Www.Somanuals.com. All Manuals Search And Download.



Free Manuals Download Website
h�p://myh66.com

h�p://usermanuals.us
h�p://www.somanuals.com

h�p://www.4manuals.cc
h�p://www.manual-lib.com
h�p://www.404manual.com
h�p://www.luxmanual.com

h�p://aubethermostatmanual.com
Golf course search by state

h�p://golfingnear.com
Email search by domain

h�p://emailbydomain.com
Auto manuals search

h�p://auto.somanuals.com
TV manuals search

h�p://tv.somanuals.com

http://myh66.com/
http://usermanuals.us/
http://www.somanuals.com/
http://www.4manuals.cc/
http://www.manual-lib.com/
http://www.404manual.com/
http://www.luxmanual.com/
http://aubethermostatmanual.com/
http://www.golfingnear.com/
http://emailbydomain.com/
http://auto.somanuals.com/
http://tv.somanuals.com/


<<
  /ASCII85EncodePages false
  /AllowPSXObjects false
  /AllowTransparency false
  /AlwaysEmbed [
    true
  ]
  /AntiAliasColorImages false
  /AntiAliasGrayImages false
  /AntiAliasMonoImages false
  /AutoFilterColorImages false
  /AutoFilterGrayImages false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CheckCompliance [
    /None
  ]
  /ColorACSImageDict <<
    /HSamples [
      1
      1
      1
      1
    ]
    /QFactor 0.40000
    /VSamples [
      1
      1
      1
      1
    ]
  >>
  /ColorConversionStrategy /LeaveColorUnchanged
  /ColorImageAutoFilterStrategy /JPEG
  /ColorImageDepth -1
  /ColorImageDict <<
    /HSamples [
      1
      1
      1
      1
    ]
    /QFactor 0.40000
    /VSamples [
      1
      1
      1
      1
    ]
  >>
  /ColorImageDownsampleThreshold 1.50000
  /ColorImageDownsampleType /Bicubic
  /ColorImageFilter /DCTEncode
  /ColorImageMinDownsampleDepth 1
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /ColorImageResolution 100
  /ColorSettingsFile ()
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /CreateJDFFile false
  /CreateJobTicket false
  /CropColorImages false
  /CropGrayImages false
  /CropMonoImages false
  /DSCReportingLevel 0
  /DefaultRenderingIntent /Default
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /DetectBlends true
  /DetectCurves 0
  /DoThumbnails false
  /DownsampleColorImages true
  /DownsampleGrayImages true
  /DownsampleMonoImages true
  /EmbedAllFonts true
  /EmbedJobOptions true
  /EmbedOpenType false
  /EmitDSCWarnings false
  /EncodeColorImages true
  /EncodeGrayImages true
  /EncodeMonoImages true
  /EndPage -1
  /GrayACSImageDict <<
    /HSamples [
      1
      1
      1
      1
    ]
    /QFactor 0.40000
    /VSamples [
      1
      1
      1
      1
    ]
  >>
  /GrayImageAutoFilterStrategy /JPEG
  /GrayImageDepth -1
  /GrayImageDict <<
    /HSamples [
      1
      1
      1
      1
    ]
    /QFactor 0.40000
    /VSamples [
      1
      1
      1
      1
    ]
  >>
  /GrayImageDownsampleThreshold 1.50000
  /GrayImageDownsampleType /Bicubic
  /GrayImageFilter /DCTEncode
  /GrayImageMinDownsampleDepth 2
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /GrayImageResolution 100
  /ImageMemory 1048576
  /JPEG2000ColorACSImageDict <<
    /Quality 30
    /TileHeight 256
    /TileWidth 256
  >>
  /JPEG2000ColorImageDict <<
    /Quality 30
    /TileHeight 256
    /TileWidth 256
  >>
  /JPEG2000GrayACSImageDict <<
    /Quality 30
    /TileHeight 256
    /TileWidth 256
  >>
  /JPEG2000GrayImageDict <<
    /Quality 30
    /TileHeight 256
    /TileWidth 256
  >>
  /LockDistillerParams false
  /MaxSubsetPct 100
  /MonoImageDepth -1
  /MonoImageDict <<
    /K -1
  >>
  /MonoImageDownsampleThreshold 1.50000
  /MonoImageDownsampleType /Bicubic
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /MonoImageResolution 800
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /NeverEmbed [
    true
  ]
  /OPM 1
  /Optimize true
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.25000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXBleedBoxToTrimBoxOffset [
    0
    0
    0
    0
  ]
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXOutputCondition ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputIntentProfile ()
  /PDFXRegistryName ()
  /PDFXSetBleedBoxToMediaBox true
  /PDFXTrapped /False
  /PDFXTrimBoxToMediaBoxOffset [
    0
    0
    0
    0
  ]
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /ParseICCProfilesInComments true
  /PassThroughJPEGImages true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /sRGBProfile (sRGB IEC61966-2.1)
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




