
36 Watts

A M P L I F I E D
S P E A K E R  S Y S T E M

4 Satellite Speakers & 1 Subwoofer

Enjoyable, Convenient, Healthy Computer Lifer

4.1

PC GAMING
& DESKTOP THEATRE

This wooden 4.1 channel 

subwoofer speaker is designed 

for personalized space. The 

wooden vibration bass effect 

gives all music lovers the sound 

enjoyment within 10 square 

meters at lowest cost. You can 

appreciate the comfort of 

sound when listening the music, 

playing games or watching 

movies.
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If your device has a 3.5mm headphone jack, 
you can connect the computer, CD/MP3 player, 
gaming console, radio, and recorderˇsuch 
anyone you want, then, sit back and enjoy your 
own music world!

Notebook

Computer

CD/MP3 Player

Gaming Console

Looking for Compatibility?
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Enjoyable, Convenient, Healthy Computer Lifer

PC GAMING
& DESKTOP THEATRE

Total output power 36W

-Wherever you are within this personalized space, you can 

enjoy the sound effect of films, music and games.

4.1 channel surround sound

-Independent 4 channels output / input effect, you are entering 

into another world.

3D surround sound effect for gamer

-Build in 3D stereo surround sound effect. By using the general 

stereo source, you can also enjoy the surround sound.

Hidden style wall-mounted or stand on desk satellite speakers.

-The rear satellite speakers are spaceless and very easy to fix on the 

wall. Your space remains the original character.

Consolidated plastic

-Combining artistic design and vibrant consolidated plastic, you 

can have both sound quality and stylish design.

Two ways input

-It creates a sensationally realistic surround sound from standard 

stereo or 6 channel sources.

Front signal cable: 1,5 meters, rear signal cable: 3.2 meters

-You can easily set up all the satellite speakers with 1.5 meters 

front signal cable and 3.2 meters rear signal cable.

Comply with the game rule

-Support EAX™ and Microsoft® DirectSound® 3D.

Magnetically shielded

-You can use the speakers near a television or computer without 

interference.

SYSTEM SPECIFICATIONS

• Total System Power: 36 Watts RMS
• Frequency Response: 20Hz-20KHz
• Input Impedance: >15K ohm
• Signal to Noise Ratio: >50dB

SATELLITE SPEAKERS

Driver(Per set): 2"
Front Satellite Dimensions:
W120xH195xD80mm
Rear Satellite Dimensions:	
W117xH180xD86mm

SUBWOOFER

Driver: 4"
Dimensions:W126xH193xD203mm

FUNCTION

PACKAGING SPECIFICATIONS

Master Carton Quantity:4
Master Carton Dimensions:
W560xH322xD518mm
Display Carton Dimensions:
W310xH250xD270mm
Master Carton Weight:17Kgs
Display Carton Weight:4Kgs

• Power ON/OFF
• Master Volume
• Bass Volume
• 3D/G

Entering a wonderland!
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