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Packaging
• EAN/UPC/GTIN: 6 09585 12377 9
• Quantity: 1
• Gross Weight: 0.280 kg
• Tare Weight: 0.010 kg
• Net Weight: 0.270 kg
• Length: 27.30 cm
• Width: 9.50 cm
• Height: 6.40 cm

Inner Carton
• EAN/UPC/GTIN: 1 06 09585 12377 6
• Quantity: 6
• Gross Weight: 0.280 kg
• Tare Weight: 0.010 kg

• Net Weight: 0.270 kg
• Length (cm): 43.20 cm
• Width (cm): 18.20 cm
• Height (cm): 12.70 cm

Outer Carton
• EAN/UPC/GTIN: 2 06 09585 12377 3
• Quantity: 36
• Gross Weight: 10.040 kg
• Tare Weight: 0.320 kg
• Net Weight: 9.720 kg
• Length (cm): 50.80 cm
• Width (cm): 42.00 cm
• Height (cm): 40.50 cm
•

Speaker wire
50 ft 16 gauge 

Specifications

Issue date 2007-11-15

Version: 1.0

12 NC: 8670 000 26171
UPC: 6 09585 12377 9

© 2007 Koninklijke Philips Electronics N.V.
All Rights reserved.

Specifications are subject to change without notice. 
Trademarks are the property of Koninklijke Philips 
Electronics N.V. or their respective owners.

www.philips.com
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