
VSX-517-K

Pioneer-eXcluSiVe innoVationS
› Phase Control (Bass Management System ensures Precision 

low Frequency output)

› Sound Retriever for improved Sound Quality of compressed 
Music Files

› Pioneer Hybrid Amplifier Design

› Front Stage Surround Advance

FeatureS For SuPerior Sound 
Quality
› equal High Power for all Five channels (110 Watts x 5,  

1 kHz, 1.0 % tHd, 8 ohms)

› new Freescale 180MiPS Processing dSP

› 192 kHz/24-bit dac

Surround Sound tecHnologieS
› Built-in dtS® 96/24/dolby® Pro logic ii decoders

› WMa9 Pro decoder

› advanced Surround (14 modes, including Front Stage 
Surround advance)

› dialogue enhancement

› auto Surround

› Stream direct for Pure and unprocessed digital Sound

enHanced conVenience
› Sr remote

› Fl dimmer (4 steps)

› Quick Setup operation

› tuner edit operation

terMinalS
› 5.1-channel input

› 3 digital inputs (2 coaxial, 1 optical) 

› component Video terminal (3 inputs, 1 output) assignable

› audio (tuner included)/Video inputs: 3a/3aV

› audio/Video outputs: 1a/1aV + 1V

› large Speaker terminals (Fl/Fr/c/Sr/Sl)

SPeciFicationS
› Power requirements: ac 120 V/60 Hz

› Power consumption: 320 Watts

› Standby Power consumption: 0.5 Watts

› Dimensions (W x H x d):  
   16-9/16 x 6-1/4 x 13-7/8 inches (420 x 158 x 352.5 mm)

› Weight: 19 lbs. 13 oz. (9.0 kg)

5-Channel A/V Receiver Featuring  
Sound Retriever
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VSX-517-K

5-Channel A/V Receiver Featuring Sound Retriever  

connection deScriPtionS
3 composite a/V inputs for cable tV/Satellite/Vcr/ 

 dVd-Player/dVd-recorder

3 component Video inputs for Hd Video Sources — cable/ 
 Set-top box/dVd/ld/dVd-recorder

3 assignable digital inputs for dVd Player/recorder/ 
 Satellite/cable/cd

A.

B.

C.

Specifications and design subject to modification without notice.

Surround: 90 W per channel (20 Hz-20 kHz, 0.07 % THD, 8 ohms) 
 (front); 90 W (20 Hz-20 kHz, 0.07 % THD, 8 ohms) 
 (center); 90 W (20 Hz-20 kHz, 0.07 % THD, 8 ohms) 
 (surround); 90 W (20 Hz-20 kHz, 0.07 % THD, 8 ohms) 
 Measured pursuant to the Federal Trade Commission’s Trade Regulation Rule on Power 
Output Claims for Amplifiers.

The impedances indicated are actual values that speakers can present to an amplifier 
while playing back music. They do not refer to the nominal rated impedances of speakers 
you use.

•

•

•

Stereo: Continuous average power output of 110 watts at 8 ohms, from 20 Hz to 20 kHz 
with no more than 0.2 % total harmonic distortion.

PIONEER and the Pioneer Logo are registered trademarks of Pioneer Corporation.

“DTS” is a registered trademark of DTS, Inc. and “DTS 96/24” is a trademark of DTS, Inc.

Dolby, Pro Logic, Dolby Digital, and the double-D symbol are registered trademarks of 
Dolby Laboratories.

Windows Media®Audio 9 Professional, Microsoft, Windows Media and the Windows  
logo are trademarks, or registered trademarks of Microsoft Corporation in the United  
States and/or other countries. Proprietary driver is required for WMA9 Pro playback  
on computer. 

•

•

•

•

•

ENERGY STAR® and the ENERGY STAR certification mark are registered U.S. marks.•

connectionS
rear Panel

integrated tecHnologieS

VSX-517-S

also available in silver

© 2007 Pioneer Electronics (USA) Inc.
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