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GENERAL SPECIFICATIONS:

MODEL NO:PS-64KX

ELECTRICAL:
(A-1) INPUT RATING.

INPUT VOLTAGE: 105VAC-125VAC. (115VAC NORMAL)
INPUT LINE FREQUENCY: 60 Hz

(A-2) OUTPUT RATING.
OUTPUT VOLTAGE:13.8 VDC
OUTPUT POWER: 13.8 VDC AT 60 AMP MAX.
OUTPUT RIPPLE: 150 mV RMS

(A-3) REGULATION:
LOAD REGULATION: 2% MAX.
LINE REGULATION: 1% MAX. (105VAC- 125VAC)

(A-4) PROTECTION
INPUT LINE PRECAUTION: THERMOSTAT FUSE 40A/250VAC 
(NON-TIME DELAY).
OVER-LOAD PRECAUTION: 90%RATED LOAD PRECAUTION
DEVICES. # SEE OPERATION #
OVER-LOAD PROTECTION: 60AMP ±5AMP. 
OVER-TEMPERATURE PROTECTION.

(A-5) EFFICIENCY: 60%MIN. (INPUT AT 115VAC AND OUTPUT AT 13.8VDC
60AMP).

(A-6) DESIGE:LINEAR TYPE.
(A-7) OPERATING TEMPERATURE: 0  TO  + 40 DEG C.
(A-8) STORAGE TEMPERATURE: -25  TO  +70 DEG C.

MECHANICAL:
(B-1) DIMENSIONS: 338mm x 482 mm x 176 mm. (L  x  W  x  H)

13.31inch  x  18.98 inch  x  6.93 inch. (L  x  W  x  H)
(B-2) WEIGHT: 21KGS
(B-3) ENCLOSURE: SILVER
(B-4) INPUT POWER CABLE:SJT14AWG  x 3C/6FT MIN. WITH NEMA 

5-15P PLUG.
(B-5) OUTPUT TERMINAL:BINDING POST. RED & BLK.
(B-6) VOLTAGE & AMPERE METER:ANALOG TYPE, CLASS 2.5%
(B-7) POWER SWITCH:ILLUMINATED TYPE, 20A/125VAC.
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