
• 150 Watts RMS Power Handling

Will work with almost any high powered A/V Receiver

• Dual 5.25” (14 cm) Woofers

Provides excellent bass and fast transient response!

• ¾” (19 mm) Aluminum Dome Tweeter

For accurate high frequency reproduction

• Solid MDF Enclosures

MDF provides a solid enclosure with minimum cabinet resonances

• 5 Year Warranty!

FFSS--2255BB
2-Way High Performance Floorstanding Speakers

Tweeter --------------------------

Woofers--------------------------

Sensitivity:

Anechoic  -----------------------

2 Speakers in room ----------

Crossover Point ---------------

Frequency Response --------

Impedance ----------------------

Recommended Power -------

Dimensions:

Inches ----------------------------

Centimeters --------------------

Weight ---------------------------

Packed Weight ----------------

Finish ----------------------------

Included Accessories --------

3/4” (19mm) Aluminum Dome

w/ Textile Suspension

2-5.25” (14 cm) Injection

Molded Cone Woofers w/

Injection Molded Baskets

Sensitivity:

90 dB

93 dB

2.2 kHz

42Hz - 20kHz

8 ohms Nominal

15-150 watts per channel

33.1” H  x 5.9” W x 12.2” D

84cm H x 15 cm W x 31 cm D

30 lbs / 13.6 kg (each)

64 lbs / 29 kg

Black Ash w/ Black Grill

Stabilizing feet, 

Rubber Bumpers,

Cloth Grills

Specifications
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• 150 Watts RMS de puissance admissible

Fonctionne avec presque tout récepteur A/V à haut pouvoir 

• Deux haut-parleurs grave de 14 cm 

Offre une excellente basse et réponse dynamique et rapide! 

• Haut-parleur aigus en dôme aluminium de 19 mm 

Pour une reproduction précise des hautes fréquences 

• Enclos en MDF solide 

MDF offre un enclos solide avec une résonance minimum 

• Garantie de 5 ans!

FFSS--2255BB
Haut-parleurs tourelles à 2-voies de haute performance

Tweeter --------------------------

Woofers--------------------------

Sensitivity:

Anechoic  -----------------------

2 Speakers in room ----------

Crossover Point ---------------

Frequency Response --------

Impedance ----------------------

Recommended Power -------

Dimensions:

Inches ----------------------------

Centimeters --------------------

Weight ---------------------------

Packed Weight ----------------

Finish ----------------------------

Included Accessories --------

3/4” (19mm) Aluminum Dome

w/ Textile Suspension

2-5.25” (14 cm) Injection

Molded Cone Woofers w/

Injection Molded Baskets

90 dB

93 dB

2.2 kHz

42Hz - 20kHz

8 ohms Nominal

15-150 watts per channel

33.1” H  x 5.9” W x 12.2” D

84cm H x 15 cm W x 31 cm D

30 lbs / 13.6 kg (each)

64 lbs / 29 kg

Black Ash w/ Black Grill

Stabilizing feet, 

Rubber Bumpers,

Cloth Grills
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