
17" Color Monitor with Audio 

Specifications
Model . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .VM-1705C
System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .NTSC/PAL
Picture Tube Dimension . . . . . . . . . . . . . .17”
Front Control . . . . . . . . . . . . . . . . . . . . . . .Power ON/OFF, Color/Contrast/Brightness/Tint,

Function key control
Resolution . . . . . . . . . . . . . . . . . . . . . . . . . .700 TV lines
Input Signal . . . . . . . . . . . . . . . . . . . . . . . .0.5 to 2.0 Vp-p composite video
Input Impedance . . . . . . . . . . . . . . . . . . . .75 ohm or High (switchable)
Bandwidth . . . . . . . . . . . . . . . . . . . . . . . . . .6 MHz
Video Gain . . . . . . . . . . . . . . . . . . . . . . . . .30 dB
Linearity . . . . . . . . . . . . . . . . . . . . . . . . . . .Horizontal: 10% (Max), Vertical: 10%
Operating System . . . . . . . . . . . . . . . . . . .NTSC: 525 lines, 60 fields/sec

PAL: 625 lines, 50 fields/sec
Video (In/Out) . . . . . . . . . . . . . . . . . . . . . .BNC: Input x 2 / Output x 2
Audio (In/Out) . . . . . . . . . . . . . . . . . . . . . .RCA: Input x 1 /Output x 1
Audio Input Signal . . . . . . . . . . . . . . . . . .1 Vp-p
Speaker . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 Watt / 8 ohm
Input Voltage . . . . . . . . . . . . . . . . . . . . . . .AC 96~256V, 50Hz/60Hz
Power Consumption . . . . . . . . . . . . . . . . .68W
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N.W./G.W.: 20KG/22KG
Dimension . . . . . . . . . . . . . . . . . . . . . . . . . .420(W) x 476(D) x 422(H) mm
Operating Temperature . . . . . . . . . . . . . .-10 to 50°C
Storage Temperature . . . . . . . . . . . . . . . .-20 to 70°C
Certificate . . . . . . . . . . . . . . . . . . . . . . . . . .UL/CE/CSA/FDA/FCC/CUL/TUVSpecifications subject to change

For more information contact us at:
Speco Technologies 200 New Highway, Amityville, NY 11701 Web: www.specotech.com

Toll Free: 1-800-645-5516 In Metro NY: 631-957-8700 Fax: 631-957-9142 or 631-957-3880

Features
• High Resolution • Convenient Front Panel Controls • Metal Cabinet
• Two Sets of Looping Video Connectors • Two Video Channels With Manual Switcher
• Perfect for Use with DVR’s, Color Quads and Multiplexers
• Digital Control for Picture Adjustment • Full Range Voltage 96~256V AC 50Hz/60Hz
• Dual System NTSC/PAL Auto Detect • With Standard Audio Function
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