
5” x 8” Weatherproof PA Speaker 

Specifications

Frequency Response . . . . . . . . . . .200-15,000 Hz

RMS Power . . . . . . . . . . . . . . . . .15 Watts

Max Power . . . . . . . . . . . . . . . . .25 Watts

Sensitivity (1W/1M) . . . . . . . . . . .110 dB

Impedance . . . . . . . . . . . . . . . . .8 Ohms

Material . . . . . . . . . . . . . . . . . . .Aluminum

Dimensions . . . . . . . . . . . . . . . . .5" (H) x 8" (W) x 8" (L)

Mounting Bracket . . . . . . . . . . . . . Included

Specifications subject to change

For more information contact us at:
Speco Technologies 200 New Highway, Amityville, NY 11701 Web: www.specotech.com

Toll Free: 1-800-645-5516 In Metro NY: 631-957-8700 Fax: 631-957-9142 or 631-957-3880

BenefitsFeatures

Wide Horizontal Horn Design  . . . . . . . . . . . . . . .Premium Sideways Sound Dispersion

Rugged Aluminum Casing . . . . . . . . . . . . . . . . . . .Provides Weatherproofing for long life

High Sensitivity Rating  . . . . . . . . . . . . . . . . . . . . .Supports Powerful P.A. Broadcasts
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