
Please read these instructions carefully 
and retain for future reference.

Instruction Booklet

Sunbeam Brushed Remote 
Control Tower Fan

FA7500  120cm Brushed Remote Control Tower Fan 
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Sunbeam’s Safety Precautions

Sunbeam are very safety conscious when 
designing and manufacturing consumer prod-
ucts, but it is essential that the product user 
also exercise care when using an electrical 
appliance. Listed below are precautions which 
are essential for the safe use of an electrical 
appliance:

Read carefully and save all the instructions 
provided with an appliance.
Always turn the power off at the power outlet 
before you insert or remove a plug. Remove by 
grasping the plug - do not pull on the cord.
Turn the power off and remove the plug when 
the appliance is not in use and before cleaning.
Do not use your appliance with an extension 
cord unless this cord has been checked and 
tested by a qualifi ed technician or service 
person.
Always use your appliance from a power 
outlet of the voltage (A.C. only) marked on the 
appliance.
Close supervision is necessary when your 
appliance is being used near children or infi rm 
persons.
This appliance is not intended for use by 
persons (including children) with reduced 
physical, sensory or mental capabilities, or 
lack of experience and knowledge, unless they 
have been given supervision or instruction 
concerning use of the appliance by a person 
responsible for their safety.

•

•

•

•

•

•

•

Young children should be supervised to ensure 
that they do not play with the appliance.
Never leave an appliance unattended while in 
use.
Do not use an appliance for any purpose other 
than its intended use.
Do not place an appliance on or near a hot gas 
fl ame, electric element or on a heated oven. Do 
not place on top of any other appliance.
Do not let the power cord of an appliance hang 
over the edge of a table or bench top or touch 
any hot surface.
For safety reasons and to avoid maintenance 
by unskilled persons, some appliances are 
‘sealed’ using tamperproof screws. Such 
appliances should always be returned to the 
nearest Sunbeam Appointed Service Centre for 
adjustment or repair if required.
Do not operate any electrical appliance with a 
damaged cord or after the appliance has been 
dropped or damaged in any manner. If damage 
is suspected, return the appliance to the 
nearest Sunbeam Appointed Service Centre for 
examination, repair or adjustment.
For additional protection, Sunbeam recom-
mend the use of a residual current device 
(RCD) with a tripping current not exceeding 
30mA in the electrical circuit supplying power 
to your appliances.
Do not immerse the appliance in water or any 
other liquid.

•

•

•

•

•

•

•

•

•

If you have any concerns regarding the performance and use of your appliance, 
please visit www.sunbeam.com.au or contact the Sunbeam Consumer Service Line.
Ensure the above safety precautions are understood.

1
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If you have any concerns regarding the performance and use of your appliance, 
please visit www.sunbeam.com.au or contact the Sunbeam Consumer Service Line. 
Ensure the above safety precautions are understood.

Safety Precautions For 
Your Tower Fan

Important Instructions - Retain For 
Future Use

Do not use outdoors.
Do not run the cord of the fan under carpeting. 
Do not cover the cord with throw rugs, runners 
or other fl oor coverings. Arrange the cord away 
from traffi c areas so that it will not be tripped 
over.
Do not use this fan in the immediate surrounds 
of a bath, shower, laundry area or swimming 
pool.
Be sure the fan is placed on a dry, even 
surface. Do not use on soft surfaces, such as 
beds, where opening may become blocked.
Keep your fan away from heat sources, 
corrosive gases and avoid direct sunlight.
This fan is only to be used with the base fi tted 
and in good condition.
Disconnect the power plug before dismantling, 
assembling or before cleaning.
Always unplug the fan when not in use for any 
long length of time.

•
•

•

•

•

•

•

•

The fan must not be used if the guards are 
damaged in any way.
Do not insert or allow foreign objects to enter 
any ventilation or exhaust openings as this may 
cause electric shock or fi re, or damage to the 
fan. 
Never insert fi ngers, pencils or any other 
objects through the guards whenever the power 
plug is connected, especially while running.
Avoid touching mobile parts of the fan.
Do not attempt to move your fan whilst it is 
operating. If your fan needs to be moved, 
please ensure that it is turned off and you use 
the carry handle on top of the tower.
When scrapping the fan at the end of its useful 
life, follow local regulations.

•

•

•

•
•

•
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Locating Your Tower Fan

3

Always locate your fan on a fl at level surface.
Your tower fan should be located in a dry, 
cool, well ventilated location. Keep your fan 
away from heat sources, corrosive gases and 
avoid direct sunlight.
Do not attempt to move your tower fan 
whilst it is operating. If your fan needs to be 
moved, please ensure that it is turned off 
and you use the carry handle at the rear of 
the fan.

1.
2.

3.
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Features Of Your Sunbeam 
Tower Fan

4

Control panel

The easy to read control panel allows you to quickly 
see what functions have been selected on your tower 
fan.

Remote control storage

When not in use, store your remote control in the handy 
storage compartment on the rear of the fan body. 

Power button

Simply press the power button to turn the unit on.

Carry handle

Convenient carry handle allows you to easily carry your fan 
from room to room.
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5

Auto Off button

The auto off timer 
allows you to set 
your tower fan to 
turn off after either 
2, 4 or 8 hours.

Fan speed button

Choose from 3 speed 
settings, low medium 
or high.

Oscillation

Your tower fan oscillates 
70°, distributing cool air 
throughout the room. 

Nature mode

When used in nature 
mode, the fan speed 
is randomly adjusted, 
giving the feeling of a 
natural breeze. 

Remote control

Adjust the fan setting, auto off or 
oscillation from anywhere in the room 
using the full function remote control.
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Assembling Your Tower Fan

6

Remove the screws from beneath the tower

Using a phillips head screwdriver, remove the 
6 screws from underneath the tower.
Put the screws aside. You will need them to 
secure the base.

1.

2.

Lower the tower onto the base 

Feed the cord through the hole in the centre 
of the base.
Align the tower so that the lug on the base 
lines up with the large hole in the bottom of 
the tower, as shown.
Push the tower down onto the base until it is 
fi rmly held into position.

1.

2.

3.
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Assembling Your Tower Fan (continued)

7

Screw the tower to the base 

Use the 6 screws you put aside earlier to 
secure the tower to the base.

Clip the cord into place 

Feed the cord along the channel underneath 
the base.
Screw the cord into the edge of the base 
using the two screws provided.
Stand the fan upright. It is now ready for 
use.

1.

2.

3.
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Using Your Tower Fan

8

Switching the fan on

Place the fan on a fl at level surface.
Insert the plug into a 230/240V power outlet 
and turn the power on.

Press the power button .

Press the fan speed button  to select 
low, medium or high depending on your 
preference.

1.
2.

3.

4.

Switching the fan off

To switch the fan off, simply press the power 
button .
While the fan remains plugged in to the 
power socket, the fan will remember your last 
fan speed, oscillation and mode setting for 
the next time you switch the fan on again.
If you will not be using the fan for a length of 
time, it is advisable to turn the power off at 
the wall socket and unplug the power cord.

•

•

•

Selecting a fan speed setting

Your Sunbeam tower fan has 3 speed settings 
as follows:

low speed fan speed light turns red
medium speed fan speed light turns orange
high speed fan speed light turns green

To select a fan speed, simply press the fan 
speed button  on the tower or the remote. 
Each press of the button will increase the 
fan speed and then return back to the lowest 
speed again.

•
•
•
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Using Your Tower Fan (continued)

9

Using the remote control

Remove the remote control from its compart-
ment at the rear of the tower as shown.
Point the remote towards the control panel 
on the front of the tower to operate.

1.

2.

Changing the batteries

Slide the rear cover off the remote control 
unit.
Replace the spent batteries with 2 fresh 
LR41 batteries as shown.
Replace the rear cover.

1.

2.

3.
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Using Your Tower Fan (continued)

10

Using the auto off timer

The auto off timer automatically switches the 
fan off after a preset number of hours.
To activate this feature, simply press the auto 
off button  on the tower or on the remote 
control unit.

Press the auto off button once to switch the 
fan off after 2 hours. The timing light on the 
tower will turn red.
Press the auto off button again to have the 
fan switch after 4 hours. The timing light on 
the tower will turn orange.
Press the auto off button once more to have 
the fan switch after 8 hours. The timing light 
on the tower will turn green.

To cancel the setting, keep pressing the auto 
off button until it cycles past 8 hours and 
returns to its normal setting. The auto off 
timer will be deactivated, the timing light will 
be off, and the fan will remain on until it is 
switched off manually.

1.

2.

3.

Using the oscillation function

The 70 degree oscillation function can be 
used on any setting. 

Turn the unit on and select any fan speed.

Press the  button on the tower or the 
remote. The  button will illuminate and 
the fan will begin to oscillate from side to 
side.

To stop the fan from oscillating, simply 
press the  button once again.

1.

2.
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Using Your Tower Fan (continued)

11

Nature mode

Nature mode provides an extra level of 
comfort by simulating the natural rise and fall 
of the wind over time. You can use this mode 
on any fan speed setting.
To use Nature mode:

Choose a fan speed.
Press the  button on either the fan or the 
remote. The  button will illuminate.

The fan will now vary its speed every few 
seconds between the chosen fan speed, each 
lower fan speed, and off. For example, if you 
set the fan speed to medium, the actual fan 
speed will alternate between medium, low 
and off.

1.
2.
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Care And Cleaning
Ensure that your fan is switched off and 
disconnected from the power outlet before 
cleaning.
Carefully wipe your fan using a clean cloth. 
Do not use abrasive cleaners or brushes to 
clean the appliance as these may scratch the 
surface.

•

•

Take care that excessive dust does not build 
up in the air-intake and air-outlet grill, and 
clean it occasionally using a dry brush or 
vacuum cleaner.
Store the fan in a cool dry place when not in 
use, in its original carton if possible.

•

•

Troubleshooting Guide

If your tower fan fails to operate check the 
following:

Make sure the electrical outlet or circuit 
breaker is working.
Check for obstructions around the air intake 
grill.

•

•

If your remote control fails to operate check 
the following:

Ensure that you point the remote towards the 
front of the fan.
Check that the batteries are not worn. 
Replace if necessary.

•

•
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We are so confi dent of the quality of our product, should this 
appliance develop any malfunction within 2 years of purchase 
(3 Months commercial use) due to faulty materials 
or manufacture, we will replace it for you absolutely free.

2 Year Replacement Guarantee

Should you experience any diffi culties 
with your appliance, please phone our 
free call customer service line for advice 
on 1300 881 861 in Australia, or 0800 
786 232 in New Zealand.

Alternatively, simply return the faulty 
appliance to your place of purchase, 
along with your purchase receipt.

Your Sunbeam 2 Year Replacement 
Guarantee naturally does not cover 
misuse or negligent handling, and 
excludes breakables such as glass or 
ceramic items, and normal wear and tear.

Similarly, your 2 Year Replacement 
Guarantee does not cover damage to 
household surfaces as a result of water 
or other substances leaking from your 
appliance, nor does it cover freight costs.

In Australia, this guarantee is additional 
to the conditions and guarantees which 
are mandatory as implied under the 
Trade Practices Act 1974 and State and 
Territory legislation.

Sunbeam Service Centres

Sunbeam has established a network of 
authorised service centres throughout 
Australia and New Zealand to provide 
quick, convenient service for our 
customers.

Should your appliance require repair 
or service, either during or after the 
guarantee period, contact your nearest 
service centre.

For a complete list of Sunbeam’s 
authorised service centres:

Australia

www.sunbeam.com.au/service

1300 881 861

New Zealand

www.sunbeam.co.nz/service

0800 786 232

13
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Consumer Hotline

is a registered Trademark of Sunbeam.

In Australia

Visit www.sunbeam.com.au

Or call 1300 881 861

In New Zealand

Visit www.sunbeam.co.nz

Or call 0800 786 232

Made in China.
Due to minor changes in design or otherwise,
the product may differ from the one shown in this leafl et.

© Copyright Sunbeam Corporation Limited 2008. 
ABN 45 000 006 771

Sunbeam  Corporation is a division of GUD Holdings Ltd. 0708

sun_7500.indd   Sec1:14 8/07/2008   18:26:27

Download from Www.Somanuals.com. All Manuals Search And Download.



Free Manuals Download Website
h�p://myh66.com

h�p://usermanuals.us
h�p://www.somanuals.com

h�p://www.4manuals.cc
h�p://www.manual-lib.com
h�p://www.404manual.com
h�p://www.luxmanual.com

h�p://aubethermostatmanual.com
Golf course search by state

h�p://golfingnear.com
Email search by domain

h�p://emailbydomain.com
Auto manuals search

h�p://auto.somanuals.com
TV manuals search

h�p://tv.somanuals.com

http://myh66.com/
http://usermanuals.us/
http://www.somanuals.com/
http://www.4manuals.cc/
http://www.manual-lib.com/
http://www.404manual.com/
http://www.luxmanual.com/
http://aubethermostatmanual.com/
http://www.golfingnear.com/
http://emailbydomain.com/
http://auto.somanuals.com/
http://tv.somanuals.com/


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


