
Specifications
Standard:
IEEE802.3 10Base-T
IEEE802.3u 100Base-TX
IEEE802.3af Power over Ethernet

Power Jack Diameter:
5.5 x 2.0mm, 5.5 x 2.5mm

DIP:
DIP 5V, 7.5V, 9V, and 12V

Connector:
Data and Power In: 1 x RJ-45, Data pin 1,2,3,6

Power Pin:
4,5(V+), 7,8(V-) and 1,2(V+), 3,6(V-)

Data Out:
1 x RJ-45, Data pin 1,2,3,6

Power Out:
5V, 7.5V, 9V, and 12V (2A@5V, Maximum)

Network Cable:
10Base-T: 4-pair UTP/STP Category 3/5e/6 cable,

EIA/TIA-568 100-ohm (up to 100m)
100Base-TX: 4-pair UTP/STP Category 5e/6 cable, EIA/TIA-

568 100-ohm (up to 100m)

LED:
System: power (green)

Power Input:
DC 48V

Operating Environment:
0˚~ 40˚C (32˚ ~ 104˚F), 90% Humidity (non-condensing)

Dimension:
80mm x 55mm x 26mm (L x W x H) 3.5" X 2.16"
X1.06"

EMI & Safety:
FCC Class B, CE, CE/EN60950
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PART NUMBER DESCRIPTION

PoE Splitter Adapter
Power over Ethernet

POE-22001T Power over Ethernet Splitter Adapter
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