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Ultra - Intel®  CPU Cooling Fans

A more efficient cooling fan can protect your PCs vital parts and 
boost performance. These Cooling Fans will keep your Intel® 
Pentium® 4 processor running smooth and efficient without the 
worries of overheating your CPU. Advanced CPU cooling 
technology for maximum heat dissapation for Intel® Pentium® 4 
CPUs.

Aluminum Cooling Fan
Socket 478 upto P4 3.06 GHz.
Unit
Part #: ULT31424
UPC#: 022769314242
Weight: 1 lb. Dimensions: 6x4x2"
Master Pack
Qty: 40 Weight:  39.6 lbs.
Dimensions: 23.54x14.57x15.75"

Copper Cooling Fan
Socket 478 upto P4 3.4GHz.
Unit
Part #: ULT31422
UPC#:  022769314228
Weight:  1 lb. Dimensions: 6x4x2"
Master Pack
Qty: 18 Weight: 25.3 lbs. 
Dimensions: 18.9x17.32x7.48"

Specifications 

· CPU Socket type: Socket 478 
· Heatsink Material: Copper 
  1100 (Nickel Polished Finish) 
· Heatsink Dimensions: 83 x 65 x 37 (mm) 
· Fan Dimensions: 70 x 70 x 15 (mm) 
· Cooler Dimension: 89 x 72.5 x 53.3 (mm) 
· Rated Voltage: DC 12V 
· Rated Current: 0.23 A ±10% 
· Fan Speed: 4200 R.P.M. ±10% 
· Power Consumption: 2.76 W ±10% 
· Airflow: 28.12 CFM 
· Bearing Type: Ball Bearing 
· Static Pressure: 4.827 mm (H2O) 
· Thermal Grease: 1.5 gm/bag 
· Lifetime: 50,000 hours 
· Weight: 485g ±10g 

Specifications

· CPU Socket type: Socket 478 
· Heatsink Material: Aluminum 
· Heatsink Dimensions: 82 x 69 x 38 (mm) 
· Fan Dimensions: 70 x 70 x 15 (mm) 
· Cooler Dimension: 82 x 70 x 53 (mm) 
· Rated Voltage: DC 12V 
· Rated Current: 0.23 A ±10% 
· Fan Speed: 4200 R.P.M. ±10% 
· Power Consumption: 2.76 W ±10% 
· Airflow: 28.12 CFM 
· Bearing Type: Ball Bearing 
· Static Pressure: 4.827 mm (H2O) 
· Thermal Grease: 1.5 gm/bag 
· Lifetime: 50,000 hours 
· Weight: 288g ±10g 

Copper Core Cooling Fan
Socket 775 upto P4 3.8 GHz.
Unit
Part #: ULT31797
UPC#: 022769317977
Weight:  1.5 lbs. 
Dimensions: 4.65x4.65x3.23”
Master Pack
Qty: 20 Weight:  31 lbs.
Dimensions: 20.47x13.78x16.14"

Specifications

· Socket Type 775 
· Fan Speed: 3600 RPM 
· Air Flow: 63.5 CFM 
· Noise Level: 48.51 dBA
· Static Pressure: 6.21 mm/H2O 
· Bearing Type: Sleeve 
· Heatsink: Material Copper Core 
· Aluminum Fins 
·  Fan Dimensions: 95 x 95 x 25 mm 
· Heatsink Dimensions: 90 x 90 x 30 mm 
· Voltage: 12 V 
· Current: 0.5 A 
· Power Consumption: 6 W 
· Fan Speed Control: PWM Control 
· Connector(s): 4-Pin Motheroard 
· Life Hours: 40,000 Hours
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