
Premium 2-Channel DJ Mixer 
with Full VCA-Control and 
Ultraglide Crossfader

Premium 2-channel battle DJ mixer 
for the most demanding turntablist, 
remixer and digital DJ

Fully VCA-controlled cross and 
channel faders for utmost reliability 
and noise-free audio

Replaceable, long-life Ultraglide 
crossfader with up to 500,000 
life cycles

Direction-reverse and adjustable 
crossfader curve control

Awesome 3-band EQs with kill filters

2 Phono/Line inputs with individual 
gain controls

Premium phono preamp for superior 
detail and ultimate punch

Mic input with XENYX mic preamp 
and 2-band tone control

Cue function with channel 1/2 
PFL option

Highly accurate 10-segment 
level meters

Gold-plated RCA connectors for 
highest signal integrity

Extensive TRS and RCA outputs for 
flexible connectivity

High-quality components and 
exceptionally rugged construction 
ensure long life

Conceived and designed by 
BEHRINGER Germany

Whether you’re just getting your DJ rig 
together, or you’re looking for an extremely 
easy to operate mixer, the BEHRINGER 
NOX101 DJ Mixer was designed specifically 
for you. Make no mistake about it,  
the NOX101 is anything but a “bare bones” 
mixer. Professional features include a 
balanced mic input with our state-of-the-
art XENYX mic preamp; super-smooth 
Ultraglide VCA Crossfader and channel 
faders, premium-grade phono preamps and 
massive I/O connectivity. The BEHRINGER 
NOX101 packs all this and more into a 
rugged, “built-like-a-tank” chassis designed 
for years of flawless performance.

Get Connected

Designed with both the professional and 
entry-level DJ in mind, the NOX101 provides 
RCA inputs for turntables, tape decks 
and CD players, plus professional-grade 
features such as a balanced TRS mic input 
with our legendary XENYX preamp, and 
balanced (as well as unbalanced) outputs 
for connecting to power amps or active 
loudspeaker systems.

Intuitive Operation

If the NOX101 had a middle name it 
would be “easy.” The intuitive layout makes 
it easy to operate right out of the box. 
Beneath its elegant exterior lies the heart 
of a 2-channel DJ battle mixer complete 
with 3-band channel EQ, making the 
NOX101 the “go-to” mixer for the beginner 
DJ seeking versatility, ease of use  
and affordability.

Value

When you hook up a NOX Series DJ 
mixer, you’re adding the ultimate modern 
touches to your rig at a price that will leave 
you with money left over. The superior 
build quality and rugged components in 
this mixer means you can count on it for 
many years to come, and we stand behind 
it with one of the best warranty plans in the 
industry—a full 3 years!

Order your NOX101 online, or visit your 
authorized dealer and find out why so 
many DJs are making musical magic with 
BEHRINGER NOX Series DJ mixers.
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Crossfader mixes 
signal between 
channels

Gain 
adjusts 
input 

Mic Hi EQ

Phono / Line switch
Stereo LED meter 
displays signal 
intensity

Cue/PFL control

Channel fader sets 
channel volume 

Main/PFL Meter 
switch toggles 
between Main Out 
and PFL

Mic Gain + Peak LED

Channel fader 
Curve control 

adjusts channel 
fader curve

Cue volume sets 
cue level

Reverse LED indicates 
status of front panel 
reverse switch

Low EQ

Talk volume sets Mic 
channel level

Mid EQ

Master volume sets 
main out volume

Hi EQ

Mic Low EQ
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DC power 
connector

Phono/Line switch 
toggles between 
Phono and Line inputs

Balanced L/R 
TRS Main 
Outputs

Power switch

Turntable 1 
ground post

Phono/Line switch 
toggles between 

Phono and Line inputs

1/4" headphones jack

Input 1 
RCA Line 
input

Turntable 2 
ground post

Xfader Reverse 
switch reverses 
crossfader operation

Input 1 RCA Phono input

Input 2 RCA 
Line input

Xfader Curve 
adjusts crossfader 
response curve

1/4" Microphone jack

Input 2 RCA 
Phono input

Unbalanced L/R 
RCA Main Outputs
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Basic NOX  Setup

Turntables 

XM8500

PHONO

EUROLIVE B812NEO
Active Loudspeaker

EUROLIVE B812NEO
Active Loudspeaker

PRO MIXER 
NOX

DJ Mixers

Download from Www.Somanuals.com. All Manuals Search And Download.



Page 5 of 5

For service, support or more information contact the BEHRINGER location nearest you:

Technical specifications and appearances are subject to change without notice and accuracy is not guaranteed. BEHRINGER, KLARK TEKNIK, MIDAS, BUGERA, and TURBOSOUND are part of the MUSIC Group (music-group.com). All trademarks are the property of their  
respective owners. MUSIC Group accepts no liability for any loss which may be suffered by any person who relies either wholly or in part upon any description, photograph or statement contained herein. Colors and specifications may vary from actual product. MUSIC Group  
products are sold through authorized fullfillers and resellers only. Fullfillers and resellers  are not agents of MUSIC Group and have absolutely no authority to bind MUSIC Group by any express or implied undertaking or representation. This manual is copyrighted.  
No part of this manual may be reproduced or transmitted in any form or by any means, electronic or mechanical, including photocopying and recording of any kind, for any purpose, without the express written permission of MUSIC Group IP Ltd. ALL RIGHTS RESERVED.  
© 2013 MUSIC Group IP Ltd. Trident Chambers, Wickhams Cay, P.O. Box 146, Road Town, Tortola, British Virgin Islands.

Europe 
 MUSIC Group Services UK 
Tel: +44 156 273 2290 
Email: CARE@music-group.com

USA/Canada 
 MUSIC Group Services NV Inc. 
Tel: +1 702 800 8290 
Email: CARE@music-group.com

Japan 
 MUSIC Group Services JP K.K. 
Tel.: +81 3 6231 0454 
Email: CARE@music-group.com

Specifications

Mic Input

Type TRS, electronically balanced, discrete  
 input circuit

Gain +40 dB

Max. input level +12 dBu @ +10 dB Gain

Impedance 2.6 kΩ balanced

Stereo Inputs

Line inputs 0 dB gain, RCA connector, unbalanced

RCA inputs 40 dB gain, RCA connector, unbalanced

Equalizer

Kill low +6 / -31 dB @ 50 Hz

Kill mid +6 / -20 dB @ 1.2 kHz

Kill high +6 / -20 dB @ 10 kHz

Outputs

Phones out max. 400 mW @ 1 kHz into 75 Ω

Main out (TRS) 21 dBu max, TRS, balanced

Main out (RCA) 21 dBu max, RCA, unbalanced

Power Supply

Mains voltage 100 – 240 V~ (±10%), 47 – 63 Hz

Fuse N/A

Power consumption TBD

Mains connection “Wall Wart” DC adapter

Physical / Weight

Approx. dimensions 4.3 x 10.1 x 12.6" / 108 x 255 x 320 mm  
(H x W x D) 

Approx. weight (net) 5 lbs / 2.3 kg
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