
Distributed by:
Non-powered Listening Center

Model 1214AVP-01

Ideal for Listening Centers and

Language Labs, package includes;

Two 1214AVPY 4-position Monaural

jack boxes 

• Silver-plated contacts eliminates

“crackling” sound when connecting 

• Comes with 1/4” and mini plugs

Eight Monaural 2924AVP Headphones

Durable Polyethylene carrying case

This Basic Classroom Listening Center gives even greater flexibility
to expand your existing lab system. Califone offers more benefits to
our listening centers by building more features into our jack boxes
with features like silver-plated contact points for a solid connection
and moisture resistance, individual volume controls, durable ABS
plastic housing, and 1/4” jacks and mini plugs. Add in our high fideli-
ty, durable headphones with the sturdy carrying case and a portable
sound field can be created  .

“Project Intercept"

Please contact us immediately if you experience any difficulties
with your Califone listening center. Our “Project Intercept" customer
service program will repair or replace warranteed items. Contact us
via phone 1-800-722-0500 or email rilane@califone.com. 

Visit our website at www.califone.com to learn more about the
complete line of Califone products including: Public address 
systems, wireless microphone systems, group listening centers,
boomboxes, DVD/CD/cassette recorders/players, cordless head-
phone systems and computer peripherals. We are proud of offering
more than fifty-five years of Powerful Sound Presentation
Solutions™ for portable audio applications, with your satisfaction as
our first priority.

Or, give us a call at 800-722-0500, and experience the Califone
difference today!

Specifications

Number of Listening Positions 4
Cord Permanently attached, 5 foot with dual

1/4” and mini plug
Contact points Silver-plated for better 

connection and are moisture resistant
to prevent corrosion.

Housing ABS plastic
Warranty One year
Dimensions 2” H X 4.25” L X 4.25” D
Weight 12 ounces each
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Speaker
Size 40mm Diameter (1.6 inches)
Diaphragm Mylar
Magnet Ferrite
Impedance 30 Ohms each side
Frequency Response 40 H - 18 kHz
Sound Pressure Level 93 db +/- 3 dB
Power Capacity 20 milliwatts RMS, 150 milliwatts peak

Distortion 5% approximately
Volume Control Continuously variable
Cord Straight, 6 feet
Plug Stereo, 1/4” Nickel Plated

Stereo, 3.5 mm Nickel Plated
Tip:  Left
Ring:  Right
Sleeve:  Common

Ear Pad PVC (Washable)
Headband PVC with Comfort Sling
Headphone Cup ABS
Weight 10 ounces each

2924AVP Headphones

1214 AVPY Jackbox
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