

## Construction

20-gauge steel housing with staggered round hole pattern backed by white acrylic diffuser. Slotted perforation optional. Nominal $8^{\prime}, 6^{\prime}, 4^{\prime}$ and $3^{\prime}$ illuminated sections.

## Electrical

120 or 277 or Universal Voltage electronic ballast. Luminaires and electrical components certified to UL and CUL standards.

## Finish

Durable, low gloss, white, powder coated acrylic finish.

## Mounting

Fixture mounts directly to existing structure over a $2^{\prime \prime} \times 4$ " standard electrical box mounted horizontally in the wall.


TRIAD 17-IW

DIRECT-INDIRECT

- Semi - indirect light distribution.
- T5 and T8 lamping options.
- Die formed steel perforated housing.
- Nominal illuminated sections $-3 ', 4^{\prime}, 6^{\prime}$ and $8^{\prime}$.
- Precision die cast end caps.
- Articulated joiners between sections.
- Optional slotted perforated pattern.
$\mathbf{S}$ $=$ Slim Line Ballast only.
Free Manuals Download Websitehttp://myh66.comhttp://usermanuals.ushttp://www.somanuals.com
http://www.4manuals.cc
http://www.manual-lib.com
http://www.404manual.com
http://www.luxmanual.com
http://aubethermostatmanual.com
Golf course search by state
http://golfingnear.com
Email search by domain
http://emailbydomain.com
Auto manuals search
http://auto.somanuals.com
TV manuals search
http://tv.somanuals.com

