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INTRODUCTION

Machine Description

Contact Info

your machine may not exactly match the
manual

www.grizzly.com

Manual Accuracy
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Identification

To reduce the risk of 
serious injury when using 
this machine, read and 
understand this entire 
manual before beginning 
any operations.

Figure 1.
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MACHINE DATA
SHEET

Customer Service #: (570) 546-9663 · To Order Call: (800) 523-4777 · Fax #: (800) 438-5901

MODEL G0699 12" SLIDING TABLE SAW W/ SCORING
Product Dimensions:

Weight............................................................................................................................................................ 1219 lbs.
Length/Width/Height......................................................................................................................... 139 x 133 x 45 in.
Foot Print (Length/Width)................................................................................................................. 74-1/2 x 35-1/2 in.

Shipping Dimensions:

Carton #1
Type...........................................................................................................................................................Wood
Content.................................................................................................................................................. Machine
Weight.................................................................................................................................................. 1236 lbs.
Length/Width/Height.................................................................................................................. 83 x 44. x 44 in.

Carton #2
Type...........................................................................................................................................................Wood
Content...........................................................................................................................................Sliding Table
Weight.................................................................................................................................................... 275 lbs.
Length/Width/Height................................................................................................................. 132 x 20 x 18 in.

Electrical:

Power Requirement..........................................................................................................220V/440V, 3-Phase, 60 Hz
Minimum Circuit Size............................................................................................................. 30A @220, 15A @ 440V
Switch.......................................................................................................Magnetic with Thermal Overload Protection
Switch Voltage...................................................................................................................................................... 220V
Plug Included............................................................................................................................................................No
Recommended Plug/Outlet Type............................................. L15-30 at 220V, Hardwire Disconnect Switch at 440V

Motors:

Scoring

Type........................................................................................................................................... TEFC Induction
Horsepower.................................................................................................................................................1 HP
Voltage.................................................................................................................................................220/440V
Phase.....................................................................................................................................................3-Phase
Amps............................................................................................................................. 3A @220V, 1.5A @440
Speed..........................................................................................................................................................3450
Cycle..........................................................................................................................................................60 Hz
Number Of Speeds........................................................................................................................................... 1
Power Transfer ................................................................................................................................... Belt Drive
Bearings........................................................................................................Shielded and Permanently Sealed

Main

Type........................................................................................................................................... TEFC Induction
Horsepower...........................................................................................................................................7-1/2 HP
Voltage.................................................................................................................................................220/440V
Prewired......................................................................................................................................................220V
Phase.....................................................................................................................................................3-Phase
Amps.......................................................................................................................... 20A @220V, 10A @440V
Speed..........................................................................................................................................................3450
Cycle..........................................................................................................................................................60 Hz
Number Of Speeds........................................................................................................................................... 1
Power Transfer .........................................................................................................................................V-Belt
Bearings........................................................................................................Shielded and Permanently Sealed

Machine Data Sheet
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Main Specifications:

Operation Information

Main Blade Size......................................................................................................................................... 12 in.
Main Arbor Size............................................................................................................................................1 in.
Scoring Blade Size................................................................................................................ 4-3/4 in. (120 mm)
Scoring Blade Arbor Size......................................................................................................................... 20 mm
Main Blade Tilt..................................................................................................................................... 0-45 deg.
Main Blade Speed..............................................................................................................................4000 RPM
Scoring Blade Tilt.................................................................................................................................0-45 deg.
Scoring Blade Speed......................................................................................................................... 8000 RPM

Cutting Capacities

Max Depth Of Cut At 90D.................................................................................................................... 3-5/16 in.
Max Depth Of Cut At 45D...................................................................................................................... 2-3/8 in.
Table With Rip Fence Max Cut Width.................................................................................................. 49-3/4 in.
Sliding Table With Cross Fence Max Cut Width...................................................................................... 126 in.
Sliding Table With Cross Fence Max Cut Length.....................................................................................126 in.
Miter Fence Cut Width At 45D..................................................................................................................126 in.

Table Information

Floor To Table Height.................................................................................................................................36 in.
Table Size Length................................................................................................................................ 21-1/2 in.
Table Size Width.................................................................................................................................. 35-1/4 in.
Table Size Thickness................................................................................................................................... 3 in.
Table Size With Ext Wings Length............................................................................................................. 59 in.
Table Size With Ext Wings Width.........................................................................................................35-1/4 in.
Table Size With Ext Wings Thickness..........................................................................................................3 in.
Sliding Table Length.................................................................................................................................126 in.
Sliding Table Width.................................................................................................................................... 14 in.

Fence Information

Fence Size Length..................................................................................................................................... 73 in.
Fence Size Width................................................................................................................................... 2-3/8 in.

Construction Materials

Table Construction............................................................................................................................... Cast Iron
Sliding Table Construction.................................................................................................................. Aluminum
Base Construction................................................................................................................................ Cast Iron
Body Assembly Construction...................................................................................................................... Steel
Cabinet Construction.................................................................................................................................. Steel
Trunnions Construction........................................................................................................................ Cast Iron
Rollers Construction....................................................................................................................................Steel
Fence Assembly Construction.......................................................................... Extruded Aluminum & Cast Iron
Rails Construction...................................................................................................................... Hardened Steel
Guard Construction.................................................................................................................................. Plastic
Spindle Bearing Type................................................................Lubricated & Permanently Sealed Ball Bearing
Paint........................................................................................................................................... Powder Coated

Other Related Information

No Of Dust Ports............................................................................................................................................... 2
Dust Port Size.................................................................................................................................... 2-1/2, 5 in.

Other Specifications:

Country Of Origin ..............................................................................................................................................Taiwan
Warranty ............................................................................................................................................................ 1 Year
Serial Number Location ....................................................................................Machine ID Label on Side of Machine
Assembly Time ................................................................................................................................................ 3 Hours
Sound Rating ...................................................................................................................................................... 82 dB
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MODEL G0699 12" SLIDING TABLE SAW

SLIDING TABLE 
SAW CAPACITIES
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For Your Own Safety, Read Instruction 
Manual Before Operating this Machine

The purpose of safety symbols is to attract your attention to possible hazardous conditions. This 
manual uses a series of symbols and signal words intended to convey the level of importance 
of the safety messages. The progression of symbols is described below. Remember that safety 
messages by themselves do not eliminate danger and are not a substitute for proper accident 
prevention measures.

WEARING PROPER APPAREL.

HEARING PROTECTION.

MENTAL ALERTNESS. 

OWNER’S MANUAL.

EYE PROTECTION.

HAZARDOUS DUST. 

Indicates a potentially hazardous situation which, if not avoided, 
MAY result in minor or moderate injury. It may also be used to alert 
against unsafe practices.

Indicates a potentially hazardous situation which, if not avoided, 
COULD result in death or serious injury.

Indicates an imminently hazardous situation which, if not avoided, 
WILL result in death or serious injury.

This symbol is used to alert the user to useful information about 
proper operation of the machine.NOTICE

Safety Instructions for Machinery

SECTION 1: SAFETY
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DISCONNECTING POWER SUPPLY.

INTENDED USE.

STABLE MACHINE. 

FORCING MACHINERY.

GUARDS & COVERS.

REMOVING TOOLS.

AWKWARD POSITIONS.

DANGEROUS ENVIRONMENTS. 

Safety Instructions for Machinery
APPROVED OPERATION.

CHILDREN & BYSTANDERS. 

FEED DIRECTION.

SECURING WORKPIECE.

UNATTENDED OPERATION. 

OFF

MAINTENANCE & INSPECTION.

EXPERIENCING DIFFICULTIES. 
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Additional Safety Instructions 
for Table Saws

SAFETY ACCESSORIES.

KICKBACK.

WORKPIECE CONTROL.

PUSH STICKS/BLOCKS.

OPERATOR POSITION.

AWKWARD POSITIONS.

No list of safety guidelines can be complete. 
Every shop environment is different. Always 
consider safety first, as it applies to your 
individual working conditions. Use this and 
other machinery with caution and respect. 
Failure to do so could result in serious per-
sonal injury, damage to equipment, or poor 
work results.

Like all machinery there is potential danger 
when operating this machine. Accidents are 
frequently caused by lack of familiarity or 
failure to pay attention. Use this machine 
with respect and caution to decrease the 
risk of operator injury. If normal safety pre-
cautions are overlooked or ignored, serious 
personal injury may occur.

RIVING KNIFE ALIGNMENT.

REACHING OVER SAW BLADE.

USING RIP FENCE WITH CROSSCUT FENCE. 

REMOVING WORKPIECES.

BLADE HEIGHT.

DAMAGED SAW BLADES.
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Below are steps you must take to avoid the 
most common causes of kickback:

Preventing Kickback
Statistics show that most common acci-
dents among table saw users can be 
linked to kickback. Kickback is typically 
defined as the high-speed expulsion of 
stock from the table saw toward the 
operator. In addition to the danger of 
the operator or others in the area being 
struck by the flying stock, it is often the 
case that the operator’s hands are pulled 
into the blade during the kickback.

Even if you know how to prevent kickback, it 
may still happen. Here are some precautions 
to help protect yourself if kickback DOES 
occur:

Protecting Yourself 
From Kickback
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VERY 

Glossary Of Terms

NON-THROUGHCUT.

PERPENDICULAR.

PUSH STICK.

RABBET.

RIVING KNIFE.

STRAIGHTEDGE.

THROUGH CUT.

RIP CUT.

ARBOR.

BEVEL EDGE CUT.

BLADE GUARD.

CROSSCUT.

DADO BLADE.

DADO CUT.

FEATHERBOARD.

KERF.

KICKBACK.

PARALLEL.
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SECTION 2: POWER SUPPLY

Availability

Electrocution, fire, or 
equipment damage may 
occur if machine is not 
correctly grounded and 
connected to the power 
supply.

Full-Load Current Rating

Full-Load Current Rating at 220V ..... 23 Amps
Full-Load Current Rating at 440V .. 11.5 Amps

Circuit Requirements for 220V

Nominal Voltage .............................. 220V/240V
Cycle ..........................................................60 Hz
Phase .................................................... 3-Phase
Circuit Rating ...................................... 30 Amps
Plug/Receptacle ......................... NEMA L15-30
Cord ...........4-Wire, 8 AWG, 300VAC, “S”-Type

Circuit Requirements for 440V

Voltage 
Conversion

Nominal Voltage .............................. 440V/480V
Cycle ..........................................................60 Hz
Phase .................................................... 3-Phase
Rated Size ........................................... 15 Amps
Connection ......Hardwire with Locking Switch

For your own safety and protection of 
property, consult a qualified electrician if 
you are unsure about wiring practices or 
electrical codes in your area.

Note: The circuit requirements listed in this man-
ual apply to a dedicated circuit—where only one 
machine will be running at a time. If this machine 
will be connected to a shared circuit where mul-
tiple machines will be running at the same time, 
consult a qualified electrician to ensure that the 
circuit is properly sized for safe operation.
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Extension Cords (220V Only)

Minimum Gauge Size .............................8 AWG
Maximum Length (Shorter is Better).......50 ft.

Grounding Instructions

Figure 2. 

GROUNDED
L15-30 RECEPTACLE

L15-30
PLUG

Serious injury could occur if you connect 
the machine to power before completing the 
setup process. DO NOT connect to power 
until instructed later in this manual.

For 220V operation:

For 440V operation:

Figure 3.
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To rewire the Model G0699 for 440V opera-
tion:

1.

2.
Figure 4

440V Conversion

Figure 4.

3.

Figure 5 Electrical Cabinet 
Wiring Diagram Page 73

4.

Note: Although the two 220V relays look sim-
ilar, they are not the same models. However, 
the two 440V relays are the same models 
and can be installed in either position.

5.

6.

 Note: When changing the motor wiring for the 
440V conversion, refer to the wiring diagrams 
inside the motor junction box covers, as they 
will reflect any changes to the motors shipped 
with the machine. As an aid to understanding 
these wiring diagrams or if they are miss-
ing, refer to the motor wiring diagrams on 
Page 75.

Figure 5.
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Correcting Phase 
Polarity

If this machine is wired out-of-phase, the 
blades will spin in the wrong directions. If 
you attempt a cutting operation with the 
blades spinning backward, the workpiece 
could be thrown aggressively from the table 
during the cutting operation. This could 
result in death or serious personal injury. 
You MUST make sure the blades are spin-
ning in the correct directions before attempt-
ing any cutting operations. Perform Step 9 
of the test run on Page 37 to make sure the 
machine is correctly wired.

To correct phase polarity:

1.

2.
Figure 6

3.
Figure 7

4. Step 9  Page 37

Figure 6.

Make sure the incoming ground wire is 
connected to the right-most terminal post 
in the power connection junction box to 
ensure the machine is properly grounded. 
An ungrounded or improperly grounded 
machine could cause electrocution.

Figure 7.
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Wear safety glasses dur-
ing the entire setup pro-
cess!

This machine presents 
serious injury hazards 
to untrained users. Read 
through this entire manu-
al to become familiar with 
the controls and opera-
tions before starting the 
machine!

SECTION 3: SETUP

Description Qty

Page 20

Needed for Setup

please imme-
diately call Customer Service at (570) 546-9663
for advice. 

Otherwise, filing a freight claim can be difficult.

Unpacking

This machine and its com-
ponents are very heavy. 
Get lifting help or use 
power lifting equipment 
such as a forklift to move 
heavy items.
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Inventory

Note: If you can't find an item on this list, check 
the mounting location on the machine or examine 
the packaging materials carefully. Occasionally 
we pre-install certain components for shipping 
purposes.

Crate 1:  (Figure 8) Qty
A. 
B.
C.
D. 
E. 
F. 
G.
H. 
I. 
J.
K.
L. 
M. 
N.
O.
P. 
Q. 

Figure 8.
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SUFFOCATION HAZARD!
Immediately discard all plas-
tic bags and packing materi-
als to eliminate choking/suf-
focation hazards for children 
and animals.

Hardware (Not Shown) Qty

Figure 9.

Crate 2:  (Figure 9) Qty
R. 
S. 
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Hardware Recognition Chart
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Before cleaning, gather the following:

Basic steps for removing rust preventative:

1.

2.

3.

Note: To clean off thick coats of rust preven-
tative on flat surfaces, such as tables, use
a PLASTIC paint scraper to scrape off the
majority of the coating before wiping it off with
your rag. (Do not use a metal scraper or you 
may scratch your machine.)

4. Steps 2–3

Gasoline and petroleum 
products have low flash 
points and can explode 
or cause fire if used to 
clean machinery. Avoid 
using these products 
to clean machinery.

Many cleaning solvents 
are toxic if inhaled. 
Minimize your risk by only 
using these products in a 
well ventilated area.

NOTICE
Avoid chlorine-based solvents, such as 
acetone or brake parts cleaner that may 
damage painted surfaces. Always follow 
the manufacturer’s instructions when using 
any type of cleaning product.

Note: In a pinch, automotive degreasers, mineral 
-

ventative. Before using these products, though, 
test them on an inconspicuous area of your paint 
to make sure they will not damage it.

Cleanup

H9692—Orange Power Cleaner & Degreaser

Figure 10. 
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Site Considerations

Figure 11.

Weight Load
Machine Data Sheet

Space Allocation

See below for required space allocation.

Physical Environment

Electrical Installation

Lighting
Children or untrained people 
may be seriously injured by 
this machine. Only install in an 
access restricted location.
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Lifting & Placing

The Model G0699 is a  
heavy machine. Serious 
personal injury may occur 
if safe moving methods 
are not used. To be safe, 
get assistance and use 
power equipment to move 
the shipping crate and 
remove the machine from 
the crate. 

To lift and move the machine:

1. 

2.
Figure 12

Figure 12.

3.

Assembly & Setup

You must successfully complete the assem-
bly and setup of this saw as instructed below 
before connecting the machine to power. 
Otherwise, the saw will not operate safely 
and could cause serious personal injury or 
machine damage.

Before proceeding with the next steps, wear 
leather gloves to protect your hands when 
handling the saw and scoring blades.

To assemble the sliding table saw:

1.

Figure 13

Figure 13.
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2.
Figure 13

3. 

Figure 14

4.

Figure 15

 

Figure 15.

5. Figure 16

Figure 16.

6.

Tip: For a quick spacing gauge, use a 
3mm hex wrench to set the correct spacing 
between the riving knife and the blade, as 
shown in Figure 17.

7.

Step 6

Figure 14.

Figure 17.
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Figure 19.

8.

Figure 18

10.
Figure 19

11.
Figure 20

Figure 20.

12.

Important: As you align the sliding table 
parallel with the main saw blade in the next 
steps, the locating cap screw shown in 
Figure 21 must remain against the right side 
of the frame before securing the sliding table 
in place. This will correctly position the sliding 
table with the rest of the machine.

Figure 18.

NOTICE
The sliding table is heavy, so you must get 
help lifting it during the installation pro-
cess. We recommend two strong people lift 
the sliding table and an additional person 
help position the T-bolts into the mounting 
holes as the table is lowered.

9.

Figure 21.
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13.

14.

15.

16.

Step 15
Figure 22

AB

Figure 22.

17.

Step 15

Step 21

18.
Figure 23

19.
Steps 16–17

20.

21.

Figure 24

Figure 23.

Figure 24.
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23.

Figure 21 Page 24

24.

Figure 26

22.

Figure 25

Figure 26.

25.

Figure 27

26.

Figure 28

Figure 27.

Figure 28.

Figure 25.
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27.

Figure 29

28.

Figures 
28–29

29.

Figure 30

30.

31.

Steps 29–31

32.

Figure 31

Figure 29.

Figure 30.

Figure 31.
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36.

Figure 34

34.

35.

Figure 
33

Step 34

33.

Figure 32

Figure 32.

The rip fence stop screws keep the fence 
from moving forward and slipping off the 
fence body, which could draw your hands 
and arms into the spinning blade during 
operation. Always keep these stop screws 
properly installed.

37.
Figure 35

Figure 33.

Figure 34.

Figure 35.
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38. Figure 
36

39.
Step 27

40.
Figure 37

Note: This will keep the scoring blade from 
interfering with the rip fence alignment pro-
cess in the next steps.

Figure 37.

Figure 38.

41.

Figure 38

42.

Figure 36.
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 Note: The goal of the adjustments in the 
next step is to make the rip fence body ride 
height as close to and even with the table and 
extension wing surfaces without touching or 
scratching them.

43.

Figure 39

NOTICE
The rip fence body will scratch the table 
and rear extension wing surfaces if the ride 
height is not adjusted correctly.

44. 

45.

46.

Figure 40.

Figure 39.

Figure 40.
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47.

Figure 41

48.

Figure 42

Note: The purpose of the end cap is to pre-
vent the rip fence assembly from slipping off 
the end of the rail.

49.

Horizontal Adjustment:

Figure 43

When properly positioned, the rail stop ring 
prevents the rip fence from contacting the 
saw blade. If this happens during cutting 
operations, flying metal debris could cause 
serious personal injury. Always make sure 
the rail stop ring is secured in the proper 
position before beginning operations.

Figure 41.

Figure 42.

Figure 43.
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Vertical Adjustment: 
Figure 44

Figure 44.

50.

Figure 45

Figure 45.

51.

Figure 46

52.

53.

Figure 47

Figure 46.

Figure 47.
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54.

a)

b)
Figure 48

c)
Figure 49

d)

55.
Figure 49

56.

Figure 50

57.

Steps 56–57

Figure 48.

Figure 49.

Figure 50.
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58.

Figure 51

Note: Adjusting the crosscut fence in different 
positions will be discussed in the Operations 
section later in this manual.

Figure 51.

Dust Collection

DO NOT operate the Model G0699 without an 
adequate dust collection system. This saw 
creates substantial amounts of wood dust 
while operating. Failure to use a dust collec-
tion system can result in short and long-term 
respiratory illness.

Required CFM at 5" Dust Port: 615 CFM
Required CFM at 2 1⁄2" Dust Port: 150 CFM
Do not confuse this CFM recommendation with 
the rating of the dust collector. To determine the 
CFM at the dust port, you must consider these 
variables: (1) CFM rating of the dust collector, 
(2) hose type and length between the dust col-
lector and the machine, (3) number of branches 
or wyes, and (4) amount of other open lines 
throughout the system. Explaining how to cal-
culate these variables is beyond the scope of 
this manual. Consult an expert or purchase a 
good dust collection "how-to" book.

To connect the saw to dust collection sys-
tem:

1.

Figure 53

Figure 53.

59.

Figure 52

Figure 52.
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2.

Figure 54

Figure 54.

3.
Figure 55

Figure 55.

4.

Circuit Requirements
Page 12

Power Connection

NOTICE
The Model G0699 is prewired for 220V. If 
you plan to operate the machine at 440V, 
the two overload relays on the electrical 
panel must be replaced and the motors  
must be rewired (refer to 440V Conversion 
on Page 14 for detailed instructions).

To connect the saw to the power source:

1.
Figure 56

Figure 56.

2.

Figure 56
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Before starting the saw, make sure you 
have performed the preceding assembly 
and adjustment instructions, and you have 
read through the rest of the manual and 
are familiar with the various functions and 
safety features on this machine. Failure to 
follow this warning could result in serious 
personal injury or even death!

Test Run

The test run consists of verifying the follow-
ing:

Troubleshooting Page 64

To test run the machine:

1.

2.

Figure 57.

3.

4.

Figure 57

5.

6.
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Figure 59.

4.

Figure 59

3.
Figure 58

Figure 58.

5.

6.

7.

OFF

8.

9.

Figure 60

Correcting Phase 
Polarity Page 15

Correct

Not Correct

Figure 60.
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11.

OFF

12.

Factory adjustments that should be verified:

Page 44

Page 67

Page 68

Page 70

Recommended 
Adjustments

10.

Figure 61

Figure 61.
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Damage to your eyes, lungs, and ears could 
result from using this machine without 
proper protective gear. Always wear safety 
glasses, a respirator, and hearing protection 
when operating this machine.

SECTION 4: OPERATIONS

NOTICE
If you have never used this type of machine 
or equipment before, WE STRONGLY REC-
OMMEND that you read books, review 
industry trade magazines, or get formal 
training before beginning any projects. 
Regardless of the content in this section, 
Grizzly Industrial will not be held liable for 
accidents caused by lack of training. 

To reduce the risk of 
serious injury when using 
this machine, read and 
understand this entire 
manual before beginning 
any operations.

Loose hair, clothing, or 
jewelry could get caught 
in machinery and cause 
serious personal injury. 
Keep these items away 
from moving parts at all 
times to reduce this risk.

Operation Overview

Note: Due to the generic nature of this overview, it 
is not intended to be an instruction guide for per-
forming actual machine operations. To learn more 
about specific operations and woodworking tech-
niques, seek training from people experienced 
with this type of saw, and do additional research 
outside of this manual by reading "how-to" books, 
trade magazines, or web sites.

To complete a typical operation, the operator 
does the following:

1.

2.

3.

4.

5.

6.
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7.

8.

9.

Safety Precautions

SAFETY 

Please follow these safety precautions EVERY 
time you use your saw:

OFF

Machine Controls

Figures 
62–66

Main Blade ON/OFF Buttons: 

Scoring Blade ON/OFF Buttons: 

STOP Button: 

Blade Tilt Handwheel & Lock Knob:

Blade Tilt Scale: 

Figure 63.

Figure 62.
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Blade Elevation Handwheel & Lock Knob: 

Figure 64.

Sliding Table Lock Lever: 

Rip Fence Clamp Lever: 

Rip Fence Lock Lever: 

Micro-Adjust Knob: 

Micro-Adjust Lock Knob: 

Figure 66.

Figure 65.
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Non-Through and 
Through Cuts

Non-Through Cuts

Through Cuts

Safety precautions and instructions for each 
type of cut are located on the following 
pages:

 Page 48

 Page 50

 Page 52

Workpiece 
Inspection

Before cutting, inspect all workpieces for the 
following:

Material Type:

Foreign Objects:

Large/Loose Knots: 

Wet or "Green" Stock:

Excessive Warping:

Minor Warping:
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Changing Main 
Blade

Tools Needed Qty

To change the main blade:

1.

2.

3.

4.

5.
Figure 67

Figure 67.

6. 

Figure 68

7.

8.

9.

10.

Before proceeding with the next steps, wear 
leather gloves to protect your hands when 
handling the saw and scoring blades.

Figure 68.
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Riving Knife 
Alignment

Figure 69.

The riving knife prevents the kerf from 
closing behind the blade and binding the 
workpiece, which could cause kickback. You 
MUST always have the riving knife properly 
installed and positioned before beginning 
cutting operations.

Tools Needed Qty

To align the riving knife:

1.

2.

3.

4.

6.

Tip: For a quick spacing gauge, use the 
3mm hex wrench to set the correct spacing 
between the riving knife and the blade, as 
shown in Figure 70.

Figure 70.

5.
Figure 69

Download from Www.Somanuals.com. All Manuals Search And Download.



7.

Figure 71

Alignment 
Zone, Figure 72

Figure 71.

Figure 72.

Alignment Zone

Alignment Zone
Step 8

8.

9. Figure 73

Alignment Zone

Figure 73.

Mounting Block

10. Steps 
6–7
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Adjusting & 
Replacing Scoring 

Blade

Figure 74

Figure 74.

Figure 75.

Changing Scoring Blade
Tools Needed Qty

To change the scoring blade:

1.

2.

3.

4.

5.

Figure 75

NOTICE
To make sure that the scoring blade kerf 
is the same as the main blade kerf, you 
will need to adjust the scoring blade as 
instructed in this procedure whenever the 
dimensions of the main blade change.
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6.

7.

Adjusting Scoring Blade

Tools Needed Qty

To adjust the scoring blade position:

1.

2.

3.

4.

Vertical Adjustment: 
Figure 

77

Figure 77.

5.

Horizontal Adjustment:
Figure 

76

6.

Figure 76.
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Rip Cutting

Figure 78

Figure 78.

Figure 79

Figure 79.

Rip Cutting With Sliding Table
1.

2.
Squaring Crosscut 

Fence to Blade Page 70

3.

Note: The fence can be mounted in the for-
ward or rear position, depending on the size 
of the workpiece and which position will pro-
vide the safest operation.

4.

Figure 80

Use the hold-down and the end shoe to hold 
down the workpiece ends to prevent it from 
raising up, which could cause kickback.

Figure 80.
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5.

Steps 3–5

6.

7.

8.

Figure 78

9.

Rip Cutting With Rip Fence
1.

2.

3.

Figure 81

Figure 81.

4.

Figure 82

Figure 82.

5.

Figure 83

6.

7.

Figure 83.
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Crosscutting

Figure 84

Figure 84.

Figure 85

Figure 85.

Figure 86

Figure 86.

Crosscutting Full Size Panels
1.

2.
Squaring 

Crosscut Fence to Blade Page 70

3.

Figure 87

Figure 87.
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4.

Figure 88

5.

Steps 3–5

6.

Note: Extend the crosscut fence slide if the 
workpiece is more than 74".

7.
Figure 84

8.

Crosscutting Smaller Panels
Crosscutting Full 

Size Panels Page  50

Figure 87
 

Figure 85 

Crosscutting Using Rip Fence as a 
Cut-Off Gauge
1. Crosscutting 

Full Size Panels  Page  50

Figure 87

When using the rip fence with the cross-
cut fence, the rip fence must be positioned 
behind the front edge of the blade to prevent 
the workpiece from binding and causing a 
kickback hazard.

2.

Figure 89

3.

Figure 88.

Figure 89.
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Miter Cutting

To perform a miter cut:

1.

2.

3.

Figure 90

Figure 91.

Figure 91

Figure 90.

4.

5.

Figures 90–91

6.
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SECTION 5: ACCESSORIES

G5562—SLIPIT® 1 Qt. Gel
G5563—SLIPIT® 12 oz Spray
G2871—Boeshield® T-9 12 oz Spray
G2870—Boeshield® T-9 4 oz Spray
H3788—G96® Gun Treatment 12 oz Spray
H3789—G96® Gun Treatment 4.5 oz Spray

Figure 92. 

Figure 93. 

H2499—Small Half-Mask Respirator
H3631—Medium Half-Mask Respirator
H3632—Large Half-Mask Respirator
H3635—Cartridge Filter Pair P100

NOTICE
Refer to the newest copy of the Grizzly 
Catalog for other accessories available for 
this machine. 

Figure 94. 

G4173—Baby Power Feeder 110V
G4176—1⁄4 HP Power Feeder 110V
G4179—1⁄2 HP Power Feeder 220V
G4181—1 HP Power Feeder 220V

Using accessories or attachments not rec-
ommended for this machine could cause 
the machine to function differently than 
intended, which may increase the risk of 
serious personal injury. Only use recom-
mended accessories for this machine.
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Cyclone Dust Collectors
G0440—2 HP, 1354 CFM @ 2.5" SP
G0441—3 HP, 1654 CFM @ 2.0" SP
G0443—1 1⁄2 HP, 1025 CFM @ 2.6" SP

Figure 96.

Figure 97. 

G7581—Superbar
G7582—Master Plate

H8029—5 Piece Safety Kit

Figure 98.

T23037—Scoring Blade Replacement

Figure 95.
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Figure 99

Push Stick

CAUTION

Figure 99

SECTION 6: SHOP-MADE SAFETY 
ACCESSORIES

Push Sticks
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Figure 100.

Feeding

Supporting

Push Stick
Prohibition

Zone

Feeding: 

Supporting:

Figure 100

Figure 99

Using a Push Stick
Figure 100
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Making a Push Block
Figure 102

Figure 102

Push Block

Figure 102

CAUTION

Push Block

Figure 101
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Figure 104.

 Note: We recommend cutting the hardwood 
board oversize, then jointing and planing it 
to the correct size to make sure the board is 
square and flat.

Only use furniture-grade plywood or kiln-
dried hardwood to prevent warping.

2.

Figure 105

Figure 105.

Making a Narrow-Rip Push Block for 
an Auxiliary Fence
1. 

Figure 104.

Using a Push Block
1. Figure 102, 

Page 57

Figure 
103

Push Stick
Prohibition

Zone

Figure 103.

2.

Figure 101

3.
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7.

Figure 
108

Tip: Try using cyanoacrylate type wood glue 
or small wood screws to secure the lip to the 
push block base

Using the Auxiliary Fence and Push 
Block
1.

Figure 109

Figure 109.

3.

Step 2
Figure 106

4.

Figure 
107

Figure 106.

Figure 107.

5. 

6.

Figure 108

Figure 108.

Keep the riving knife and blade guard proper-
ly installed during cutting operations. Failure 
to do this present amputation hazards!
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Turn the saw OFF and allow the blade to 
come to a complete stop before removing 
the cut-off piece. Failure to follow this warn-
ing could result in serious personal injury.

2.

Figure 110.

3. ON

Figure 111

Figure 111
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SECTION 7: MAINTENANCE

Always disconnect power 
to the machine before 
performing maintenance. 
Failure to do this may 
result in serious person-
al injury.

Ongoing Check:

 
 
 

Weekly Maintenance:
 

Page 63

Monthly Check:

Every 6-12 Weeks:

Page 62

Page 63

Schedule

Cleaning

Section 5: Accessories
Page 53

Unpainted Cast Iron
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Lubrication

Important: Take care not to get any lubrication on 
the drive V-belts to prevent slippage and damage. 
If you do, replace them.

Removing Main Table
Tools Needed Qty

To remove the table:

1.

2.

3.

4.

Figure 112

Important: The position of the four upper 
lock nuts were set at the factory so that the 
cast iron table is square with the saw blade 
from side to side and back to front. DO NOT 
change the position of these lock nuts (see 
Figure 112). Otherwise, you will have to per-
form the time consuming procedure of bring-
ing the table back to square with the blade.

5.

6.

Trunnions
Figure 113

Figure 112.

Figure 113.
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Leadscrews

Figures 114–115

Accessories Page 53  

Figure 115.

Sliding Table Ways
Figure 116

Replacing Main Table

Figure 117

Figure 117.

Figure 116.Figure 114.
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SECTION 8: SERVICE

Troubleshooting

Motor & Electrical

Page 42

Page 66
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Symptom Possible Cause Possible Solution

Page 66

Page 15

Operation

Symptom Possible Cause Possible Solution

Pages 68 & 71

Page 47

Page 68
Page 

29

Page 70

Page 71
Page 71

Page 67

Page 71
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Belt Service

Removing Main Table Page 62
Replacing Main Table Page 63 

Note: Replace the main motor V-belts as a 
matched set so that they will wear evenly.

Main Motor V-Belts
1.

2.
Figure 118

3.

4.

Figure 119

Figure 119.

Figure 118.
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Calibrating Blade TiltScoring Motor Ribbed V-Belt

To replace the scoring motor ribbed V-belt:

1.

2.
Figure 120

Note: It takes considerable upward pressure 
against the spring to raise the motor.

Tools Needed Qty

To calibrate the tilt stop nuts:

1.

2.

3.

Figure 121
Figure 120.

3.

Figure 121.
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Adjusting Sliding 
Table Parallelism

4.

5.

Figure 122

To check and adjust the sliding table parallel-
ism:

1.

2.

3.

4.

5.

Step 
4 Figure 123

AB

Figure 123.

Tools Needed Qty

6.

Step 15

Figure 122.
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7.

Note: Access two of the hex nuts by remov-
ing the access panels on both sides of the 
frame, and the middle hex nut through the 5" 
dust port gap in the cabinet side.

8.
Figure 124

9.
Steps 5, 6 

8

10.

11.

Adjusting Sliding 
Table Ways

Figure 125

Figure 125.

clockwise

counterclockwise

Figure 124.

Download from Www.Somanuals.com. All Manuals Search And Download.



Squaring Crosscut 
Fence to Blade

Figure 126

Tool Needed Qty

To adjust the 90° stop bolts:

1.
Sliding Table 

Parallel Adjustment Page 68

2.

Figure 127

Figure 127.

3.

4.
Figure 127

5.
Steps 3–4

6. Steps 3–5

Figure 126.
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Rip Fence 
Adjustments

Height Above Table

Tools Needed Qty

To adjust the rip fence height above the 
table:

1.

Figure 128

Figure 128.

Parallelism To Blade
Tool Needed Qty

To adjust the rip fence parallel to the main 
blade:

1.

2.

3.

Calibrating Rip Fence Scale
Tool Needed Qty

To calibrate the rip fence scale:

1.

2.

3.
Figure 129

Figure 129.
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SECTION 9: WIRING & ELECTRICAL

1. SHOCK HAZARD. 

2. MODIFICATIONS.

3. WIRE CONNECTIONS.

4. CIRCUIT REQUIREMENTS. 

 

5. WIRE/COMPONENT DAMAGE.

6. MOTOR WIRING. 

7. CAPACITORS/INVERTERS.

8. EXPERIENCING DIFFICULTIES. 

Wiring Safety Instructions

The photos and diagrams 
included in this section are 
best viewed in color. You 
can view these pages in 
color at www.grizzly.com.
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READ ELECTRICAL SAFETY 
ON PAGE 72!

Electrical Cabinet Wiring Diagram
(220V Components Shown)

A

B

C

D

Page 74

Page 74

Page 75

Page 75
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READ ELECTRICAL SAFETY 
ON PAGE 72!

Control Panel, Guard Switch, & Power 
Connection Junction Box Wiring Diagrams

A

B

Page 73

Page 73
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READ ELECTRICAL SAFETY 
ON PAGE 72!

Main & Scoring Motor Wiring Diagrams

C

D
Page 73

Page 73
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READ ELECTRICAL SAFETY 
ON PAGE 72!

Figure 130.

Figure 131.

Figure 132.

Figure 133.

Electrical Component Photographs

Figure 134.
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Cabinet Body

SECTION 10: PARTS
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Cabinet Body Parts List
REF PART # DESCRIPTION REF PART # DESCRIPTION
1 P06990001 ELECTRICAL PANEL GASKET 46 P06990046 TERMINAL BLOCK 4P
2 PB31M HEX BOLT M10-1.5 X 40 47 PS05M PHLP HD SCR M5-.8 X 8
3 PN02M HEX NUT M10-1.5 48 PBHS06M BUTTON HD CAP SCR M5-.8 X 12
4 P06990004 MACHINE FRAME 49 P06990049 STRAIN RELIEF PG20
5 P06990005 TABLE SIDE MOUNTING PLATE 50 PN09M HEX NUT M12-1.75
6 PCAP26M CAP SCREW M6-1 X 12 51 PLW05M LOCK WASHER 12MM
7 PLW03M LOCK WASHER 6MM 52 PW06M FLAT WASHER 12MM
8 PW03M FLAT WASHER 6MM 53 P06990053 ALL-THREAD STUD M12-1.75 X 185
9 PFN02M FLANGE NUT M6-1 54 P06990054 CONCRETE BLOCK
10 PSS25M SET SCREW M6-1 X 20 55 P06990055 STRAIN RELIEF PG11
11 PN01M HEX NUT M6-1 56 P06990049 STRAIN RELIEF PG20
12 P06990012 FRAME REAR ACCESS PANEL 57 P06990057 STRAIN RELIEF MGB25
13 PBHS09M BUTTON HD CAP SCR M6-1 X 12 58 P06990058 CORD PLATE
14 PCAP33M CAP SCREW M5-.8 X 12 59 PLW03M LOCK WASHER 6MM
15 PLW01M LOCK WASHER 5MM 60 PCAP26M CAP SCREW M6-1 X 12
16 P06990016 DOOR HINGE 61 P06990061 PLUG
17 PS52M PHLP HD SCR M4-.7 X 20 62 PB25M HEX BOLT M12-1.75 X 25
18 P06990018 TILT SCALE COVER 63 PLW05M LOCK WASHER 12MM
19 P06990019 TILT SCALE 64 P06990064 BLOCK
20 PW05M FLAT WASHER 4MM 65 P06990065 ELECTRICAL PANEL ASSEMBLY
21 PCAP03M CAP SCREW M5-.8 X 8 66 P06990066 ELECTRICAL BACK PANEL
22 PLW03M LOCK WASHER 6MM 67 PRP93M ROLL PIN 6 X 25
23 PW03M FLAT WASHER 6MM 68 PCAP50M CAP SCREW M5-.8 X 10
24 PCAP03M CAP SCREW M5-.8 X 8 69 PW02M FLAT WASHER 5MM
25 PLW01M LOCK WASHER 5MM 70 PS09M PHLP HD SCR M5-.8 X 10
26 P06990026 TABLE MIDDLE MOUNTING PLATE 71 P06990071 POINTER
27 P06990027 SUPPORT BRACE 72 P06990072 TILT SCALE BRACKET
28 PN04M HEX NUT M4-.7 73 PW03M FLAT WASHER 6MM
29 P06990029 ELECTRICAL PANEL COVER 74 P06990074 STEEL WIRE
30 PBHS11M BUTTON HD CAP SCR M6-1 X 10 75 PSS05M SET SCREW M5-.8 X 10
31 P06990031 BLADE TILT TRUNNION 76 P06990076 POINTER BRACKET
32 PW04M FLAT WASHER 10MM 77 PCAP26M CAP SCREW M6-1 X 12
33 PLW06M LOCK WASHER 10MM 78 PLW03M LOCK WASHER 6MM
34 PCAP84M CAP SCREW M10-1.5 X 35 79 P06990079 SHAFT
35 PHTEK17M TAP SCREW M5 X 20 80 PW03M FLAT WASHER 6MM
36 P06990036 STOP BUTTON 81 P06990081 COMPRESSION SPRING
37 P06990037 SWITCH BOX GASKET 82 P06990082 JUNCTION BOX GASKET
38 P06990038 SWITCH BOX 83 P06990083 JUNCTION BOX COVER
39 P06990039 STRAIN RELIEF 84 P06990084 DOOR HINGE BLOCK
40 P06990040 DOOR LOCK 85 P06990085 CONTROL PANEL GASKET
41 P06990041 DOOR 86 P06990086 CONTROL PANEL
42 P06990042 HANGER 87 PSBHS35M BUTTON HD CAP SCR M5-.8 X 10
43 PHTEK17M TAP SCREW M5 X 20 88 P06990088 ON/OFF BUTTON SWITCH
44 PBHS05M BUTTON HD CAP SCR M6-1 X 20 89 P06990089 BUTTON SWITCH DUST COVER
45 P06990045 JUNCTION BOX
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Tables

REF PART # DESCRIPTION REF PART # DESCRIPTION
101 PB32M HEX BOLT M10-1.5 X 25 108 PLW06M LOCK WASHER 10MM
102 PN02M HEX NUT M10-1.5 109 PBHS09M BUTTON HD CAP SCR M6-1 X 12
103 P06990103 LEFT EXTENSION WING 110 P06990110 SAW TABLE ANGLE INSERT
104 PB32M HEX BOLT M10-1.5 X 25 111 P06990111 ALL-THREAD STUD M16-2 X 100
105 P06990105 SAW TABLE 112 PLN07M LOCK NUT M16-2
106 P06990106 REAR EXTENSION WING 113 P06990113 TABLE MOUNT SPACER 16MM
107 PW04M FLAT WASHER 10MM 114 PN13M HEX NUT M16-2
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Main Blade Trunnion & Motor
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Main Blade Trunnion & Motor Parts List
REF PART # DESCRIPTION REF PART # DESCRIPTION
201 PCAP03M CAP SCREW M5-.8 X 8 226 PLW01M LOCK WASHER 5MM
202 PLW01M LOCK WASHER 5MM 227 PCAP03M CAP SCREW M5-.8 X 8
203 PW02M FLAT WASHER 5MM 228 P06990228 HINGE BRACKET
204 PCAP26M CAP SCREW M6-1 X 12 229 PW02M FLAT WASHER 5MM
205 PLW03M LOCK WASHER 6MM 230 PLW01M LOCK WASHER 5MM
206 PCAP24M CAP SCREW M5-.8 X 16 231 PCAP50M CAP SCREW M5-.8 X 10
207 P06990207 ANGLE PLATE 232 P06990232 MAGNET HOLDER
208 PW02M FLAT WASHER 5MM 233 P06990233 ELEVATION TRUNNION
209 PLN02M LOCK NUT M5-.8 234 PVM16 V-BELT M16 3L160
210 PCAP33M CAP SCREW M5-.8 X 12 235 PSS16M SET SCREW M8-1.25 X 10
211 PLW01M LOCK WASHER 5MM 236 P06990236 MAIN BLADE MOTOR PULLEY
212 PCAP58M CAP SCREW M8-1.25 X 12 237 P06990237 SPACER
213 PLW04M LOCK WASHER 8MM 238 P06990238 MAIN BLADE MOUNTING PLATE
214 PW01M FLAT WASHER 8MM 239 P06990239 MOTOR MOUNT FLAT WASHER 12MM
215 P06990215 CUSHION STRIP 240 PLW05M LOCK WASHER 12MM
216 PS25M PHLP HD SCR M4-.7 X 35 241 PB25M HEX BOLT M12-1.75 X 25
217 P06990217 BLADE COVER SAFETY SWITCH 242 PK152M KEY 8 X 7 X 40
218 PW02M FLAT WASHER 5MM 243 P06990243 MAIN MOTOR 7-1/2HP 220/440V 3PH
219 P06990219 SWITCH BRACKET 243-1 P06990243-1 MAIN MOTOR FAN COVER
220 P06990220 BLADE COVER MAGNET 243-2 P06990243-2 MAIN MOTOR FAN
221 PFH55M FLAT HD CAP SCR M6-1 X 20 243-3 P06990243-3 MAIN MOTOR JUNCTION BOX
222 P06990222 DUST PORT 244 PW01M FLAT WASHER 8MM
223 P06990223 BLADE COVER 245 PLW04M LOCK WASHER 8MM
224 P06990224 BLADE COVER DOOR HINGE 246 PB09M HEX BOLT M8-1.25 X 20
225 PW02M FLAT WASHER 5MM 247 PCAP77M CAP SCREW M12-1.75 X 30
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Main Blade Arbor

REF PART # DESCRIPTION REF PART # DESCRIPTION
301 P06990301 GIB 319 PBHS03M BUTTON HD CAP SCR M8-1.25 X 16
302 PBHS10M BUTTON HD CAP SCR M10-1.5 X 25 320 PLW04M LOCK WASHER 8MM
303 PLW06M LOCK WASHER 10MM 321 PW01M FLAT WASHER 8MM
304 PB31M HEX BOLT M10-1.5 X 40 322 P06990322 BUSHING
305 P06990305 RIVING KNIFE FLAT WASHER 10MM 323 P06990323 ARBOR HOUSING PIVOT SHAFT
306 P06990306 RIVING KNIFE 324 PBHS22M BUTTON HD CAP SCR M8-1.25 X 20
307 P06990307 FRONT RIVING KNIFE BRACKET 325 P06990325 BUSHING
308 PK34M KEY 5 X 5 X 20 326 P06990326 PIVOT SHAFT FLAT WASHER
309 P06990309 BRACKET 327 PLW04M LOCK WASHER 8MM
310 PN09M HEX NUT M12-1.75 328 PCAP14M CAP SCREW M8-1.25 X 20
311 P06990311 PIVOT LINK 329 P06990329 ARBOR-HOUSING ASSEMBLY
312 P06990312 REAR RIVING KNIFE BRACKET 330 P6206LLB BALL BEARING 6206 LLB
313 PLW01M LOCK WASHER 5MM 331 P06990331 SPACER
314 PBHS06M BUTTON HD CAP SCR M5-.8 X 12 332 PSS03M SET SCREW M6-1 X 8
315 P06990315 ALIGNMENT PIN 333 P06990333 ARBOR PULLEY
316 PSS05M SET SCREW M5-.8 X 10 334 P06990334 ARBOR HOUSING
317 PN13M HEX NUT M16-2 335 P06990335 WAVE WASHER
318 P06990318 MAIN BLADE ARBOR FLANGE 336 P06990336 MAIN BLADE ARBOR
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Tilt & Elevation Handwheels
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Tilt & Elevation Handwheels Parts List
REF PART # DESCRIPTION REF PART # DESCRIPTION
401 P06990401 LOCK KNOB M10-1.5 422 P06990403 HANDWHEEL FLAT WASHER 10MM
402 PW04M FLAT WASHER 10MM 423 P06990423 ELEVATION HANDWHEEL ASSEMBLY
403 P06990403 HANDWHEEL FLAT WASHER 10MM 424 P06990424 BEARING WASHER
404 P06990404 TILT HANDWHEEL ASSEMBLY 425 P06990425 LEADSCREW SLEEVE
405 PK25M KEY 7 X 7 X 20 426 P06990426 ELEVATION LEADSCREW
406 P06990406 HANDWHEEL SHAFT 427 PSS02M SET SCREW M6-1 X 6
407 P06990407 BEARING WASHER 428 P06990428 ELEVATION LEADSCREW NUT
408 P6902ZZ BALL BEARING 6902 ZZ 429 PCAP06M CAP SCREW M6-1 X 25
409 P06990409 BEARING SEAT 430 PLW03M LOCK WASHER 6MM
410 PLW04M LOCK WASHER 8MM 431 P06990431 ELEVATION LEADSCREW CLAMP
411 P06990411 THRUST BEARING NTB1528 AS 432 PCAP35M CAP SCREW M8-1.25 X 60
412 P06990412 UNIVERSAL JOINT 433 PLW04M LOCK WASHER 8MM
413 P06990413 TILT LEADSCREW 434 P06990434 LEADSCREW BRACKET
414 PW01M FLAT WASHER 8MM 435 PW03M FLAT WASHER 6MM
415 PCAP14M CAP SCREW M8-1.25 X 20 436 PLW03M LOCK WASHER 6MM
416 PSS02M SET SCREW M6-1 X 6 437 PCAP26M CAP SCREW M6-1 X 12
417 P06990417 TRUNNION CONNECTOR 438 PK34M KEY 5 X 5 X 20
418 PSS02M SET SCREW M6-1 X 6 439 PW03M FLAT WASHER 6MM
419 P06990419 TILT LEADSCREW NUT 440 PCAP04M CAP SCREW M6-1 X 10
420 P06990401 LOCK KNOB M10-1.5 441 PCAP84M CAP SCREW M10-1.5 X 35
421 PW04M FLAT WASHER 10MM 442 PN02M HEX NUT M10-1.5
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Scoring Blade Arbor & Motor
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Scoring Blade Arbor & Motor Parts List
REF PART # DESCRIPTION REF PART # DESCRIPTION
501 PB49M HEX BOLT M12-1.75 X 20 518 P06990518 SCORING MOTOR PULLEY
502 P06990502 SCORING BLADE ARBOR FLANGE 519 PSS25M SET SCREW M6-1 X 20
503 P06990503 SCORING BLADE ARBOR 520 P06990520 RIBBED FLAT BELT 140J7
504 P6202LLB BALL BEARING 6202LLB 521 P06990521 PIVOT SHAFT
505 PR05M EXT RETAINING RING 15MM 522 PBHS22M BUTTON HD CAP SCR M8-1.25 X 20
506 PR21M INT RETAINING RING 35MM 523 PLW04M LOCK WASHER 8MM
507 P06990507 ARBOR HOUSING 524 P06990524 SCORING MOTOR MOUNTING PLATE
508 PW03M FLAT WASHER 6MM 525 P06990525 SPANNER NUT
509 PFH11M FLAT HD SCR M8-1.25 X 15 526 P06990526 SCORING MOTOR 1HP 220/440V 3PH
510 P06990510 WAVE WASHER 26MM 526-1 P06990526-1 SCORING MOTOR FAN COVER
511 P06990511 SCORING BLADE PULLEY 526-2 P06990526-2 SCORING MOTOR FAN
512 PSS02M SET SCREW M6-1 X 6 526-3 P06990526-3 SCORING MOTOR JUNCTION BOX
513 P06990513 PULLEY FLAT WASHER 16MM 527 PN02M HEX NUT M10-1.5
514 P06990514 HEX BOLT M6-1 X 16 LH 528 PB56M CAP SCREW M10-1.5 X 20
515 T23037 SCORING BLADE 20T 529 P06990529 TENSION SPRING
516 PCAP149M CAP SCREW M12-1.75 X 100 530 PCAP143M CAP SCREW M10-1.5 X 50
517 PLW05M LOCK WASHER 12MM 531 PN02M HEX NUT M10-1.5
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Scoring Blade Adjustment System

REF PART # DESCRIPTION REF PART # DESCRIPTION
601 PCAP14M CAP SCREW M8-1.25 X 20 610 PLW03M LOCK WASHER 6MM
602 PW01M FLAT WASHER 8MM 611 PCAP01M CAP SCREW M6-1 X 16
603 P06990603 HORIZONTAL ADJUSTMENT SHAFT 612 P06990612 VERTICAL ADJUSTMENT SHAFT
604 P06990604 ECCENTRIC SHAFT 613 PSS28M SET SCREW M6-1 X 30
605 PLN03M LOCK NUT M6-1 614 PN01M HEX NUT M6-1
606 PW03M FLAT WASHER 6MM 615 PN03M HEX NUT M8-1.25
607 P06990607 COMPRESSION SPRING 616 PRP61M ROLL PIN 3 X 12
608 P06990608 PIVOT ARM 617 P06990617 VERTICAL ADJUSTMENT BOLT
609 PW03M FLAT WASHER 6MM
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Swing Arm

REF PART # DESCRIPTION REF PART # DESCRIPTION
701 P06990701 SWING ARM MAGNET 718 P06990718 BEARING SPACER
702 P06990702 CROSSCUT PIVOT STUD M20-2.5 719 P06990719 BEARING SHAFT
703 PN28M HEX NUT M20-2.5 720 P06990720 SWING ARM
704 P06990704 END PLUG 40 X 120MM 721 P06990721 BEARING WASHER
705 PSS74M SET SCREW M8-1.25 X 35 722 P6004ZZ BALL BEARING 6004ZZ
706 P06990706 MAGNET HOLDER 723 P06990723 BRUSH
707 P06990707 SLIDING TUBE 724 PW03M FLAT WASHER 6MM
708 PB09M HEX BOLT M8-1.25 X 20 725 PCAP02M CAP SCREW M6-1 X 20
709 PN03M HEX NUT M8-1.25 726 PW13M FLAT WASHER 20MM
710 PBHS11M BUTTON HD CAP SCR M6-1 X 10 727 P06990727 BRUSH COVER
711 P06990711 SWING ARM END PLATE 728 PLW04M LOCK WASHER 8MM
712 PW01M FLAT WASHER 8MM 729 PN03M HEX NUT M8-1.25
713 PSS21M SET SCREW M8-1.25 X 25 730 PSS04M SET SCREW M6-1 X 12
714 P06990714 ROLLER AXLE 731 P06990731 SWING ARM PIVOT SHAFT
715 P06990715 ROLLER 732 PSS10M SET SCREW M10-1.5 X 20
716 P6202ZZ BALL BEARING 6202ZZ 733 PN02M HEX NUT M10-1.5
717 PR05M EXT RETAINING RING 15MM 734 PN03M HEX NUT M8-1.25
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Crosscut Table

REF PART # DESCRIPTION REF PART # DESCRIPTION
801 P6201ZZ BALL BEARING 6201ZZ 819 PW03M FLAT WASHER 6MM
802 P06990802 SPACER 820 PLW03M LOCK WASHER 6MM
803 P06990803 ROLLER 821 PCAP115M BUTTON HD CAP SCR M6-1 X 16
804 P06990804 LARGE FRAME END PLUG 822 P06990822 PLUG
805 P06990805 CROSSCUT TABLE FRAME 823 PW06M FLAT WASHER 12MM
806 P06990806 T-NUT M8-1.25 824 PWF08M FENDER WASHER 8MM
807 P06990807 KNOB BOLT M8-1.25 X 25 825 P06990825 KNOB BOLT M8-1.25 X 50
808 PWF08M FENDER WASHER 8MM 826 PB26M HEX BOLT M8-1.25 X 30
809 P06990809 MEDIUM FRAME END PLUG 827 PN03M HEX NUT M8-1.25
810 P06990810 SMALL FRAME END PLUG 828 PBHS23M BUTTON HD CAP SCR M8-1.25 X 25
811 P06990811 ANGLE SCALE ASSEMBLY 829 PN03M HEX NUT M8-1.25
812 PHTEK7 TAP SCREW #8 X 3/8 830 PLW04M LOCK WASHER 8MM
813 P06990813 BRACE END PLUG 831 P06990831 ROLLER EYE BOLT M8-1.25 X 40
814 P06990814 CROSSCUT TABLE BRACE 832 PW01M FLAT WASHER 8MM
815 P06990815 LOCK T-BAR 833 P06990825 KNOB BOLT M8-1.25 X 50
816 P06990816 LOCK LEVER ASSEMBLY 834 PR29M INT RETAINING RING 32MM
817 P06990817 SLIDE T-BAR 835 P06990835 PIVOT BLOCK
818 P06990818 CUSHION
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Crosscut Fence

REF PART # DESCRIPTION REF PART # DESCRIPTION
901 P06990806 T-NUT M8-1.25 916 P06990916 CROSSCUT FENCE
902 P06990902 STOP BRACKET 917 P06990917 PIVOT SHAFT
903 P06990903 KNOB BOLT M8-1.25 X 40 918 P06990918 FIBER FLAT WASHER 10MM
904 P06990904 FLIP STOP PIVOT SHAFT 919 P06990806 T-NUT M8-1.25
905 P06990905 FLIP STOP 920 P06990920 POLYURETHANE FENCE END PIECE
906 PSS16M SET SCREW M8-1.25 X 10 921 PS38M PHLP HD SCR M4-.7 X 10
907 PLN05M LOCK NUT M10-1.5 922 P06990922 NYLON PAD
908 P06990908 EXTENSION CONNECTOR 923 P06990923 FIBER FLAT WASHER
909 P06990909 EXTENSION FENCE 924 PCAP40M CAP SCREW M8-1.25 X 35
910 P06990910 EXTENSION FENCE END PLATE 925 PLW04M LOCK WASHER 8MM
911 PHTEK15M TAP SCREW M4 X 10 926 P06990926 T-BLOCK
912 PBHS03M BUTTON HD CAP SCR M8-1.25 X 16 927 P06990806 T-NUT M8-1.25
913 PLW04M LOCK WASHER 8MM 928 PSS02M SET SCREW M6-1 X 6
914 P06990914 SUPPORT PLATE 929 P06990929 T-BOLT M8-1.25 X 60
915 P06990807 KNOB BOLT M8-1.25 X 25
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Rip Fence
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REF PART # DESCRIPTION REF PART # DESCRIPTION
1001 P06991001 FENCE SLIDE LOCK KNOB 1023 P06991023 ECCENTRIC SHAFT
1002 P06991002 LOCK KNOB HANDLE 1024 P06991024 LOCK-DOWN SHAFT
1003 P06991003 RIP FENCE CASTING 1025 PFH30M FLAT HD SCR M5-.8 X 8
1004 P06991004 KNOB BOLT M10-1.25 X 70 1026 PLW03M LOCK WASHER 6MM
1005 P06991005 CASTING SUPPORT BAR 1027 PCAP04M CAP SCREW M6-1 X 10
1006 P06991006 MICRO-ADJUST KNOB BOLT 1028 P06991028 ECCENTRIC RING
1007 P06991007 FENCE RAIL BRACKET 1029 PB83M HEX BOLT M6-1 X 16
1008 PLN05M LOCK NUT M10-1.5 1030 P06991030 WAVE WASHER 24MM
1009 P06991009 LOCK-DOWN HANDLE 1031 P06991031 ALL-THREAD STUD M12-1.75 X 115
1010 P06991010 SHAFT BUSHING 1032 PN09M HEX NUT M12-1.75
1011 PR05M EXT RETAINING RING 15MM 1033 PCAP11M CAP SCREW M8-1.25 X 16
1012 P06991012 CASTING PLUG 1034 PLW04M LOCK WASHER 8MM
1013 PFH05M FLAT HD SCR M5-.8 X 12 1035 P06991035 RIP FENCE RAIL END PLATE
1014 P06991014 CLAMP LOCK CAM 1036 P06991036 RIP FENCE RAIL
1015 PCAP11M CAP SCREW M8-1.25 X 16 1037 PSS01M SET SCREW M6-1 X 10
1016 PSS05M SET SCREW M5-.8 X 10 1038 P06991038 RIP FENCE STOP RING
1017 P06991017 CLAMP PLATE 1039 PCAP115M BUTTON HD CAP SCR M6-1 X 16
1018 P06991018 RIP FENCE 1040 PW03M FLAT WASHER 6MM
1019 P06991019 BEARING PAD 1041 P06991041 RIP FENCE SCALE
1020 P06991020 ECCENTRIC HEX HEAD SHAFT 1042 PW06M FLAT WASHER 12MM
1021 P06991021 NYLON ROLLER 1043 PLW05M LOCK WASHER 12MM
1022 PW03M FLAT WASHER 6MM 1044 PN09M HEX NUT M12-1.75

Rip Fence Parts List
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Sliding Table

REF PART # DESCRIPTION REF PART # DESCRIPTION
1121 PN09M HEX NUT M12-1.75 1139 PCAP58M CAP SCREW M8-1.25 X 12
1122 PLW05M LOCK WASHER 12MM 1140 P04931240 HANDLE
1123 PW06M FLAT WASHER 12MM 1141 P04931241 LOCK ROD LEVER
1124 P04931224 T-BOLT M12-1.75 X 40 1142 PSS31M SET SCREW M5-.8 X 8
1125 P04931225 SLIDING TABLE BASE 3200MM 1143 P04931243 GUIDE BLOCK
1126 P04931226 BASE LEFT SIDE COVER 1144 PCAP11M CAP SCREW M8-1.25 X 16
1127 PFH26M FLAT HD SCR M6-1 X 30 1145 P04931245 HANDLE PLATE
1128 P04931228 RUBBER BLOCK 1146 PBHS06M BUTTON HD CAP SCR M5-.8 X 12
1129 P04931229 LOCATE BLOCK 1147 PCAP04M CAP SCREW M6-1 X 10
1130 P04931230 BLOCK PLATE 1148 PW03M FLAT WASHER 6MM
1131 P04931231 SLIDING TABLE LEFT SIDE COVER 1149 P04931249 LOCK PLATE
1132 P04931232 SLIDING TABLE 3200MM 1150 PHTEK19M TAP SCREW M5 X 16
1133 P04931233 LOCK ROD 1151 P04931251 BASE RIGHT SIDE COVER
1134 PFH43M FLAT HD SCR M6-1 X 10 1152 P04931252 HARDENED STEEL BALL 6MM
1135 P04931235 SLIDING TABLE WAY 1153 P04931253 SLIDE PLATE
1136 P04931236 COVER STRIP 1154 P04931254 WOOL PAD
1137 PFH75M FLAT HD CAP SCR M10-1.5 X 20 1155 PFH38M FLAT HD SCR M6-1 X 16
1138 PLN05M LOCK NUT M10-1.5
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Blade Guard

REF PART # DESCRIPTION REF PART # DESCRIPTION
1201 PCAP64M CAP SCREW M10-1.5 X 25 1209 P06991209 HOSE CLAMP 2-1/2"
1202 P06991202 MAIN BLADE GUARD 2-PC 1210 PCAP64M CAP SCREW M10-1.5 X 25
1203 PLN05M LOCK NUT M10-1.5 1211 PLW06M LOCK WASHER 10MM
1204 PHTEK34M TAP SCREW M3 X 16 1212 P06991212 DUST HOSE SUPPORT PLATE
1206 P06991206 PIVOT SCREW M5-.8 X 10 1213 PW04M FLAT WASHER 10MM
1207 P06991207 PIVOT SLEEVE 1214 PLN05M LOCK NUT M10-1.5
1208 P06991208 SCORING BLADE GUARD 2-PC 1215 PLN02M LOCK NUT M5-.8
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Electrical Cabinet

REF PART # DESCRIPTION REF PART # DESCRIPTION
1301 P06991301 ELECTRICAL CABINET BACK PLATE 1306 P06991306 FUSE HOLDER
1302 P06991302 TERMINAL BAR 3-POST 1307 P06991307 FUSE 3A
1303 P06991303 TERMINAL BAR 6-POST 1308 P06991308 OL RELAY SDE RA-30 18-26A
1304 P06991304 CONTACTOR SDE MA-18 220V 1309 P06991309 OL RELAY SDE RA-20 1.7-4.4A
1305 P06991305 CONTACTOR SDE MA-09 220V 1310 P06991310 440V CONVERSION KIT
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Accessories

REF PART # DESCRIPTION REF PART # DESCRIPTION
1401 P06991401 TOOL BOX 1405 P06991405 T-HANDLE WRENCH 8MM
1402 P06991402 SCORING ARBOR WRENCH 1406 P06991406 PUSH STICK
1403 PWR1719 WRENCH 17/19MM 1407 P06991407 HOLD-DOWN ASSEMBLY
1404 P06991404 WRENCH 30MM 1408 P06991408 EDGE SHOE ASSEMBLY
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Front Machine Labels

Safety labels warn about machine hazards and ways to prevent injury. The owner of this machine 
MUST maintain the original location and readability of the labels on the machine. If any label is 
removed or becomes unreadable, REPLACE that label before using the machine again. Contact 
Grizzly at (800) 523-4777 or www.grizzly.com to order new labels. 
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Rear & Blade Guard Machine Labels

REF PART # DESCRIPTION REF PART # DESCRIPTION
1501 P06991501 SAW BLADE TILT LABEL 1511 G8589 GRIZZLY OVAL NAMEPLATE
1502 PLABEL-12A READ MANUAL LABEL 1512 PPAINT-11 GRIZZLY PUTTY TOUCH-UP PAINT
1503 P06991503 CONTROL PANEL LABEL 1513 PPAINT-1 GRIZZLY GREEN TOUCH-UP PAINT
1504 PLABEL-60B AMPUTATION HAZARD LABEL 1514 PLABEL-14 ELECTRICITY LABEL
1505 P06991505 MACHINE ID LABEL 1515 P06991515 PREWIRED 220V LABEL
1506 PLABEL-55 ENTANGLEMENT HAZARD LABEL 1516 P06991516 SAW BLADE ELEVATION LABEL
1507 PLABEL-63 DISCONNECT POWER LABEL 1517 P06991517 KICKBACK HAZARD LABEL
1508 P06991508 GRIZZLY LABEL 1518 P06991518 BLADE GUARD WARNING LABEL
1509 PLABEL-57 EYE/LUNG HAZARD LABEL 1519 P06991519 CUTTING HAZARD LABEL
1510 P06991510 MODEL NUMBER LABEL
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WARRANTY CARD

The following information is given on a voluntary basis. It will be used for marketing purposes to help us develop 
better products and services. Of course, all information is strictly confidential.

1.

2.

3.

4.

5.

6.

7.

8.

9.
Note: We never use names more than 3 times.

10.  _____________________________________________________________________

 _________________________________________________________________________________ 

 _________________________________________________________________________________ 

 _________________________________________________________________________________ 
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WARRANTY AND RETURNS
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Buy Direct and Save with Grizzly® –  Trusted, Proven and a Great Value!

~Since 1983~

ORDER
24 HOURS A DAY!

1-800-523-4777

Visit Our Website Today For 
Current Specials! 
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